VENTURA COUNTY
AIR POLLUTION CONTROL DISTRICT
669 County Square Drive
Ventura, CA 93003
805/645-1400

PART 70 PERMIT

Number 01494 0@4 R T

Permit Term: xx: ;ﬁl 3 to December 31, 2017
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-

Company Name / Address: Facility Name / Address:
Venoco, Inc. Platform Gail

6267 Carpinteria Avenue, Suite 100 OCS Lease P-0205
Carpinteria, CA 93013-1423 Offshore of Ventura, CA
Responsible Official: Title V Contact:

Mr. Larry Huskins Mr. Pat Corcoran
Operations Manager Environmental Coordinator

805/745-2100

805/745-2264

The Part 70 permit consists of this page and the tables, attachments and conditions listed in the
attached table of contents. The Part 70 permit application is included for reference only and is
not a part of the Part 70 permit.

Pursuant to Rule 33.1, the Part 70 permit shall also serve as a permit to operate issued to fulfill
the requirements of Rule 10.B.

For:
Terri Thomas, Supervisor Michael Villegas
Engineering Division Air Pollution Control Officer

Issue Date

MATITLEVITY Permits\PO 1494\ Permit IViSignCovPage-Rev4d 1,501 docx



PART 70 PERMIT NO. 01494
TABLE OF CONTENTS

1. Permit Cover Sheet

a. Permit Revisions Table
b. Permit Summary and Statement of Basis
¢. Periodic Monitoring Summary

2. Permitted Equipment and Applicable Requirements Table
3. Permitted Throughput and Consumption Limit Table

4. Permitted Emissions Table

5. Oil Well List

6. Exempt Equipment List

7. Specific Applicable Requirements (Attachments)

Rule 71.1, Crude Oil Production and Separation (71.1N1, 71.1N6)

Rule 71.5, Glycol Dehydrators (71.5N1)

Rule 74.9, Stationary Internal Combustion Engines (74.9N7, 74.9N8, 74.9N9)

Rule 74.23, Stationary Gas Turbines (74.23N21494)

Attachment includes 40 CFR Part 64, Compliance Assurance Monitoring

NSPS Subpart GG, Stationary Gas Turbines (NSPS GG)

f. California Airborne Toxic Control Measure (ATCM) For Stationary Compression
Ignition Engines (ATCM Engine N3)

g. 40 CFR Part 63, Subpart ZZZZ, NESHAPS for Stationary Reciprocating Internal

Combustion Engines (RICE MACT) (40CFR63ZZZ7ZN3, 40CFR63ZZ77N4,

40CFR63Z7Z727N6)

S

o

8. Permit Specific Conditions (Attachments)

General Recordkeeping Requirements (PO1494PCl1)
Maximum Number of Oil Wells (PO1494PC1)

BACT Requirements for Oil Wells (PO1494PC1)

Maximum Sulfur Content of Diesel Fuel (PO1494PC1)

Crew Boats and Work Boats Usage Limitation (PO1494PC1)
Crew Boats Shall not be Used Simultaneously (PO1494PC1)
Work Boats Shall not be Used Simultaneously (PO1494PCl)
Solvent Wipe Cleaning Additional Requirements (PO1494PCl1)
Flare Additional Requirements (PO1494PC2)

S ER e a0 o

Section No. 1
Table of Contents —rev501



j. 7.07 Sqft Deck Drain Pit T-21 Additional Requirements (PO1494PC3)
k. Detroit Diesel Backup Generator Additional Requirements (PO1494PC4)

9. General Applicable Requirements (Attachments)

Rule 50, Opacity (50)

Rule 54.B.1, Sulfur Compounds - SOy at Point of Discharge (54.B.1-OCS)
Rule 54.B.2, Sulfur Compounds - SOy at or Beyond Property Line (54.B.2-OCS)
Rule 57.1, Particulate Emissions From Fuel Burning Equipment (57.1)
Rule 64.B.1, Sulfur Content of Fuels - Gaseous Fuels (64.B.1)

Rule 64.B.2, Sulfur Content of Fuels - Solid or Liquid Fuels (64.B.2)

Rule 71.1.C, Crude Oil Production and Separation - Produced Gas (71.1.C)
Rule 71.4.B.1, First Stage Sump Prohibition (71.4.B.1)

Rule 71.4.B.3, Well Cellar Storage Prohibition (71.4.B.3)

Rule 74.6, Surface Cleaning and Degreasing - Wipe Cleaning (74.6)

Rule 74.10, Fugitive Emissions — Oilfields (74.10)

Rule 74.11.1, Large Water Heaters and Small Boilers (74.11.1)

m. Rule 74.22, Natural Gas-Fired, Fan-Type Central Furnaces (74.22)

AT DR S0 e o

10. General Requirements for Short-Term Activities (Attachments)

Rule 74.1, Abrasive Blasting (74.1)

Rule 74.2, Architectural Coatings (74.2)

Rule 74.16, Oilfield Drilling Operations (74.16N1494)

40 CFR Part 61 Subpart M - Asbestos NESHAPS (40CFR61.M)

ac o

11. General Permit Conditions

Part 70 Permit General Conditions (Part 70 General)
Permit to Operate General Conditions (PO General)
Part 70 Permit Shield — 40 CFR Part 60, Subpart KKKK (SHIELD 60KKKK)
Part 70 Permit Shield — 40 CFR Part 63, Subpart YYYY (SHIELD 63YYYY)

oo o

12. Miscellaneous Federal Program Conditions

a. 40 CFR Part 55 - Outer Continental Shelf Air Regulations (40CFR55)
b. 40 CFR Part 68 - Accidental Release Prevention and Risk Management Plans (40CFR68)
¢. 40 CFR Part 82 - Protection of Stratospheric Ozone (40CFR82)

13. Part 70 Permit Application Package

Note: The Part 70 permit application is included for reference only and is not a part of the
Part 70 permit.

Section No. 1
Table of Contents —rev501



l.a.  PERMIT REVISIONS TABLE

Application No. | Issue Date | Description Revised Permit Sections
01494-191 11/30/98 Replaced Work Boat Engines / e Signature Cover Page
Minor Part 70 Permit Modification | e Table No. 2
e Table No. 3
e Table No. 4
01494-201 05/03/99 Modified Condition No. 4 of e Signature Cover Page
Attachment 74.23N2/1494; e Attachment 74.23N2/1494
turbine water to fuel ratio limits /
Minor Part 70 Permit Modification
01494-TOO 05/03/99 Transfer of Ownership / e Signature Cover Page
Administrative Part 70 Permit e Table of Contents
Amendment e Table No. 2
e Table No. 3
e Table No. 4
e Attachment PO1494PC1
01494-211 09/28/99 Replaced Workboat Engines / e Signature Cover Page
Minor Part 70 Permit Modification | ¢ Permit Revisions Table
e Table No. 2
e Table No. 3
e Table No. 4
01494-ADM2 03/13/00 District revised permitted e Signature Cover Page
emissions to reflect the use of e Permit Revisions Table
standard calculation methods / e Table No. 4
Administrative Amendment e Attachment PO1494PC1
01494-221 10/11/00 Modified Turbine Water to Fuel e Signature Cover Page
Ratio Permit Condition / Minor e Permit Revisions Table
Part 70 Permit Modification e Attachment 74.23N2/1494
01494-241 11/13/00 Additional crew boat and work ® Signature Cover Page
boat engines / Minor Part 70 e Table of Contents
Permit Modification e Permit Revisions Table
e Periodic Monitoring Summary
e Table No. 2
e Table No. 3
e Table No. 4
e Attachment PO1494PC1
Section No. 1 Page No. 1
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Application No. | Issue Date | Description

Revised Permit Sections

01494-231 01/23/01 Installed Vapor Recovery at two e Signature Cover Page
tanks (Tanks M-02 and T-3) / e Table of Contents
Minor Part 70 Permit Modification | ¢ Permit Revisions Table
e Periodic Monitoring Summary
e Table No. 2
e Table No. 3
e Table No. 4
e Removed Attachment 71.1N4
01494-271 05/10/01 Modified Permit Condition e Signature Cover Page
Limiting Simultaneous Use of e Permit Revisions Table
1300 BHP Detroit Diesel Backup | e Table No. 4
Generator / Minor Part 70 Permit | ¢  Attachment PO1494PC4
Modification
01494-261 08/27/01 Increased Permitted Throughput at | e  Signature Cover Page
Low Pressure Flare / Minor Part 70 | ¢  Permit Revisions Table
Permit Modification e Table No. 3
e Table No. 4
Administrative Amendment to e Attachment PO1494PC?2
change company address and
phone numbers
01494-291 11/14/01 Additional work boat engines / e Signature Cover Page
Minor Part 70 Permit Modification | ¢ Permit Revisions Table
e Table No. 2
e Table No.3
e Table No. 4
e Attachment PO1494PC1
01494-251 01/13/03 Add new well — Modify oil well e Signature Cover Page
list / Minor Part 70 Permit e Permit Revisions Table
Modification e Table No. 2
e Table No. 3
e Table No. 4
e Qil Well List
e Attachment PO1494PC1
01494-311 01/13/03 Permit Reissuance for Period: See “Stationary Source
January 1, 2003 — December 31, Description”
2007
01494-281 01/21/04 Upgraded (efficiency) of turbines | e  Signature Cover Page
G-1 and G-3 / Minor Part 70 e Permit Revisions Table
Permit Modification e Table No. 2
e Table No. 3
e Table No. 4
L ]

Attachment 74.23N2/1494
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Application No.

Issue Date

Description

Revised Permit Sections

01494-331

01/21/04

Additional crew boat engines /
Minor Part 70 Permit Modification

e Signature Cover Page

e Permit Revisions Table
e Table No. 2

e Table No. 3

Table No. 4

Attachment PO1494PCl1

01494-341

11/02/04

Additional crew boat engines /
Minor Part 70 Permit Modification

Signature Cover Page
Permit Revisions Table
Table No. 2

Table No. 3

Table No. 4

Attachment PO1494PC1

01494-351

03/18/2005

Additional crew boat engines /
Minor Part 70 Permit Modification

Signature Cover Page
Permit Revisions Table
Table No. 2

Table No. 3

Table No. 4

Attachment PO1494PC1

01494-361

08/01/05

Permit Emergency Engine / Minor
Part 70 Permit Modification

Signature Cover Page

Table of Contents

Permit Revisions Table
Periodic Monitoring Table
Table No. 2

Applicable Requirements Code
Key

Table No. 3

Table No. 4

Insignificant Activities Table
Attachment ATCM Engine N3
Attachment 57.1

01494-381

01/09/06

Additional crew boat engines /
Minor Part 70 Permit Modification

Signature Cover Page
Permit Revisions Table
Table No. 2

Table No. 3

Table No. 4

Attachment PO1494PC]1
Attachment 74.6(2003)
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Application No. | Issue Date | Description Revised Permit Sections
01494-401 11/30/06 Removal of selected tanks from the | ¢ Signature Cover Page
permit / Minor Part 70 Permit e Permit Revisions Table
Modification e Table No. 2
e Table No. 3
e Table No. 4
e Attachment 74.9N7
01494-411 05/08/07 App. 411: e Signature Cover Page
01494-371 e Revise engine BHP foracrew |e Permit Revisions Table
boat engine e Table No. 2
e Add crew boat engines e Table No. 3
e Revise turbine water to fuel e Table No. 4
ratios e Aftachment 74.9N7
e Attachment 74.9N8
App. 371 e Attachment 74.9N9
Change Turbine G-02 Model e  Attachment 74.23/1494
Configuration to a 501-KB5 e  Attachment PO1494PC1
Minor Part 70 Permit Modifications
01494-372 06/09/08 App. 372: See “Permit Summary and
01494-421 Permit Turbine G-1 with SCR Statement of Basis™
App. 421:
Permit Reissuance for Period:
Issue Date — December 31, 2010
01494-301 03/23/09 01494-301: Added Wells/ ® Signature Cover Page
01494-373 Revised Well List and Changed e Permit Revisions Table
Responsible Official e Permit Summary and Statement
of Basis
01494-373: Permit Turbines G-2 e Table No. 2
and G-3 with SCR o “Talledn. 3
_ . _ e Table No. 4
Minor Part 70 Permit Modfications | 0il Well List
e Attachment 74.23N21494
e Attachment PO1494PCl1
01494-431 08/10/09 Additional crew boat engines / e Signature Cover Page
Minor Part 70 Permit Modification | ¢ Permit Revisions Table
e Table No. 2
e Table No. 3
e Table No. 4
e Attachment PO1494PC1
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Application No. | Issue Date | Description Revised Permit Sections
01494-441 03/03/10 Additional crew boat engines / e Signature Cover Page
Minor Part 70 Permit Modification | e Permit Revisions Table
e Table No. 2
e Table No. 3
e Table No. 4
e Attachment PO1494PC1
01494-451 09/20/10 Added Wells / Revised Well List e Signature Cover Page
e Permit Revisions Table
e il Well List (Section 5)
e Attachment PO1494PC1
(Section 8)
01494-461 04/06/11 Administrative Amendment to e Signature Cover Page
change the Responsible Official e Permit Revisions Table
01494-471 09/28/11 Replaced One Well / Revised e Signature Cover Page
Ammonia Injection Rates / Minor | ¢ Permit Revisions Table
Part 70 Permit Modification e Oil Well List
e Attachment 74.23N2/1494
e Attachment PO14194PCl1
01494-491 11/29/12 Utilize 3 Existing Crew Boat e Signature Cover Page
Engines as both Crew Boat e Permit Revisions Table
Engines and Work Boat Engines/ | e Table No. 2
Minor Part 70 Permit Modification | ¢ Tgple No. 3
e Table No. 4
e Attachment PO1494PCl1
01494-481 01494-481: Replaced Wells See “Permit Summary and
01494-501 Statement of Basis”

01494-501: Permit Reissuance for
Period Terminating 12/31/17
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1.b. PERMIT SUMMARY AND STATEMENT OF BASIS

Stationary Source Description

This stationary source is an oil platform, Platform Gail, located offshore of Ventura, California.
The platform is located in the Outer Continental Shelf (OCS) Area which is the offshore waters
between three (3) and twenty-five (25) miles out from the coastline. The platform has been
designated to the VCAPCD as the corresponding onshore area by the U.S. EPA. The source is a
crude oil production facility and has a Standard Industrial Classification (SIC) Code of 1311,
Crude Oil Production. The source operates various oil production and processing equipment,
including wells, tanks, a glycol dehydrator system, flares, three 4.0 MW Allison turbines and
diesel engines. The three 4.0 MW Allison turbines provide electrical power for the platform.
The engines on the platform are used to start the turbines, for the operation of cranes, and for
backup electrical power. This stationary source is subject to the Part 70 permit program based
upon the potential to emit reactive organic compounds (ROC), nitrogen oxides (NOx), and
carbon monoxide (CO).

As discussed in more detail throughout this Permit Summary and Statement of Basis, this permit
applies to emissions units that are required to have a permit to operate pursuant to District Rule
10, “Permits Required”, and District Rule 23, “Exemptions from Permit”. These emissions units
are listed in Table No. 2 in Section No. 2 of this permit. However, as discussed below, some
equipment that is exempt from permit pursuant to District Rule 23, “Exemptions from Permit”,
may be subject to District rules such as District Rule 50, “Opacity”. This includes “Insignificant
Activities” as listed in Section No. 6 of the permit. In addition, “Short Term Activities” as listed
in Section No. 10 of the permit are subject to certain rules and regulations. This permit does not
shield the permittee from complying with any Federal, State, or District rule or regulation that is
not specifically addressed in the permit or any rule or regulation that may come into effect during
the term of the permit.

Stationary Source Emissions

In Ventura County, the Part 70 permit thresholds are 50 tons per year for ROC and NOx and 100
tons per year for PM, SOx, and CO, pursuant to Rule 33.B.2. Ventura County’s nonattainment
classification with the federal ozone standard has been in transition and is currently set at
“Serious”. This stationary source is subject to the Part 70 permit program based upon the
potential to emit nitrogen oxides (NOx) and carbon monoxide (CO) in excess of these thresholds
as shown in Table No. 4 in Section No. 4 of this Permit to Operate. The purpose of Table No. 4
is to document the permitted emissions of the criteria pollutants ROC, NOx, PM, SOx, and CO
for this stationary source. District Rule 29, “Conditions on Permits”, requires permitted
emissions to be included on each Permit to Operate. District Rule 29 requires that annual
permitted emissions be based on a 12 calendar month rolling period and be expressed in units of
tons per year. Hourly permitted emissions are required to be expressed in units of pounds per
hour. Permitted emissions for a stationary source are required to be determined by aggregating
the permitted emissions for each emissions unit at the stationary source.

Section No. 1 Page: 1
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Criteria pollutant emissions (ROC, NOx, PM, SOx, and CO) result from the combustion of
diesel fuel, natural gas, and produced gas in the turbines, engines, and flares. Criteria pollutants
are also emitted from the diesel and gasoline engines associated with the crew boats, work boats,
and boom boats. Reactive Organic Compound (ROC) emissions result from the storage and
handling of crude oil and produced water in the tanks.

This stationary source is not a major source of federal Hazardous Air Pollutants (HAPs). The
source is well below the HAP major source levels of 10 tons per year of a single HAP or 25 tons
per year of combined HAPs. Most Maximum Achievable Control Technology (MACT)
standards only apply to major sources of hazardous air pollutants. As an Area (non-major)
Source of hazardous air pollutants, there is one MACT that is applicable to this facility:
“National Emission Standards for Hazardous Air Pollutants for Stationary Reciprocating
Engines” (RICE MACT — 40 CFR Part 63, Subpart ZZZZ7). The Part 70 Permit re-issuance
application includes a summary of HAPs emissions (in the units of pounds per year). The
purpose of the Air Toxics “Hot Spots” Information and Assessment Act of 1987 (California
Health and Safety Code Section 44300) is to collect air toxics emission data, to identify facilities
having localized adverse health impacts, to ascertain health risks, to notify nearby workers and
residents of significant risks, and to reduce significant risks if they exist. Platform Gail has not
been subject to the State of California AB2588 Air Toxics “Hot Spot” Program because of its
remote location.

The United States EPA has added greenhouse gases (GHGs) to the list of regulated air pollutants.
As of January 2, 2011, EPA has required that GHGs be calculated for each Title V stationary
source and included in the Part 70 Permit. EPA has “tailored” the regulations to include GHGs,
such that the Title V applicability for the stationary source based on GHGs alone is emissions of
100,000 tons per year of CO, equivalent emissions (CO,). Greenhouse gases are defined as the
aggregate group of six greenhouse gases: carbon dioxide, nitrous oxide, methane,
hydrofluorocarbons (by category), perfluorocarbons (by category), and sulfur hexafluoride. COx
is the amount of greenhouse gases emitted relative to the global warming potential of each
pollutant. The COy, potential to emit for this stationary source has been calculated to be 88,165
tons per year. This potential to emit is based on the permitted annual combustion and operational
(hours per year) limits listed in Table No. 3 of the permit. The District has used emission factors
of 10.14 kg CO,/gallon diesel (22.33 1b COx./gallon diesel) and 53.02 kg CO2o/MMBTU natural
gas (116.78 1b CO,/MMBTU natural gas) from the Regulation For The Mandatory Reporting of
Greenhouse Gas Emissions, California Code of Regulations, title 17, Subchapter 10, Article 2,
sections 95100 to 95133; Appendix A, Table 4. This CO2e potential to emit does not include
insignificant activities or equipment exempt from permit pursuant to Rule 23, “Exemptions From
Permit”.

Compliance History

Upon submittal of the reissuance application for this Part 70 permit, the facility was determined
to be in compliance with all applicable requirements. The facility is currently in compliance with
the Part 70 Permit as reissued. The permit includes requirements for the RICE MACT (40 CFR
Part 63 Subpart ZZZZ) which has a future effective date of May 3, 2013. For the time period
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January 1, 1996 to January 3, 2013, the facility received forty (40) Notices of Violation (NOV) as
detailed in the “NOV by Facility” history for Facility No. 01494 located at the end of this section
of the Part 70 permit. For the time period January 1, 1996 to January 3, 2013, the facility
received twelve (12) Notices to Comply (NTC) as detailed in the “NTC by Facility” history for
Facility No. 01494 located at the end of this section of the Part 70 permit.

Equipment Description and Applicable Requirements - General

Applicable requirements for this stationary source are listed throughout the permit. The Table of
Contents in the front of the permit summarizes the applicable requirements including the
equipment specific requirements, the general applicable requirements, and the applicable
requirements for short-term activities. Table No. 2 in Section No. 2 of this Permit to Operate
details the applicable requirements for specific emissions units at the facility. Permit conditions
that enforce these requirements are listed in Section No. 7, "Specific Applicable Requirements”
and Section No. 8, "Permit Specific Conditions" of this permit.

In addition to the emission unit specific requirements in Section No. 7 and Section No. 8, there
are additional general requirements that may apply to the emissions units listed in this table, or to
the stationary source as a whole. Furthermore, some general requirements may apply to
emissions units or short-term activities not required to be specifically listed on the permit. These
general requirements are contained in the following sections of the Permit: Section No. 9,
“General Applicable Requirements”; Section No. 10, “General Requirements for Short-Term
Activities”; Section No. 11, “General Permit Conditions”; and Section No. 12, “Miscellancous
Federal Program Conditions”. A detailed applicability discussion and additional legal basis for
the permit condition(s) is included with each attachment or set of permit conditions.

Equipment Description and Applicable Requirements - Specific

The tanks at this facility are subject to Rule 71.1, “Crude Oil Production and Separation”. The
tanks are equipped with vapor recovery for Rule 71.1 compliance. The glycol dehydrator is
operated in compliance with Rule 71.5, “Glycol Dehydrators”.

Rule 74.9, “Stationary Internal Combustion Engines”, exempts diesel engines used to power
cranes from the provisions of the rule. The backup diesel engine and the turbine starter diesel
engines are exempt from Rule 74.9 because each unit has a permitted annual diesel fuel limit that
is less than 15 percent of the annual capacity for the unit. Therefore, the diesel engines on the
platform are not required to meet the emission limits of Rule 74.9. The California Airborne
Toxic Control Measure (ATCM) for Stationary Compression Ignition Engines exempts engines
operated solely on the OCS platforms from the operating requirements and emission standards of
the rule. The diesel engines on the platform are required to comply with the “National Emission
Standards for Hazardous Air Pollutants for Stationary Reciprocating Internal Combustion
Engines (RICE MACT). There are engines at the stationary source in three different categories
of the RICE MACT: (1) Emergency diesel engines; (2) Diesel engines < 300 HP; and (3) diesel
engines > 500 HP. The effective date of the RICE MACT is May 3, 2013.
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The three Allison turbines are equipped with water injection and Selective Catalytic Reduction
(SCR) for NOx control. The units are required to meet a Best Available Control T echnology
(BACT) NOx emission limit of 2.5 ppmvd at 15% oxygen while burning natural gas. This
emission limit is more stringent than Rule 74.23, “Stationary Gas Turbines”, and 40 CFR Part
60, Subpart GG, “Standards of Performance for Stationary Gas Turbines”. This BACT standard
was established with Authority to Construct No. 01494-370 (issued May 16, 2006). The turbines
are subject to monitoring requirements of Rule 74.23 and 40 CFR Part 64, “Compliance
Assurance Monitoring”. The turbines are not subject to 40 CFR Part 60, Subpart KKKK,
“Standards of Performance for Stationary Combustion Turbines”, and 40 CFR Part 63, Subpart
YYYY, “National Emission Standards for Hazardous Air Pollutants for Stationary Combustion
Turbines”. Permit shields are included in the Part 70 Permit for the NSPS standard (Part 60,
Subpart KKKK) and the MACT standard (Part 63, Subpart YYY'Y).

This stationary source is subject to the fugitive leak and inspection requirements of Rule 74.10,
“Components at Crude Oil and Natural Gas Production and Processing Facilities”.

The oil platform is located in the Outer Continental Shelf; and therefore, is subject to 40 CFR
Part 55, “Outer Continental Shelf Air Regulations”. 40 CFR Part 55 includes the District rules
by reference, thereby making them federally enforceable. The versions of the rules referenced in
40 CFR Part 55 are included in the rule attachments of this permit if an OCS version is not the
most recent version of a rule or not the otherwise federally enforceable version of a rule. 40 CFR
Part 55 does not provide the authority to control the emissions from the vessels that service the
platform, but does require that the vessel emissions be included in the permitted emissions for
the OCS source. Therefore the engines on the workboats, crewboats, and boom boat servicing
the platform and the permitted emissions for the engines are included in the Part 70 permit.

As stated above, the three turbines are subject to 40 CFR Part 64, “Compliance Assurance
Monitoring.” The units are subject to CAM for NOx because they have a NOx emission limit
that is achieved by use of a control device (water injection and SCR) and the uncontrolled NOx
emissions would exceed 25 tons per year NOx. The CAM requirements are that the water
injection and ammonia injection rates are monitored and the NOx emission concentration at the
stack is measured on a daily basis with a portable analyzer. No other emissions units at this
stationary source are required to meet CAM requirements. The tank vapor recovery systems do
not meet the CAM definition of a control device and the engines are not equipped with control
devices.

This stationary source has stated that 40 CFR Part 68, “Chemical Accident Prevention

Provisions”, is not an applicable requirement. Therefore, a federal Risk Management Plan,
pursuant to section 112(r) of the federal Clean Air Act as amended, is not required.

Permit Revisions Summary

The Permit Revisions Table (located in Section No. 1 of the permit) is a list of all permit
revisions since Part 70 Permit No. 01494 was initially issued on January 1, 1998. A portion of
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the permit revisions are described in further detail below. The District’s Engineering Analysis
for each application can also be consulted for further details.

Application No. 01494-311: Application No. 01494-311 is for the reissuance of Part 70 Permit
No. 01494 for the period January 1, 2003 to December 31, 2007. The following items
summarize the changes from the initial Part 70 Permit No. 01494 (January 1, 1998 to December
31, 2002):

e This “Stationary Source Description” has been added to the permit. It was not included in the
initial Part 70 Permit No. 01494,

e Section No. 6, “Exempt Equipment List”, has been revised. The permit identifies some of
the emissions units as exempt pursuant to Rule 23, but not as “insignificant activities”
pursuant to Rule 33.1.10.

e An attachment detailing the requirements of Rule 74.9, “Stationary Internal Combustion
Engines”, that apply to emergency standby stationary internal combustion engines rated at 50
or more horsepower and operated during an emergency or maintenance operation has been
added to the permit. Rule 23.D.7 exempts these units from permit requirements. These units
have been specifically listed in the Insignificant Activities Table and now are also generally
listed in Tables 2, 3, and 4 of the permit.

e 40 CFR Part 64, “Compliance Assurance Monitoring”, requirements for the Allison turbines
have been included in the permit.

e An attachment detailing the applicable requirements for Rule 74.11.1, “Large Water Heaters
and Small Boilers”, has been added to the permit.

e The modifications to the Oil Well List pursuant to Minor Part 70 Permit Modification
Application No. 01494-251 are included in this permit.

e The following District rules have been revised and/or revisions of the rule have been adopted
into the State Implementation Plan (SIP) since the initial issuance of Part 70 Permit No.
01494:

a) Rule 54, “Sulfur Compounds”

b) Rule 57, “Combustion Contaminants — Specific”

¢) Rule 64, “Sulfur Content of Fuels”

d) Rule 68, “Carbon Monoxide”

e) Rule 74.1, “Abrasive Blasting”

f) Rule 74.2, “Architectural Coatings”

g) Rule 74.6, “Surface Cleaning and Degreasing”

h) Rule 74.9, “Stationary Internal Combustion Engines”

i) Rule 74.10, “Components at Crude Oil and Natural Gas Production and Processing
Facilities”

j) Rule 74.16, “Oilfield Drilling Operations”

k) Rule 74.23, “Stationary Gas Turbines”

Application Nos. 01494-372 and 01494-421: Application No. 01494-421 is for the reissuance of
Part 70 Permit No. 01494 for the period terminating December 31, 2012. Application No.
01494-372 is for the permitting of Turbine G-1 with Selective Catalytic Reduction (SCR)
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pursuant to Authority to Construct No. 01494-370. The following items summarize the changes
due to this reissuance application:

e Tables 2, 3, and 4 and Permit Attachments 74.23N2/1494 and PO1494PC4 include revisions
for Application No. 01494-372.

e The wipecleaning operation has been removed from the permit due to changes in Rule 23,
“Exemptions From Permit”. There is a reduction in the permitted emissions as a result of
removing the wipecleaning operation from the permitted emissions table. Rule 74.6,
“Surface Cleaning and Degreasing”, will remain part of the permit in the “General
Requirements” section.

e Revisions have been made to the Insignificant Activities Table.

e Revisions have been made to Attachment 74.16 which lists the requirements of Rule 74.16,
“Qilfield Drilling Operations”. The permitting status of associated equipment has been
clarified.

e Applicability status to the federal MACT standards for the turbines has been clarified and
permit shields for 40 CFR Part 60, Subpart KKKK and 40 CFR Part 63, Subpart YYYY have
been included.

e The permit attachment for the California ATCM for Stationary Compression Ignition (CI)
Engines requirements has been updated to reflect the 10/1 8/07 revisions to the regulation.

e The following District rules have been revised and/or revisions of the rule have been adopted
into the State Implementation Plan (SIP) since the January 1, 2003 to December 31, 2007
reissuance:

a) Rule 23, “Exemptions From Permit”

b) Rule 50, “Opacity”

¢) Rule 52, “Particulate Matter — Concentration (Grain Loading)” (No longer applicable)
d) Rule 57.1, “Particulate Matter Emissions From Fuel Burning Equipment”

e) Rule 74.2, “Architectural Coatings”

Application Nos. 01494-301 and 01494-373: Application No. 01494-301 is for the permitting of
modifications to the Oil Well List pursuant to Authority to Construct No. 01494-300 (issued June
10, 2002) and some additional Oil Well List changes that were not included in the Authority to
Construct. Application No. 01494-373 is for the permitting of Turbines G-2 and G-3 with
Selective Catalytic Reduction (SCR) pursuant to Authority to Construct No. 01494-370 (issued
May 16, 2006).

Application Nos. 01494-481 and 01494-501: Application No. 01494-501 is for the reissuance of
Part 70 Permit No. 01494 for the period terminating December 31, 2017. Application No.
01494-481 is for the replacement of two wells on the oil well list pursuant to Authority to
Construct No. 01494-480. The following items summarize the changes due to this reissuance
application:

e A discussion of Greenhouse Gases (GHGs) has been included in the Permit Summary and
Statement of Basis.
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e The permit attachment for the California ATCM for Stationary Compression Ignition (CI)
Engines requirements has been updated to reflect the 05/19/11 revisions to the regulation.

e Permit attachments have been added to the permit for the “National Emission Standards for
Hazardous Air Pollutants for Stationary Reciprocating Internal Combustion Engines (RICE
MACT).

o The following District rules have been revised and/or revisions of the rule have been adopted
into the State Implementation Plan (SIP) since the reissuance for the permit terminating
December 31, 2012:

a) Rule 74.2, “Architectural Coatings”
b) Rule 74.9, “Stationary Internal Combustion Engines”
¢) Rule 74.11.1, “Large Water Heaters and Small Boilers”

MATITLEVVTV Permits\PO1494\Permit IV\Statement of Basis-rev501.doc

Section No. 1 Page: 7
Permit Summary and Statement of Basis — 01494-rev501



£Jo [ a8ed

€10 ‘€0 Arenuer ‘Sepsiny |

oney

000Z/10/S0 00°00T'1$ uonoafuf J9Te A\ PIONPIY - A JON UONIPUOD) ULIdG D67 886810 000T/LT/EO
SYUR] IaJEAN

000T/L1/40 00°000°5S NSEM AP 118 - WASKS 124003 1ode A sadoxduy] gL 8KI610 000Z/8T/T0

000Z/0Z/0 00°000°C$ uon3fu] JareA\ 2UIGIN - 1PN 10N UOHIPUOD NULS] 26T L86810 000T/LL/TO
00°00S$ Pred "D'6T 'TOIA

L661/20/90 00°005$ oney 191 - 19JA] 10N UORIPUOD) HULIdG 26T 8LTSIO L66I/1TIHO

9661/b0/11 00°006°9$ 00°0069 PFed 19 10U UOTIPUOD IIULI3d J'6T AN 6T LOVSIO 9661/91/01
00°008S

9661/L1/50 00°008$ pred auIqIng - OJu] UMOPNEaIg TE dINI UOHE[IA 7€ PSTRI0 9661/LT/E0
00°009°11

966 1/L1/50 00009°11$ pied duiqin] - ere SUISSUA V€01 d[T UOHE[OIA V€0l €SZ810 9661/LT/E0
00°009'11$

9661/L1/50 00009118 pred auiqin - “puod wad 767 [ UOHEOIA 26T TST8I0 9661/LTEO
00°009°11$

9661/L1/50 00°009°118 preg duigin - ‘puoo yuuad 6 3N UONBIOIA 6T 157810 9661/LT/SO
00°009°T1$

9661/L1/S0 007009118 Pled 2UIqINT~PUOd HULAJ D'6T T UOHB[OIA 26T 0ST8I0 9661/LTICO
00009118

9661/L1/50 00°009°11S pred uIgIn] - 5’67 ANy WAl 10N UONIPUOD HULA] 6T 0SKLIO 9661/9T/20
00°009°T1$

9661/L1/50 00009°11$ pred ‘auIGI] -0’67 MY 1Dl 10N UONIPUOD NULI3] 26T 6YHLIO 9661/9T/T0
00°009°T1

9661/L1/50 007009118 pred auIqIng - 6 AN 1BJA JON UOBIPUOD) 1ULIdg 6T SEVLIO 9661/97/70

Paso[) e  JUIWINAS jwWwo) JquinN ANy ON AON 31ed AON
v6r10

[1eD uLiojre|d

oN Ajpoey

_Anmoed 49 AON

9661 ‘[ AdBnuef DUIS




£Jo 7 3Beg £10T €0 Arenuey “fepsiny ],

600T/81/TI 00°000°SS aulqio] sen-eruowury atenbape 10alul 01 Suifie] CHETrL SE0TTO 600TFTII
600T/LT/80 00°000°01S aurqIn-uonafu] eluowry o Suljie] CHETHL 0£0TTO 600T/LT/LO
600¢/1T/L0 00000018 armeiadwa | YOS - WA 10N UONIPUOD) UL 26T 92070 600T/T0/90
600T/1T/L0 00°000°018 a1y UONdalu] 1218 - 1A 10N UOHIPUOD) J1LIad 26t $T0TTO 600T/T0/90
800T/60/01 00°000°S$ aulqin] sefy - BIR(] pI039Y O n[ie] CHETPL L10TTO 800T/11/60
wasAg
800T/6TISO 007000018 A1an002y Jodep - wasks 124003y JodeA sadordu] BEIgTIL [16120 800T/91/%0
800T/T1/10 007000018 aulqing - Bie(] p1033y O aInjle g aeTyL Pos1T0 LOOT/6T/II
LO0OT/1E/80 00°000°SS AIe[{ - SUOISSIW JTYNS 5530X7 qrgve L8SITO LOOT/VT/LO
900Z/0£/90 007000018 sHw] NdYSNoIy L, - 12JA] 10N UONIPUOD) WA 26t CEITT0 900T/80/€0
900T/0T/60 00°000°018 aulqin seq - Iajem 103fui 0] amjie] I'aetsL [¥L0T0 900T/L1/TO
900T/0T/60 00000018 aulqin] ser) - Iavem 103ful 0] amjieg I'geTsL 0¥LOTO 900T/LI/TO
S00T/6T/60 00°000°¢$ JUIGIN ], SBr) - SUCISSIWE XON P1093Yy O] 2miie] CHETYL SELOTO S00T/ST/80
S00T/6T/60 00000018 JuIQIN ] SBr) - SUOISSIWE XON P02y O] amijre] CHETYL PELOTO S00T/ST/R0
S00T/6T/60 00°000°01% ulqIN ] Ser) - SUCISSIWE XON P1002Y O] 2njie] THETrL ££L0C0 S00T/ST/R0
S00T/6L/01 00°000°¢S Sulea|D) WIAJOS - SWAWAINDY 1WA 9FL EITIT0 SO0T/BT/LO
S00T/L1/80 00°000°¢S sulging sefy - SUCISSIUIY XON PI0IaY O] aInjre] CHETHL 0EL0TO S00T/LT/90
UNUOD
F00Z/10/90 00°000°1$ Inging az4RUy 0] AIn[Ie] - 1P 10N UONIPUOD) UL Jec 061020 #00T/ET/E0
Kaamg Aoedo
£00T/20/50 00°000°18 1oNpuoy O amiie] - 19JA 10N SUORIPUOD) 1] 26T 6¥10T0 £00T/9T/E0
00T/10/20 00°000°$ auiqn] - oney [an] 01 11e A Aenbapeu] I'aeTsl FESOI0 T00T/50/T1
100T/50/90 00°000°1$ auiqin] - oney [an, 0] Ia1ep arenbapeu] I'aecsLl £TS610 100T/£0/50
SUBR] I21B AN

000T/TO/S0 00°0% AIse M 79 §03(] - walskg A1aa000y Jode sadorduy 1griL 10¥610 000Z/¥0/+0



€30 ¢ 2%ed €107 €0 Arenuer “KepsmyL

00°'009°992$ SAON 0F 10 [el0L
T10T/TO/L0 00°000°€$ PIPHIIO - 13N 10N UOTIPUOD) Juud 06T 9ELTTO TIOT/OL/SO
Lok A 84V
110T/61/L0 00°000°€S PIRUIIO - IWIag W Inouiy Sunesad Yol 9/9770 110T/1€/50

91977 ‘S19TT “F19TT SUOHB[OIA € - STTOO A3 SIV
110T/£0/S0 00°000°¢$ Juiginy sed - SUOISSIIY BIUOUIUTY PapasaXy FEETEL 919TC0 110¢/90/10

) 919TT S19TT “F19TT SUCHROIA € - §TT00 A9 SAV
110T/€0/50 00°000°¢$ SUlqIN [, Ser) - SUOISSIW BIUOWUIY PapasdXy VEHETYL S19ZC0 T10T/90/10

9197T “S19TT P19TT SUOLEBIOIA € - §TTO0 £33 SAV
110T/E0/50 00000°S$ ugin] Ser) - SUCISSI BIUOWILIUNY PApaadxy PEHETEL P192C0 T10T/90/10

0T0T/SL/LO 00000018 yoleH YUe] - jue] uQ yorey uado 01'FL 169C20 010T/60/90



730 1 28ed

BOSET/TT o uodal 1533 22In0s P2AA1222Y

£10T ‘€0 Aenuep ‘Sepsimy]

800T/£T/TI “SABP S urylm podal 1831 301008 11WQNS 01 pajie] I'dETdL 9Z8IID BOOT/BI/TI
JONVITINOD NI Aupideg
‘pareiodioouy
000U ‘I01BUIPIOO)) [BIUSWUOIIAUT “URIODIOD)
Ted N WOy §00T 0€ [HdY Pajep uonEILSWINOOP

800T/60/50 payoene 335 - palnbal se paoejday/paiedar juawdinbyg 01+L ¥SLIID 800T/91/H0
"IDNVITINOD NI Anjioeg
‘pannbai se paoejdarpaiedar juawdinba ‘pajerodioour

LOOT/T1/S0 020U3A “URIODIOD TBd I WOL ABPO] P,221 IaN2] 12 01¥L 6ECTI1D LOOT/ST/HO
"HONVITINOD NI 1198 (ZL619# 1d1209Y)

900T/€T/90 paznbai se 90/07/90 uo pamwqns uonedddy av ol LTTTID 900T/0/90
"ADNVITINOD NI Anjioed

900T/TL/S0 ‘pannbai se paniwiqns (S)uo) 9p-JdA L Pasiady 26T TOETID 900T/ET/E0
HONVITINOD NI Afioe]

S00T/F1/60 "$£865# 11993y - €0/90/60 Paa1adal uonedljddy g7V 01 LOTIID S00T/6T90
FONVITdNOD NI ANjIoeg s[ielap 104 2|1

POOT/0/S0 A 2] 295 2SBA[J “PANIWGNS UOHBULIOjUI painbay 0’6t 8T801ID vOOT/ET/E0

00T/ 1T/01 "T0/8/01 U0 S3ugIN] 10J Hodal 1531 30IN0S PRAIRINY 6T 6vLOTD TO0T/IT/01

100T/ET/SO 26T TTEOTD 100Z/9T/€0

paso[D Aeq JudWWo) QNN INY ON DIN 3ed DIN

[feD uuojield

76710 oN Ajey

9661 ‘I Alenuef DUI

Amioed 49 OIN




730 75ed €107 ‘€0 Amenuef ‘fepsiny |

110T/10/90 (118 7 TOFILD 110T/9T/E0
010T/1T/TL 'sAep S urpim Hodal 1521 321008 JUQNS 03 pa[iB Jet SLOTID 010T/LO/TL

"HONVITdINOD NI Lijioed

"paxmbaz se uonipuod 221-yea| 01 paoejdaipatedal
010T/¥T/90 wawdinba ‘01/4#7/90 P1oNpuod uonoadsui-al Jad 0L €6LT1D 010T/60/90



10SA21 — Arewrwing SULIOJTUOIA] 2TPOLId]

I nowmm 1 "ON T01122§
SPI0231 ()1'F/ 2[Ye 331] yE3| pUE Paso]d 1 WaIsAs
v Xipuaddy UOIBULIOJUI JOJRIPAYSP 21nsu2 0} uondadsur [ensia uipnjoul 01FLPUB T 1L ‘1L
17 POUPI 0948 1U2LND JO SPI0ITYe uoIEd 110 29uel|duiod [Enuly e LTSI
vdd - B2 58D JUON AUON suo1dadsul [BnsIA JO SPI022Ye Suondsul ()] L NYye Te1°9 6 1L 5y INGIL
SPI0AI ([ L 2[e
Arproeg 18 pazeoo] Apuaueuuad
10U SYUBL I0] SA[BA A pUR
Joo1 Jo K351l MOYS 0] SPI0ITYe
Azanooa1 1odea 03 pajoauuod
SeA\ YUR) 19JaYM pUR ‘Ala1ieq suonoadsul o1 L A[NYe
MUuel B 01 2ANE[2I jUBI AU} JO JA[BA
uo11e20] ‘uonelado dURUIUIEW NJ JA1[21 WnNdeA-21n5531d pue JooI 2
Suumnp |10 2prUd pfay IO PaloIs SeyY Jo AuSaqun 21y Jo uoneaiylIaA Suipnjout Ol vL YT ATIL
QAUON UON | Nuelaal SARD JO I2QUINU JO SPI0IIYe UOTIBIILD UUEEEEQU [eNUUY e ‘€L semy ONT'1L
WaISAS A1aa0221 Jodea B ynim paddimba
aIe SYUE] JEI] UOHEDILIIA Suipn|oul
UOBOIJIL2D 20Ul dWOD [BNUUYe
suonsadsul O] ¢/ nye
S2IALIR 2DUBUIUIRLL JO 20110U [BQISA e
a1qeondde se ‘arey ‘sioje|ndal amssaid
SPI022I ()] L 2MYe ‘SaAfeA Jal[al ‘sayoley “rossardiion
SINIANIE 22UBUIUIBIL jUE] pUB seS uonelado 1adoxd 105 siusuodios 0lFL
uoN UON suonoadsur Apayrenb jo spiooays Sumoljog 21 Jo uonosadsul Ajlauen)e BIETILSMY INT'IL
suoday JuawaInbay "ON UOIIPUOD)
SJUAIOD) SPOYIRAN 1521 [enuue-[uag guidaajpioday SULIOITUON] 1o 210y 2[qeoijddy | /ON judWIYIENY

muwiad SIY] JO /£ "ON U009 Ul POUTBIUOD SJUSUIYORYE ) )M PIJBIOOSSE SPOYIdU 1S3] pUR ‘SJusuDImbal
Sunuodar ‘syuswaiinbai Surdeayp10d31 ‘sjuswarmbar SuLrojuow 3y} Jo ATeWIWnS B Sapn[oul [qe |, sjuswarmbay] s[qeorddy oyroadg oy

SONIATIOY WLIQ ] -HOYS 10] SJuawaImbay [e1auan) - °9° d[qe

syuawarmbay a[qeorddy [e1ousn - "¢*0°[ J[qEL
suonIpuo) oywadg-1muIad - '7'9'[ 9[qeL
sjuswaImbay] ojqeorddy ogroadg - *1°9°1 9[qBL

syuamaaInbayy sjqeorjddy sydedg

1Y

:Arewrums Surtojruow orporad oY) U Papniour e s3[qe) SuImo[[oJ oY1, “A[1or] siy1 01 a[qedtjdde A[reoyroads
syuowaImbai sy sarysnes £[9191dwod Jey) JuSUWMoop 2oueping SULIO)UOW , SUOTE PUBIS,, B SB PIST 3q 0} PSPUJUL JOU STI] "sjustambar
Sunoda1 pue ‘Suidesypiooar ‘Guuiojruowr 4oy SuAnuapt Appomb ur sonruad oy pre 03 papusjul ST Arewrums SuLIojuour drporiad STy

AAVINIANS ONTHOLINON DIdOorddd

9]




7 8.

10SARI — Areurung SULIOIUOJA JIPOLIdJ

[ "ON UOI}92S

SP10921 35N |anJe

SPI0221 25T [2N e

DO — saulsuyg
uorus] uoissaiduwo))

ETINg JUON sp10221 2d4] jan e spi0da1 2dA] jonde | Areuonels 10} WOLV | EN2wSug WOLV
UonEd 1A 2oueldWod [EnULy e
189nba1
Arewins Suuojuow wsig uodn (ZO PUE “XOS XON) 1531 321005 e

0T POYRI Vdd — ZOe*

0T POYIRIN Vdd — XOSe

0T PO Vdd — XONe
18-9+7€0 10 “T8-¥80vd
‘18-1£0€A "08-TLO1A WISV —

S[onJ SNO2SES JO JUAJU0D INJ|NSe
1L-088TA POURIN WISV

pue SUOISSIU

Io/pue ‘2sueULIONAd
swsAs Sunonuow
‘Jany Aouagiawa

JO Suiny ‘|ong Jo Juuod
INJ[NS JO SAOUBPAIIIX
‘(pouad moy-auo

AUB) SUOISSITLD S5I0XD

[ory AouaB1owa SuLlly JO SPI0IYe

]2NJ JO JU2UOD INJ[NS JO SPI0J3Y e
SUOISSIU

$520X2 JO spouad Jo Sp1023ye
suonounjew

puE ‘umopInys ‘dniels Jo sp1odaye
$1821 2oueuLIOp2d

UOIIOUNJ[BLU 30IAD/UI]SAS

Suronuow 1o “uondunjew wawdmbs

(oAU ‘uondunjEw uonerado ‘umopinys
‘dnyIels “SUOISSIUD 5$20X3 JO Spouad I01IUO e

22IN0S 12110 AUR wWol) yue) 25101S 0} IJSUEI]
2T Y9Ea I9Ye S[any pInbi| JO JUAIUOD MY[NSe
AJ[EnULER-1WAS [2N] SNOISES JO UIIUOD INJ[NGe

OlIel (1] O] Jajem

DD pue v suedqng

— sjory pinbij Jo JUAUOD INJ[NSe 3o spodai Apauene pue 2Jep S|NID JO Spicoays | pue uondwinsuod [anJ J0f SI0NUOW SNONUTIUO e 09 Wed Y10 0t N0 SdSN
s10daI 1591 22IN0S [BNULTY e
(N D) uayes
UOIIJE 2AI121100 PUE ‘SUCISINIXD
O 2SNED PUR "UOHRIND “I2qUINNe 51521 20IN0S
(1-D suiqin ) dway 1ajut YDSe [enuue pue uondwnsuod [3n} [ENUUE [ENI0E
(1-D suiqin]) 2je1 uonoaful BaiM)e SuIpnjour UONEO1LS) 2ouRIjdWOd [ENUUYe
mvD) amyeiadwa] jajul 2UIqInT e (1-D aurgqin]) amesadwal
88-97810 PoylPIN U] UOIIE. 9A1I0LI00 awn uone1ado pasde|Te | your yoHg pue “(1-O aulqin]) a1kl uondalul ean VD)
LLSY — AHH |21 Snoasef)s | puUe ‘SUOISINIXA JO 2SNED M 000T “umpeladwa) 12jur suIqim pue ‘au uoneado +9 1o d 1D OF
L8-0FTA powey pue nﬁomuﬁk:ﬂ M..QQ#E._Z. =1e w—oﬁuﬂgmﬁoo pue un__ﬁ, [ande womn.mmu MOM”—E a1 01 131EM MB.VH Q00T ueyl ss3f +' 90 L pue
WISV — AHH 1O o0 e poda uondwnsuos jang pue 2dA] [an e SpEO] I8 PUR ‘SPEO] [[B I8 PALUNSUOD [an] junoure ‘qpue BT ETHL
001 pPoulRN €V - TO» 1531 22IN0S [ENUUY's O11R1 [aN] 0] IAJBM JO SPI0IYe pue 2d4) Jojruot A[SNONUNUOD 01 §O(TY'e TEETHL
0T POYIRIN Vdd - “ONe aSesn Jany Jo podaye BIEP SOV JO SPI0d3Ye (AHH 191 7O "XQON) 1591 2000 [enUiye {(1ovVe) 9z samy Y6¥1/INET VL
UOIIBI0] JUIBUD
puUE “I3QLINU UOHEIIJIIUP! 101eiado Aquo juswdinbs
‘12QLunu [2poLl IINIdejnueLl Suipjam pue saue1d 1amod 01 pasn si AUISU
‘(aBesn) uonouny ausud PaIly-[2S21p 2INSU2 0] 0UB[[IIAINS SUNNOYe
UON AUON Sulpn|oul BIEP JUIFUI JO SPIOIIYe UOIBIIJILAY 9oUR|dWOd [ENUUY e 66 TL Ay 6N6FL
uonEd0|
surSus pue ‘;aquinu (Jj lojerado
‘I2quInu [apOwl “IINIoRINURwW
aurSua “o5esn [enuue [enyoe (simoy
aZesn [anyg Jo uoneiado | ‘uondwinsuod [anj ANOY WNWIXEW Sunelado 10 uondwnsuoed jang) 23esn § auIFu
1o simoy jo Hodaye Surpnjoul BJep 2UISUS JO SPI0IYe Surpnjout uonesyIId 2ouel LoD [ENUUYe QA6 L AN NG FL
BIED 2UIBUD JO SPIOIYe
uoneiado Aouadiawa
10] UOSEDI PUE ‘UOIEIND ‘3WI] ‘e uoneiado Jo smoHe
UON, uoN simoy Suneiado Jo spio3aye UOIIEDI 19 20uel|dWod [enulye a6 L Ay LN6FL
juawalnbay "ON UOHIpUo))
SPOYIRIN 152 suoday [enuue-1ag Fuidaaypioaay SuLIOHUON] Io o[y 2]qednddy | oN uLwyoEny

(panunuo)) syudwaambay sjqesrddy sgadg 1°o°]




¢ :08eg

10SA1 — ArerruunG SULIOIIUOJA JIPOLIdJ

[ "ON UO193S

uwif wdd 0D
SOANIRLLISNE PIIBUSISIP UONEDLIIA) 2OURAIIOD [ENUUYs *dH 00€ < sauisua
11211 10 (] PUB "y "¢ SPOYIAN (9) - (1)(2)0599°€9 reuondo SNJD 10 SWHDe | 19salp AdussIawua-uou
Vdd 10 ‘IaZA[RUR 3[qBLO] SUOI22G W Uu_a.:uuam Sy Sp10221 SUsal ODe 19zZATeUE 9jqeuod 10 Sunsa) 221n0s ODe 10} LOVIN 90149 Q7 Z7Z7E9dAD0%
suondadsul
pue 33ueyd
110 —dH 00£ >
UONEDIFIL0 25uRIdWOd [BNUUYe | [as31p AUSIAI-UOU
AUON AUON SPI0221 DUBUAUIEN e SpPI03a1 20UBLNUIEN e 10} LOVIN 4014 YZZZZETHAD0F
suonoadsul pue
uoneoy 10 2oueldwos [enulye a5ueyp [10 — sauidua
sp102a1 uonerado Jo smoHe 12)2U INOY 2[geNSAI-UOU JO 25 e |2sa1p AouaFrawa
UON UON SPI022I 2DUBUIIUIBIA e SPI0D31 DUBUIIUIR e 10} IDOVIN 014 §ZZZZE9HAD0
JUAWAIINDY “ON UOIIpUo))
SPOIaN 1591 syoday [enuue-Twg Burdaayproday Sunonuop 10 9y 2[geoniddy | soN uswyoEnY

(panunuo)) syudurdainbay sfqesrddy synadg 191




 :o3eg

10SA21 — Arewng SULIOITUOJA JIPOLIDJ
[ "ON U019

UONEIY1ID

Joueldwos [enuye Surdoaypiooay
a8esn pue aseyaind a5esn pue aseyomnd JURA[OS 8 "ON UOTIPUOD)
BTN QUON | 1UA[OS JO SPI0JAI AJYIUCIAJe JUIAOS JO SPI0I3IL A[JIUO[Ae 6T 21Ny - 1Ddr6r10d
UOITBILJI1I3D
2ouet|dwod [enuuye A[snoauelnuig
uonerado 1eoq uonendo pasn ag 10N
310m Jo SABp pue SInoy 1BOQ JIOM JO SARp puR 11eUS s1eog Iom £ TON UOnipuo)
UON UON 10 Y00q 50| B UIRJUIR[Ae smoy jo 4ooq 50| B UlBIUIR e 6T MY - 1Dd¥etr10d
UOIIBIIJILD
2oueljdwod [Bnulye Alsnoaueynug
uonerado Jeoq uonelado pasnod
M2I0 JO SABp pUE SIMoY 120Q M2I2 JO SARD pue 10N [BYS SieOg M2I1D) 9 "ON UOIIpUoD)
JUON QUON 30004 0] B UIRILIE e SINOY JO %00q S0[ B UIEIUIENe 67 3Ny = 1Dd#6¥10d
UOLEDIJILAD
2ouendwos [enuuye
(s1BOQ) SUOISSIWD
(s120Q) SUOISSIWIA 10 suonemoRY A[YILOJN e
J0 suonEnaed A[YIuoe [leD pue 3IBID SIWIT UoISsIWy 1e0og
uondwnsuos [ang SULIOJIE]] SUIDIALAS SIBOq YoM PUB 1IBOG MIID ¢ "ON uonipuo)
uoN UON [2S21p JO SP10221 AJIUOA e 10} uondwnsuos [anJ [3s3i(e 6T PUB 97 Sa[my - 1Dd¥6r10d
uoneIYIIAD
2oueldwos [enuUye
ATaA1j2p [ang
[anJ [2S21p Y2B2 JO JUAIU0D [28a1(] JO 1UANUOD
Ingns WEENHﬂOo UONedJIL0 Injng WNWIXe { "ON UOIIpuoD)
JUON JUON §p1033l [an 1a11ddns [any 10 SPI0D3I [ande 6T 2| - 10d¥er10d
siuawannbay 1DVE
UQIIBD1J11420 - suoneradQ jl2m £ TON uompuoD
JUON UON AUON Bﬁmz&Eoo [ENUUY e 9z 2y - 12d¥6+10d
RIENLORE
UOLEDIII2D Jaquunp WnIxXew T 'ON uonipuo)
UON UON, JUON 20ueldwod [Enulye 67 2y - 10dber10d
uondunsuos pue ndysnoy
JO Sp10221 Ao e Surdaaypiooay
UONEBOIJILAD [e1aUaD) 1 "ON uouIpuo))
JUON auoN $p10221 A[JIUOIN = 2ouerdwos [enuuye 6T So[ny - 12d¥6F10d
suoday JuaUIRIINDIY "ON UOINPUO)
SIUIUILLIOD) SpoyIRIN 1S9 L [enuue-1wag Furdomipioaay BuLIolIUOTN] 10 90y 2jgeoijddy | /ON JuSUWIYOENY

“juzad STY) JO § "ON UOTI09S UT PAUTRIUOD SJUSUIYOBNE U} YIIM PIJRIOOSSE SPOYIOUI 1S9] PUR ‘SJuawaInbal
gunsodar ‘syuswarmbar SurdeaypIooar ‘sjustuaImbar SULIONUOUT Y} JO ATRTIUMS B SIPN[OUL J[GR ], SUONIPUOY) OYI0adG-1IUId ] YL,

suopipuo)) dyRadg-jrung 7o




G :23eqg

10SAS1 — Arewriung SULIOJTUOJA] JIPOLIdJ

[ "ON Uon22§

umopnys 1o dnueis

Surmp 1daoxs ssurqing (£) 221 uonelad(
a1y Jo Aue y1im A[snoaue)jnuis UOTBIILIA0 IoeIauany dnyoeg
pa11j 2q jou pInoys SUON JUON ENGIN souendwos EnuULye 67 My $OdP6F10d
UL JUIUIRIUOD UONEILJILIA) uoneiad() 1d ureIlq
& se 101 01 s1 11d 211 Jo uonoun g QUON UON QUON souel[dwod [enuuwye t'1L PUE 6T Sa[Ny £2dvr6r10d
UONEIJIUID
SanIAlDe 85:&:.._00 [ENUUT e ED_.-EUQO ¢ pue
20UBUIIUTELU PUE 5159} WSAS UOIUST W2JSAS UOMIUS] 218 T 'SON UOIIpuo))
auoN auop | w2lsAs uomusI Jo spI10aYe §.a12]] JO 51521 A[IUON]» 1L 9y - 2Od¥6F10d
UOoLIBIY I
2ouel[dwod [ENUUYe
23esn AouaSIauw GO«H&EQWEOU ¥ pue
uondwnsuod ses -uou "sa Aouaiawa AJnuape [ong ale(d 1 'SON uonIpuod
QUON, AUON are[j Jo spI0da1 APUOA e uondunsuod ses areje 6T MY - 2DdF6r10d

(panunuo)) suonipuo)) JYIdg-pmig 7'




9 :28ed

10SAa1 — Arewruung SULIOIUOJA JIPOLISJ

[ "ON UO1}93§

(uoneayian
2oueldwod [enuUE Yiim Wgns)
seg Kuenb-)nd uou 10§ 1531 [ENUUYe

+6 ses Anenb-Ond ses Aienb-3d 10 2UONs
-L0€ POYIIN ANOVISe AUON uou 10§ SIsA[eUe SES [20] [ENUTYe UoNEIYIIRD 30uel[dwod [EnuUYe 1819 2y g9
sisA[eue
1OLSI(] UO paseq
pannbaz JoNe UON UON UON uoNEIYIN0 20URldWoD [ENUUYe | WAL I'LS
1sanbar uodn TS JO SUOIIBENUDU0D
[9A3] 23S 10 PUNOIS UIULIAA(Je
08 JuaA2 2re(} 1ad
pue SIH JoJ SuLIONUOIN SUOISSILLD INJ[NS PAIBLUIISI PUZ “JWNJOA
[2A2] punoln Sp10%3I aIB] Je 2B} ‘UOHEIMP ‘2wl “318p AJIIUIP[e
‘1 uonas TAIOA uonEnsuowap dUeldwos 12y1o 10 U242
‘52IMpa20id JO [enuejy BIED SUI[2POLL PUB SISAJEUE ISTIBYXD Sutre pauuejdun ‘sa pouue|d AJnuap]e
anovvd - {0Se AuON 10 SISATRUR [2N] 2A11BIURS21daY @ UONBILINAY JoURldWod Enuuye g s any (SD0) Td s
aZeyosip Jo uiod 1e spunodwod
InJins 0§ 1831 22108 “1sanba1 uode
Ju2A2 arefj Jad
sreudordde se “v6-£0€ SUOISSILUD INJ[NS PIIBLIISI PUR JWN|OA
poyla]N QWOVIS 10 SPIOJ21 2IR[Je 2Ip|j ‘UOTIRIND 2L ‘2JBP AJIIUAP]e
‘9T VOl 618 D9 W9 uoNEQSUGIUaD A
‘9 poIaAl 1521 V43 20ueljdwod pue SISA[EUR 1SNBUXD Suuep pauuejdun “sa pauue]d nuaple
- spunodwoy) INjnge UON, 10 sISA[eUR [ang 2ATIRIUISAId Y @ UCIEIIHS0 30uel|dWoD [ENUUY e 1'd+¢ 2y (8D0) 1'9d'+¢
SUOISSILUS 3[qISIA
3]qeroaLiooun Joj painbal UonEIYIIONe
SIIUT SUOISSIUD jsanbaz uodn s3urpear AoedQe
[[B JO A2AINS [BULIO] [ENUL e Aaams [euuo] e suipnjoul
moy auo ‘UOTIEDIJIIAD Jouel[dLI0d [BNUUYe
6 Aue u1 unug<spouad 10] suoISSIWS suonoadsut [ensipe
popay Vdd - &uoedpye JUON 3[QISIA JO SAOUILNIIO0 [[Ye 2DUR[[I2AINS SUNNOY e 0S 2y 0¢
suoday juawaInbay ‘ON UOIIPUOD)
SjuaWIWO)) SPOYIJA 1S9 [enUUB-1WS Surdaayp10aay Suuoyuoy 10 [y 2qear(ddy | /ON JUSUIIBRNY

ruuzad STY) JO 6 “ON UOTOSS Ul PSUTEIU0d SJUSWIOLNE AU} )M PIIBIOOSSE SPOYISW 1S3} Uk ‘sjuswarmbar
Sunodas ‘sjuawarmbar SurdeaypIoosr ‘sjustaIMbal FULIO)UOW 3Y JO ATRWIWNS € SOPNIOUT G ], SIUoWNNbay a1qeorddy [erausn) sy

sjuamwaabay] s[qednddy [erswan ¢




10SA21 — Arewrumg SULIOIUOJA JIPOLIRJ

L :98ed | "ON UO01}23§
(68-€-01) POUIIN
ANDVDS-53550]
JUIA]OS JAISSRd/2AII0R
uns Ae1dge
221n0s paysijgnd
10 §L-8LOT NLSY
-jutod Su1jtoq [enIufe
98-6,870
W1SY- ainssaid
[enred aysodwos
10 21nssa1d Jodea anije
68-097d WISV 10 L8
6919 WISV "L9-891d Sunsay juaajos ysanbar uodne
LS V-s1uauoduwos sanlAnoe
JUAAJ0S JO AMU2p]e SUTUBI[I JUIA[OS JO SOUR[[IDAINS SUNNOYe
VT 10 T pPoye UOIBULIOJUL UOHBULIOJUT JUIA[OS TUILIND UIRIUIB[A[e
152 VdF-uUau0d DOHe UON JUIAJOS JU2LIND JO SPI0dYe UoneEdI22 8.:.&:.”_58 [Enulys 9'¥L Y 9L
25.I01S [10 2PN SIB[[39 [[aM JO suonoadsul
Jo spourad SuLmnp ANALDE I3A0YIOM [EMNSIA PUER JDUR[[IIAINS JUNNOYe
JUON AUON [[2M 10 2JURBUIUTELU JO SPIOJIYe UONEIIJIND 2oueljdwod [Enuuye s i A L cavIL
sdwins 25e)S 1811 OU 3B 2121 2MSUI
JUON AUON auoN 0] UONEIIJNID uucd:nﬁou [enuiy e 1’9+ 1L 9my 19+ 1L
SIUAWANNDAI
JDUBUIJUTELL
$, wa1sks uonelado 1adoxd
HOTI02[[02 SBS 2y} 2Insua 01 ale[] Jo uonoadsul A[1a1EN e
s soue[dwod Paso[2 s WwasAs
SAUNSU UQIIO2[[09 2INSUD 0 UoNd2dsul [ensip e
01'+L 2y SPI0221 ()] tL 2NYe suonadsut o1 L AMHe 01¥FL
s BEN:QEQUo AUON AUON 2IE(] 10 m:o_ﬁuummcw JO SpPI003e UOIIBDIII2D uuc.m__nEcu [ENUUY e pue ' 1°1/L s9my T
(uoneayIad 2ouedwod
[enuue yim Jwgns) AIaAnap yoea sod
L8-TT9Ta 10 £3 AJ2a112p yoea 12d 3591 159} [2ny 10 “uoneayiuao s sarjddns jange
-$6TH POISIN INLSYe suopN | [onJ 1o ‘uoneaijiyao s Jarjddns [ande U020 2oueldwoo [enulye 79 Ay 799
suoday juawaanbay ‘ON uonIpue)
SJUALULIO) SPOYIRIN 1S L [enuue-1uag Burdaayprooay FULIOITUOTA 1o 2y 21qeonddy | ON JUSWIYIENY

(panunuo))) syudwdainbay spqesnjddy [erausn ¢




10SARI — Arewrung SULIO}UOJA] OIPOLId]

g 198k [ "ON U0I109g
saoewiny adAl-uey
‘pa1ij-ses [einieU
JO uoE[[BISUI
aimny 01 UOIJEULIOJUL SPI0921 UOIEIJIIUAPI 20BUIN] UIBIUIB[Ne
sanjdde £juo ajnye JUON UON, 90BN JUALIND JO SPIOJYe uoneaLyIIas 2sueljdwos EnuLys 7TPL 2y TYL
$13]10q
[JBWS PUR $121B3Y
12]eM 251R]
JO uone|RISul slajioq SI2[10Q [[BLIS pUe SINeaY 13jem
mny 01 J[EWS pUE S1aTeay Iajem a5Ie] o5Ie] JO SPIO0AI UOHEIIUSPI UIBIUTRAe
satjdde £[uo a[nye QUON, auoN JO UOHBULIOJUT JUALIND JO SPI0JYe UOHERILJIID 2oueljdwo [enuuys 1T vL 2y IR
syea| Jeadal JO UOTIBIINION e
sprauoduios
187 POUIIN [EO1ILID Ul SYE3] Jofell JO UOTIEDINON
WLSY - AlARID [JVe UB|d JUsWaSeuRy
78-98  poyIdIN 10ie12d0) 01 uu:wﬁn__._ [enuuye
JALLSY — spinbi| Jo suonaadsul JAJeA J21]21 2INSSAJe
spunodwod pajelodeas sjuauodwon
Jo o8euaorad 1ySiop e paipioads 10§ suotdadsut AjIauendye
€8-097d LSV 10 °L8 wawdinba payioads
-6919 LSV "38-8919 105 suonoadsur Apjeam Jo/pue Kjieqe
LSV - sueang seny surerd Swissacoid ses [emnieu
JO UOLENUAIUOD) DO Je smoy § 10 Yiys 1242 suondadsu]e
17 POYIRIN So| uonoadsur siuauodios Sunjea] Anuaple
Vdd - sea] seDe JUON, ul suoi1dadsul YBaj JO SpI0IAYe uoLRIL 20 2oueldiwod [enulrys or'fL 2y 0T¥L
suoday juawaIinbay "ON UONIPUOD)
SIUSUIWOY) SPOYIRIN 152, [enuUE-TWag Furdaoypioday Suuojuoly 10 o[y 2geoijddy | /ON JusUWIOERNY

(penunuo)) syudwaainbay spqednjddy [erduss) ¢




10SA91 — Arewrung SULIOIUOIA OIPOLId]

6 :98ed ] "ON U012
20p°[(§-2]qe ], SULIONUOIN JIPOLIR\AT NI\ F6F1Od\SHULdd ATNATTLIIVIN
sampasoid
uonEd1oU sampaosod
SPOLIaLL 152 10 10] SH1°19 sainpasold Surdaaypiosar uondadsul 10] $H1°19 Wed 4D 0F 22Se W uedgng
SH119 Hed 4D 0 39Se | HBd UAD OF 23Se 10J S¢1°19 Hed MAD 0 39Se UONEOYINIAD 20URI[dWIOD [ENUUYe 09 Ued Y10 0¥ W'19¥420%
UOIEDI]IHAD I2IN]IBINURLL
2uIBuD 10 (XQN) 51521 22IN0S [BNUUY e
MU XON Sz pue aerad() 01
HuRd @OV PiEA Sey 2ulsua Sulfjup
HOTIEDIJIL0 I MIdg)nuei Iogpue ‘Suijjup 1amod o103pe amsu
001 POYIRIN GV-"ONe auoN auIBua I0 §1$2] 20INOS JO SPI0IIY e 01 UOeDIIA0 uelduod [enuuys 91 pL Ay +EFINOL TL
16
-11€ pouIeN gWOVOS
-1U3jU0D [BRN e
‘C8-£191 4 PoyIesIN
LSY-1UAUOd PIOY e
ZEF POYIRIAL pasn sSUIR02 JO SPI0JAI DA UIBIUIRAe
VD “+7 POUIAN pasn 20UR[[I2AINS UNNOYe
VJF-1U21u00 DOA suoN | SBunEOD JO SPI00AI DOA UIRIUIENe uoneo1jyao soueldwod [Enurye ThL 3y TFL
SP10J31 SUIISE|q JAISBIQY e
uorjesado
MDD 10 00FT6 Sunse|q aAIseIge Jo suonoadsut
U01122S-UOIEN[BAD [BNISIA PUE 2JUB[[IIAINS UINOYe
UOISSIW 2[QISIA® auoN Sp10021 SUNSE]q JAISRIQY e UOIBIIIL0 20Ul dWwiod [enuirys I'vL 3Ny I'vL
suoday juawaImbay "ON UOnIpuo))
SJUWIOT) SPOYIaIN 1S3 [enUUR-ILIAG Fuidaaypiooay FuLouo 10 [y 2geonpddy | soN JuswYoRNY

urad STy JO ()] "ON UOTO9S UT PAUTEIUOD SJUSWIYOR)IE S} YJIM PAJRIDOSSE SPOYIOW 13) pue ‘sjusaimbai unrodar
‘sjuowaImba urdeayp10oe] ‘sjuswaIMbal SULIO)IIOW Y} JO ATBUIWUNS B SIPN]OUL A[R], SSNIANOY ULIS ] -HOYS 10] SJUdWAINbay [eI1ousp) YL

SONJIAI}OY ULID ] -310YS 10] Sjudwdambayf [erouan -po°]




2 PERMITTED EQUIPMENT AND APPLICABLE REQUIREMENTS TABLE

Purpose

The purpose of this table is to list the emissions units at this stationary source that are permitted
to operate pursuant to Rule 10, "Permits Required" and Rule 23, "Exemptions From Permit".
The table also provides a list of requirements that are specifically applicable to these emissions
units. Permit conditions that enforce these requirements are listed in Section No. 7, "Specific
Applicable Requirements,” and Section No. 8, "Permit Specific Conditions," of this permit.

In addition to the emission unit specific requirements in Section No. 7 and Section No. 8, there
are additional general requirements that may apply to the emissions units listed in this table, or to
the stationary source as a whole. Furthermore, some general requirements may apply to
emissions units or short-term activities not required to be specifically listed on the permit. These
general requirements are contained in the following sections of the Permit: Section No. 9,
“General Applicable Requirements”; Section No. 10, “General Requirements for Short-Term
Activities”; Section No. 11, “General Permit Conditions”; and Section No. 12, “Miscellaneous
Federal Program Conditions”.

Equipment Description

This portion of the table provides a brief description of the permitted equipment at this stationary
source. Attached to the table is a "Title V Equipment List Description Key" that contains
definitions and explanations for some of the standard terminology used in the equipment
description.

Applicable Requirements

The applicable requirements portion of the table is a matrix of applicability for the specific
requirements that apply to the listed emissions units. The columns are labeled with APCD rule
numbers or references to federal requirements. An "X" in the row corresponding to the
emissions unit indicates the requirement is specifically applicable to that unit. For cases where a
rule has multiple compliance options, a number appears instead of an "X". The number is a code
key that corresponds to the "Title V Applicable Requirement Code Key" attached to the table.
The code key table contains specific citations for the portions of the rule that are applicable. The
code key is also used to identify the permit attachment in Section No. 7, "Specific Applicable
Requirements," that contains the associated permit conditions. For example, code key "1" under
Rule 71.1 is associated with Attachment 71.IN1 in Section No. 7.

Permit specific conditions are identified with a "PC" followed by a number in the column labeled
"Additional Requirements". A "PC#" in the row corresponding to the emissions unit indicates
that the permit specific condition is specifically applicable to that unit. The “PC#” also



corresponds to the permit attachment in Section No. 8, "Permit Specific Conditions," that
contains the permit specific requirements.

MATITLEVATV Permits\PO1494\Permit IVIPERMIT2.doc



TABLE NO. 2

VENTURA COUNTY AIR POLLUTION CONTROL DISTRICT
Part 70 Permit No, 01494

Mo, 2 (01494-481,501)

Issue Date

Permitted Equip and Applicable Req
Equipment 7i0 | 715 | 749 | 74.23 |40 CFR| MSPS | Engine| RICE | Additional
Part 64| GG | ATCM | MACT| Requirements
OCS Platform Gail
| - 300 BBL Slop Tank (T-1) VR !
1 - 300 BBL Slop Tank (T-2} VR I
| - 256 BBL Oily Water CPI Unit (M-03) VR 1
1 - 200 BBL PWT (T-06) VR i
1 - 40 BBL Oil Skim Tank (T-22) VR 1
1 - 50 BBL Hydrocyclone Surge Vessel (V-41) VR 1
1 - 256 BBL Oily Water CP1 Separator (M-14) VR 1
| - 256 BBL Oily Water CP1 Separator (M-15) VR 1
1-256 BBL Waste Water CP1 Sump (M-02) VR 1
1 - 225 BBL Dry Oil Surge LACT Tank (V-#) VR 1
1 - 134 BBL De-sanding Vessel (V-44) VR 1
| - 5 BBL Sump Tank (T-3) VR !
1 - 51 BBL Production Drain Tank (V-42) VR ]
| - 51 BBL SulfurOx Degasser Tank (V-81) VR |
| - 7 BBL Vapor Recovery Suclion Scrubber (V-14) VR 1
1 - 7.07 Sqft Deck Drain Pit (T-21) Containment Berm-Exempt PC3
| - Glyeol Dehydrator System consisting of:
| - 0.5 MMBTU/Hr Glycol Reboiler Vent (H-04)VR 1
1 = Glycol Surge Tank (V-34) VR I
1 - Glycol Contactor Pressure Vessel (V-18) 1
1 - Glycol Flash Tank (V-19) VR 1
1-1312.5 MMBTU/Mr High Pressure Flare PC1.PC2
1 - 656.3 MMBTLU/Hr Low Pressure Flare PC1PC2
| - 4800 BHP (4.0 MW) Allison NG/Diesel Turbine Generator (501-KB5) (G-1) 21494 X X PCI
Equipped with water injection and SCR for NOx control
| - 4800 BHP (4.0 MW) Allison NG/Diesel Turbine Generator (501-KB5) (G-2) 21494 X X PCI
Equipped with water injection and SCR for NOx control
1 - 4804 BHP (4.0 MW) Allison NG/Diesel Turbine Generator (301-KB5) (G-3) 2014 X X PCI
Equipped with water injection and SCR. for NOx control
1 - 1300 BHP (850 KW) Detroit Diesel Back-up Generator (G-04) B 3 [ PCI1, PC4
1 - 140 BHP Detroit Diesel (4-53) Turbine Starter Engine 8 3 4 PCI
1 - 140 BHP Detroit Diesel (4-53) Turbine Starter Engine 3 3 4 PCI
1 - 140 BHF Detroit Diesel (4-53) Turbine Starter Enging 3 3 4 PCI
] - 545 BHP Diesel Engine (South Crane) 9 3 G PCI
1 - 215 BHP Diesel Engine (North Crane) 9 3 4 PCI
1 - 4#1 BHP Caterpillar Diesel Emergency Standby Engine, Model 3408 DITA, 7 3 3 FCI
Serial Mo, 67010240, 1.D. P-18, used for fire suppression
Boom Boat Engines (Boomer)
2 - 200 BHP Diesel Main Engines (Volvo Penta) PCl
Crew Boat Engin
"Glenn C"
4 - 510 BHP Diesel Main Engines (Detroit 12¥71T1) PCI
2 - 124 BHP Diesel Generator Engines (Detroit 4-71N) PCI
"Doug C"
3 - 535 BHP Diesel Main Engines (Detroit 6062) PCI
2 - 50.5 BHP Diesel Generator Engines (Lugger LY%4) PCl
"Jackie C"
4 - 510 BHP Diesel Main Engines (Detroit 12V71TI) PC1
2 - 65 BHP Diesel Generator Engines (Detroit 3-71) PCl
I- BY BHP Diesel Fire Water Pump Engine (Detroit 4-71) PCl
" Aces Wild"
3 - 510 BHP Diesel Main Engines (Detroit 12V717T1) PCI
2 - 65 BHP Diesel Generator Engines (Detroit 3-T1} PCL
"Ryan T"
4 - 510 BHP Diesel Main Engines (Detroit 12VT1TI) PC1
2 - 75 BHP Diesel Generator Engines (Detroit 3-71) FCI
"Robbie Tide"
3 - 510 BHP Diesel Main Engines {Detroit 12VTITI) PC1
2 - 75 BHP Diesel Generator Engines (Detroit 3-71) PCl
"Patrick"
3 - 510 BHP Diesel Main Engines {Detroit 12¥71TI) PCl
2 - 75 BHP Diesel Generator Engines (Detroit 3-71) PCIL
"Danny C"
2 - 365 BHP Diesel Main Engines (Caterpillar 3406 C) FCI
1 - 40 BHP Diesel Generator Engine (Isuzu 4JB1) PCl
| - 32 BHP Diesel Generator Engine (Northern Lights M20) PCI
1 - 46 BHP Diesel Hydraulic Engine (Detroit 271) PCI
"Ace High"
2 - 650 BHP Diesel Main Engines (Detroit 12V92TI) PCl
1 - 510 BHP Diesel Main Center Engine (Detroit 12V71TI) PC1
2 - 65 BHP Diesel Generator Engines (Detroit 3-71) PC1
Work Boat Engines
"San Miguel”
2 - 2000 BHP Diesel Main Engines (Caterpillar 3516B DITA 5CAC) PCl

Page No. |



TABLE NO. 2

VENTURA COUNTY AIR POLLUTION CONTROL DISTRICT
Part 70 Permit No. 01494
Permitted Equipment and Applicable Requirements

Equipment 700 | 715 | 749 | 74,23 |40 CFR| NSFS | Engine| RICE | Additional
Part 64| GG | ATCM| MACT | Requirements
2 - 247 BHP Diesel Generator Engines (Caterpillar 3306 DIT) PCI
1 - 550 BHP Diiesel Thruster Engine (Caterpillar 3408 DITA) PCI
| - 315 BHP Diesel Compressor Engine (Caterpillar 3306 DITA) PCI1
1 - 306 BHP Diesel Aux Pump Engine (Caterpillar 3406 DIT) PCl
| - 273 BHP Diesel Winch Engine (Detroit 8V-71) PCI
"Victory Seahorse”
2 - 2500 BHP Diesel Main Engines (EMD 16-645-ED3A) PCI
2 - 200 BHP Diesel Generator Engines (Detroit 8¥-71) PCl
1 - 300 BHP Diesel Thruster Engine {Detroit 8V-71) PCI
"Santa Cruz"
2 - 2000 BHP Diesel Main Engines (Caterpillar 3516B) PCI
2 - 245 BHP Diesel Generator Engines (Caterpillar 3306) PCI
1 - 515 BHP Diesel Thruster Engine (Caterpillar 3408) PCI
"Toby Tide"
2 - 1125 BHP Diesel Main Engines (Caterpillar D399TA) PCI
2 - 2000 BHP Diesel Generator Engines (Detroit BV-T1) PCI
| - 300 BHP Diesel Thruster Engine (Detroit 8Y-71) PCl
"Sea Tide"
2 - 1220 BHP Dicse] Main Engines (DDEC 12V 149TI) PCl
2 - 200 BHP Diesel Generator Engines (Detroit 8V-71) PC1
1 - 200 BHP Diesel Thruster Engine (Detroit 6¥-71) PCi
"Robin J"
2 - 600 BHP Diesel Main Engines (GM 1692) PCI
2 - 21 BHP Diesel Generator Engines (GM 471) PCI
"' Neil Tide"
2 - 1125 BHP Diesel Main Engines (Caterpillar D399T/A) PCl
2 - 243 BHP Diesel Generator Engines (Caterpillar 3306 DIT) PCI1
| - 325 BHP Diesel Thruster Engine (Caterpillar 3406 DIT) PCI
| - 325 BHP Diesel Aux Fire Pump Engine (Caterpillar 3406 DIT) PCI1
2 - 243 BHP Diesel Aux Liquid Pump Engines (Caterpillar 3306 DIT) PCI
"Jackie C"
4 - 510 BHP Diesel Main Engines (Detroit 12VTI'TT) PCI1
2 - 65 BHP Diesel Generator Engines {Detroit 3-71) PCI
1- 89 BHP Diesel Fire Water Pump Engine (Detroit 4-71) PCl
"Patriot 11"
2 - 626 BHP Diesel Main Engines (Detroit 16V92) PCI
2 - 103 BHP Diesel Generator Engines (Detroit 4-71) PCI
1- 103 BHP Diesel Fire Water Pump Engine (Detroit 4-71) PCI
"Kenneth Carl"
2 = 626 BHP Diesel Main Engines (Detroit 16V92) PCI
2 - 76 BHP Diesel Generator Engines (Detroit 3-71) PCI
1- 103 BHP Diesel Fire Water Pump Engine (Detroit 4-71) PCI
"Glenn C"
4 - 510 BHP Diesel Main Engines (Detroit 12V71T1) PC1
2 - 124 BHP Diesel Generator Engines (Detroit 4-T1N} PCl
“Dllllg { 5iL)
3 - 535 BHP Diesel Main Engines (Detroit G062) rCl
2 - 50.5 BHP Diesel Generator Engines (Lugger LY84) PCI
"Patrick"
3 - 510 BHP Diesel Main Engines (Detroit 12V71TI) PCI
2 = 75 BHP Diesel Generator Engines (Detroit 3-71) PCI
For Use Throughout Platform
30 - Oil Wells FC1
2 - 500 BBL Closed Top Portable Tanks [3
MATITLEVITY Permits\PO 1494\ Permit 1VY Tables_rev481,50 1. xlsx]Table 2
1Mo, 2 (01494-481,501) Issue Date
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TITLE V EQUIPMENT LIST DESCRIPTION KEY

For Title V permits, the Permitted Equipment and Applicable Requirements Table contains a
number of terms, abbreviations, and acronyms that have been standardized for oilfield facilities.
The following list describes many of the terms on an oilfield equipment list:

BHP The output of an internal combustion engine as measured in brake horsepower.
BL A crude oil loading facility that is equipped with bottom loading capabilities.
Condensate Tank A tank that is used for the purpose of storing water and hydrocarbon liquids

recovered from natural gas scrubbers. This tank is assumed to operate with a variable liquid
level and has an associated throughput limit.

COST A crude oil storage tank that generally operates with a variable liquid level and has an
associated throughput limit. An oil shipping tank that has a truck loading rack is a COST by
definition. These tanks may also be known as shipping tanks.

Cover Indicates that a petroleum sump, pit, or pond is equipped with a properly installed and
maintained cover which complies with Rule 71.4.

EXEMPT A tank, pit, or sump that processes produced water with an ROC content of less than
5 milligrams per liter and is exempt from Rule 71.1 or Rule 71.4.

Gauge or Test Tank A tank that is used for the purpose of production testing a well or group of
wells. This tank is assumed to operate with a variable liquid level and has an associated
throughput limit.

LACT Tank A Lease Automated Custody Transfer tank that operates at a constant or near
constant liquid level and does not have an associated throughput limit. This tank is generally
equipped with a LACT pump for pipeline oil shipping. A shipping tank with a truck loading rack
is not by definition a LACT tank, but is a COST.

Loading Facility A crude oil loading rack or loading valve used for the transfer of crude oil
from a storage tank or group of tanks to a delivery vessel.

Lo-NOx Device has equipment to control the emissions of NOx and CO to meet the
requirements of Rules 74.15 or 74.15.1, or best available control technology requirements.

MMBTU/Hr The heat input of an external combustion device as measured in millions of British
Thermal Units per hour.

Section No. 2
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NG Indicates that the equipment is permitted to be fired on natural gas only.

NG/FO Indicates that equipment is permitted to be fired on natural gas with fuel oil or diesel as
a backup fuel.

NSCR Engine that is equipped with non-selective catalytic reduction to meet its Rule 74.9
compliance requirements.

Pit Device used to receive emergency or intermittent flows.

PSC Engine that is equipped with a pre-stratified charge to meet its Rule 74.9 compliance
requirements.

PWT A produced water tank that generally operates with a constant liquid level and does not
have an associated throughput limit. These tanks may also be known as free water knock out
(FWKO) tanks.

Rich Burn or Lean Burn A designation associated with a gas-fired internal combustion engine
that determines its Rule 74.9 compliance requirements.

SCR Engine or turbine that is equipped with selective catalytic reduction and ammonia
injection to meet its Rule 74.9 or Rule 74.23 compliance requirements.

SF A crude oil loading facility that is equipped with submerged fill loading capabilities.
Sump Device used for separation, generally in constant use.

UNC Indicates that the equipment is uncontrolled. For example, a tank that is not equipped
with a vapor recovery system, or an engine or heater that is not equipped with NOx controls are

labeled UNC.

VR A vapor recovery system that is installed on a tank, loading rack or loading facility, glycol
dehydrator, or other piece of process equipment.

Wash Tank A tank that stores and separates oil and water that generally operates with a constant
liquid level. It does not have an associated throughput limit.
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TITLE V APPLICABLE REQUIREMENT CODE KEY

Rule 71.1. "Crude Oil Production and Separation”

I:

Storage tanks shall be equipped with a vapor recovery system that directs all vapors to a
gas gathering system or flare (71.1.B.1.a)

Storage tanks shall be equipped with a vapor recovery system that directs all vapors to
some other control system with a minimum destruction or removal efficiency of 90% by
weight (71.1.B.1.b)

Tank batteries installed prior to June 20, 1978 are exempt from vapor recovery when
processing crude oil having a modified Reid vapor pressure of less than 0.5 psia. Solid
roof and pressure-vacuum relief valve is required. (71.1.B.2/71.1.D.1.a)

Storage tanks are exempt from the solid roof and vapor recovery requirements if the ROC
content of the liquid entering the tank is less than 5 milligrams per liter. (71.1.D.3)
Storage tanks are exempt from the solid roof and vapor recovery requirements if a BACT
Cost Analysis indicates that maximum emission reduction has already taken place.
(71.1.D.4)

Portable tanks shall be equipped with closed covers and pressure vacuum valves and have
limited exemptions from vapor recovery requirements. (71.1.B.3/71.1.D.1.c)

Rule 71.5. "Glycol Dehydrators"

14

Requirement to have a condenser or separator system which directs vapors to a fuel gas or
sales gas system. (71.5.B.1.a.1) Requirement to prevent hydrocarbon liquid evaporation
and control system leaks. (71.5.B.2 and 71.5.B.3)

Requirement to have a condenser or separator system which directs vapors to a flare,
incinerator, thermal oxidizer or reboiler. (71.5.B.1.a.2) Operation requirements for flare
or incinerator. (71.5.B.1.b) Requirement to prevent hydrocarbon liquid evaporation and
control system leaks. (71.5.B.2 and 71.5.B.3)

Requirement to have a condenser or separator system which directs vapors to another
95% control system. (71.5.B.1.a.3) Requirement to prevent hydrocarbon liquid
evaporation and control system leaks. (71.5.B.2 and 71.5.B.3)

Requirement to have any other control system with a 95% control efficiency or which
meets an emission limit of 1.7 1b ROC per MMSCF of gas dehydrated. (71.5.B.1.c)
Requirement to prevent hydrocarbon liquid evaporation and control system leaks.
(71.5.B.2 and 71.5.B.3)

Exemption from the control requirements of Rule 71.5 for unit that is operated less than
200 hours per year. (71.5.C)

Rule 74.9, "Stationary Internal Combustion Engines"

1.

Pre-January 1, 2002 emission limits and post-January 1, 2002 emission limits for natural
gas rich burn engines with existing emission controls installed after September 5, 1989.
(74.9.B.1 or 74.9.B.2, and 74.9.B.3)
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Pre-January 1, 2002 emission limits and post-January 1, 2002 emission limits for natural
gas lean burn engines with existing emission controls installed after September 5, 1989.
(74.9.B.1 or 74.9.B.2, and 74.9.B.3)

Post-January 1, 1997 emission limits for natural gas rich burn engines with emission
controls installed before September 5, 1989; or installed after March 5, 1992. (74.9.B.1 or
74.9.B.2)

Post-January 1, 1997 emission limits for natural gas lean burn engines with emission
controls installed before September 5, 1989; or installed after March 5, 1992. (74.9.B.1 or
74.9.B.2) Post-January 1, 1997 emission limit for ammonia, if applicable. (74.9.B.5)
Post-January 1, 1997 emission limits for diesel engines. (74.9.B.1 or 74.9.B.2) Post-
January 1, 1997 emission limit for ammonia, if applicable. (74.9.B.5)

Exemption from Rule 74.9 for engines operated less than 200 hours per calendar year
(74.9.D.2)

Exemption from Rule 74.9 for emergency standby engines operated during either an
emergency or maintenance operation. (74.9.D.3)

Exemption from Rule 74.9 for diesel engines with a permitted capacity factor of less than
or equal to 15%. (74.9.D.8)

Exemption from Rule 74.9 for diesel engines used to power cranes and welding
equipment. (74.9.D.9)

Rule 74.23, "Stationary Gas Turbines"

1

NOx and NH3 emission limit for turbines rated at 0.3 MW to less than 2.9 MW
(74.23.B.1 and 74.23.B.4) Requirement to monitor operating parameters. (74.23.B.2.a
and b)

NOx and NH3 emission limit for turbines rated at 2.9 MW to less than 10.0 MW.
(74.23.B.1 and 74.23.B.4) Requirement to monitor operating parameters. (74.23.B.2.a
and b)

NOx and NH3 emission limit for turbines rated at 10.0 MW and higher, with SCR, and
operated less than 4,000 hr/yr (74.23.B.1 and 74.23.B.4) Requirement to monitor
operating parameters. (74.23.B.2.a and b)

NOx and NH3 emission limit and CEMS requirement for turbines rated at 10.0 MW and
higher, with SCR, and operated more than 4,000 hr/yr (74.23.B.1, 74.23.B.2, and
74.23.B.4)

NOx emission limit for turbines rated at 10.0 MW and higher, without SCR, and operated
less than 4,000 hr/yr (74.23.B.1) Requirement to monitor operating parameters.
(74.23.B.2.a and b)

NOx emission limit and CEMS requirement for turbines rated at 10.0 MW and higher,
without SCR, and operated more than 4,000 hr/yr (74.23.B.1 and 74.23.B.2)

NOx emission limit for turbines rated at 4.0 MW and higher, operated less than 877 hr/yr
(74.23.B.1) Requirement to monitor operating parameters. (74.23.B.2.a and b)
Exemption from the requirements of 74.23.B, for turbines operated less than 200 hrs per
calendar year (74.23.C.1.c)
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10.

Exemption from the requirements of 74.23.B, for emergency standby units operated
during either an emergency or maintenance operation. (74.23.C.1.d)

Pre-April 30, 2001 NOx emission limit and CEMS requirement and post-April 30, 2001
NOx emission limit and CEMS requirement for turbines rated at over 20 MW, equipped
with water injection only where exhaust gases are used to dry paper, and operated more
than 4,000 hr/yr (74.23.B.1, 74.23.B.2, 74.23.B.5, and 74.23.1.3)

Section 93115, Title 17, California Code of Regulations California Airborne Toxic Control

Measure For Stationary Compression Ignition (CI) Engines

1.
2

3.

In-use emergency fire pump assembly engines

In-use emergency engines operated not more than 20 hours per year for maintenance and
testing purposes.

Engines operated solely on OCS Platforms.

40 CFR Part 63, Subpart ZZ77., National Emission Standards for Hazardous Air Pollutants for
Stationary Reciprocating Internal Combustion Engine (RICE MACT)

5 o i) by e

Existing compression ignition and spark ignition engine compliance dates
Existing landfill gas engines — area source

Existing emergency diesel engines — area source

Existing non-emergency diesel engines < 300 HP — area source

Existing non-emergency diesel engines 300 HP <X < 500 HP — area source
Existing non-emergency diesel engines < 500 HP — area source
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3. PERMITTED THROUGHPUT AND CONSUMPTION LIMIT TABLE

Purpose

The purpose of this table is to list the emissions units at this stationary source that have limitations
on throughput, fuel consumption, raw material usage, hours of operation, or other parameters that
limit the potential to emit of the emissions unit. In some cases, the limit on the potential to emit is
expressed directly as a set of pollutants and emission limits in tons per year.

These limitations are applied pursuant to Rule 26, “New Source Review” or Rule 29, "Conditions
on Permits". Two sets of limits are listed in this table. The "Throughput Permit Limit" is the
enforceable limit pursuant to this permit. Permit conditions that enforce these limits are listed in
Section No. 8, “Permit Specific Conditions” of this permit.

The "Calculation Throughput" is used only to calculate permitted emissions pursuant to Rule 29,
“Conditions on Permits”.

Equipment Description

This portion of the table is the same as the equipment description in the "Permitted Equipment and
Applicable Requirements Table".

Throughput Permit Limit

The throughput or consumption limit listed in this column of the table is an enforceable limit on the
emissions unit's potential to emit. In the column labeled "District (D)/ Federal (F) Enforceable", a
"D" or an "F" denotes whether the limit is only enforceable by the District or whether the limit is a
federally-enforceable limit. District-enforceable limits are limits applied solely pursuant to Rule
29, “Conditions on Permits”. Limits that have been applied pursuant to Rule 26, “New Source
Review” are federally enforceable.

The throughput permit limit may apply to a single emissions unit or to a set of emission units.
When the limit applies to set of emissions units, the set consists of the emissions unit with which
the limit is listed and the emissions units which follow that have an asterisk in the throughput
permit limit column.

Pursuant to Rule 26 and Rule 29, the throughput permit limit is an annual limit which is
enforceable based on a period of any twelve (12) consecutive calendar months.

Note that when the calculation throughput (discussed below) corresponds to using the emissions
unit full time (8760 hours per year) at maximum rated capacity, the throughput permit limit column
contains the notation “No Limit”, When District emission calculation procedures do not involve
throughput or consumption data, both the throughput permit limit and the calculation throughput



column are left blank.

Calculation Throughput

The throughput or consumption limit listed in this column of the table is the throughput used in the
District calculation procedures to calculate permitted emissions for the emissions unit. The
calculation throughput may apply to a single emissions unit or to a set of emissions units denoted as
discussed above. The calculation throughput is not an enforceable permit limit,

The "Calculation Procedure" column is reserved for future use. Emission calculations for the
emissions units in this table are available in the District's permit files for this stationary source.

Abbreviations

The following abbreviations have been used in the "Permitted Throughput and Consumption Limit
Table" for the "Throughput Permit Limit" column and for the "Calculation Throughput Limit"
column:

BBL/Yr: barrels per year

Days/Yr: days per year

FO: fuel oil or diesel fuel

Gal/Yr: gallons per year

Hrs/Day: hours per day

Hrs/Yr: hours per year

Lbs ROC/Yr: pounds of reactive organic compounds per year
LPG: liquid petroleum gas (propane)

MBBL/Yr: thousands of barrels per year

MGal/Yr: thousands of gallons per year

MMBTU/Yr: million British Thermal Units of heat input per year
MMCEF/Yr: million standard cubic feet of natural gas per year
MMGal/Yr: million gallons per year

NG: natural gas

TPY: tons per year
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TABLE NO. 3

Part 70 Permit No. 01494

VENTURA COUNTY AIR POLLUTION CONTROL DISTRICT

Permitted Throughput/Consumption Limits

Throughput District (D)/
Permit Federal(I) Calculation
Equipment Limit Enforceable Throughput
OCS Platform Gail
1-300 BBL Slop Tank (T-1) VR
1-300 BBL Slop Tank (T-2) VR
1 - 256 BBL Oily Water CPI Unit (M-03) VR
1 -200 BBL PWT (T-06) VR
1 - 40 BBL Oil Skim Tank (T-22) VR
1 - 50 BBL Hydrocyclone Surge Vessel (V-41) VR
1 - 256 BBL Oily Water CPI Separator (M-14) VR
1 - 256 BBL Oily Water CPI Separator (M-15) VR
| - 256 BBL Waste Water CPI Sump (M-02) VR
1 - 225 BBL Dry Oil Surge LACT Tank (V-8) VR
1 - 134 BBL De-sanding Vessel (V-44) VR
1 - 85 BBL Sump Tank (T-3) VR
1 - 51 BBL Production Drain Tank (V-42) VR
1 - 51 BBL SultfurOx Degasser Tank (V-81) VR
1 - 7 BBL Vapor Recovery Suction Scrubber (V-14) VR
1 - 7.07 Sqft Deck Drain Pit (T-21) Containment Berm-Exempt
1 - Glycol Dehydrator System consisting of? No Limit 8760 hriyr
1 - 0.5 MMBTU/Hr Glycol Reboiler Vent (H-04)VR
1 - Glycol Surge Tank (V-34) VR
1 - Glycol Contactor Pressure Vessel (V-18)
1 - Glycol Flash Tank (V-19) VR
1-1312.5 MMBTU/Hr High Pressure Flare 4.9 MMCF/Yr F 4.9 MMCF/YT
1 -656.3 MMBTU/Hr Low Pressure Flare 2.31 MMCF/Yr F 2.31 MMCF/Yr
1 - 4800 BHP (4.0 MW) Allison NG/Diesel Turbine Generator (501-KB5) (G-1)
Equipped water injection and SCR for NOx control @ All Loads| 1,325 MMCF/Yr & F 1,316 MMCE/Yr &
335,000 Gal/Yr 185,000 Gal/Yr
@ <1000 KW| 9.0 MMCF/Yr & F 9.0 MMCF/Yr &
150,000 Gal/Yr 150,000 Gal/Yr
1 - 4800 BHP (4.0 MW) Allison NG/Diesel Turbine Generator (501-KBS5) (G-2)
Equipped water injection and SCR for NOx control @ All Loads| * *
@ < 1000 KW L ok
1 - 4800 BHP (4.0 MW) Allison NG/Diesel Turbine Generator (501-KB5) (G-3)
Equipped water injection and SCR for NOx control @ All Loads ¥ ¥
@ < 1000 KW g i
1 - 1300 BHP (850 KW) Detroit Diesel Back-up Generator (G-04) 32,130 Gal/'Yr F 32,130 Gal/Yr
1 - 140 BHP Detroit Diesel (4-53) Turbine Starter Engine 960 Gal/Yr F 960 Gal/'Yr
1 - 140 BHP Detroit Dicsel (4-53) Turbine Starter Engine + ot
1 - 140 BHP Detroit Diesel (4-53) Turbine Starter Engine T ik
1 - 545 BHP Diesel Engine (South Crane) 21,339 Gal/Yr F 21,339 Gal/yr
1 - 215 BHP Diesel Engine (North Crane) ++ 4k
1 - 481 BHP Caterpillar Diesel Emergency Standby Engine, Model 3408 DITA, 50 Hr/Yr ! D S50 Hr/Yr
Serial No, 67U10240, 1.D. P-18, used for fire suppression
Boom Boat (Boomer)
2 - 200 BHP Diesel Main Engines (Volvo Penta) 1,406 Gal/Yr F 1.406 Gal/Yr
Crew Boat Engines
"Glenn C" 53.1 Mgal/Yr
4 - 510 BHP Diesel Main Engines (Detroit 12V71TT1) ks
2 - 124 BHP Diesel Generator Engines (Detroit 4-71N) ++
ROC 2.77 TPY F
NOx 46.87 TPY F
PM 280 TPY F
SO0x 0.63 TPY F
CcO 8.52 TPY F
"Doug C"
3 - 535 BHP Diesel Main Engines (Detroit 6062) ++ ++
2 - 50.5 BHP Diesel Generator Engines (Lugger L984) ++ ++
Section No. 3 (01494-481,501) Issue Date
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TABLE NO. 3

VENTURA COUNTY AIR POLLUTION CONTROL DISTRICT
Part 70 Permit No. 01494
Permitted Throughput/Consumption Limits
Throughput District (D)
Permit Federal(F) Calculation
Equipment Limit Enforceable Throughput
"Jackie C"
4 - 510 BHP Diesel Main Engines (Detroit 12V71TI) ++ ++
2 - 65 BHP Diesel Generator Engines (Detroit 3-71) ok ++
1- 89 BHP Diesel Fire Water Pump Engine (Detroit 4-71) ++ 4
"Aces Wild"
3 - 510 BHP Diesel Main Engines (Detroit 12V71TI) ++ ++
2 - 65 BHP Diesel Generator Engines (Detroit 3-71) ++ ++
"Ryan T"
4 - 510 BHP Diesel Main Engines (Detroit, 12V71TI) A+ ++
2 - 75 BHP Diesel Generator Engines (Detroit 3-71) ++ ++
"Robbie Tide"
3 - 510 BHP Diesel Main Engines (Detroit 12V71TI) ++ ERs
2 - 75 BHP Diesel Generator Engines (Detroit 3-71) ++ b
"Patrick"
3 - 510 BHP Diesel Main Engines (Detroit 12V71TI) ++ ++
2 - 75 BHP Diesel Generator Engines (Detroit 3-71) ++ At
"Danny C"
2 - 365 BHP Diesel Main Engines (Caterpillar 3406 C) ++ ++
| - 40 BHP Diesel Generator Engine (Isuzu 4JB1) ++ o
1 - 32 BHP Diesel Generator Engine (Nerthern Lights M20}) ++ et
1 - 46 BHP Diesel Hydraulic Engine (Detroit 271) bt Es
"Ace High"
2 - 650 BHP Diesel Main Engines (Detroit 12V92TT) A+ E
1 - 510 BHP Diesel Main Center Engine (Detroit 12V71TI) ++ ++
2 - 65 BHP Diesel Generator Engines (Detroit 3-71) ++ ++
Work Boat Engines
"San Miguel"
2 - 2000 BHP Diesel Main Engines (Caterpillar 35168 DITA SCAC) ++ 114,000 Galfyr
2 - 247 BHP Diesel Generator Engines (Caterpillar 3306 DIT) ++ o
1 - 550 BHP Diesel Thruster Engine (Caterpillar 3408 DITA) ++ +
1 - 315 BHP Diesel Compressor Engine (Caterpillar 3306 DITA) ++ +
1 - 306 BHP Diesel Aux Pump Engine (Caterpillar 3406 DIT) ++ ++
1 - 273 BHP Diesel Winch Engine (Detroit 8V-71) ++ ++
"Vietory Seahorse"
2 - 2500 BHP Diesel Main Engines (EMD 16-645-ED3A) B ++
2 - 200 BHP Diesel Generator Engines (Detroit 8V-71) ++ 44
1 - 300 BHP Diesel Thruster Engine (Detroit 8V-71) A+t +4
"Santa Cruz"
2 - 2000 BHP Diesel Main Engines (Caterpillar 3516B) ++ +4
2 - 245 BHP Diesel Generator Engines (Caterpillar 3306) ++ R
1 - 515 BHP Diesel Thruster Engine (Caterpillar 3408) ++ ++
"Toby Tide"
2 - 1125 BHP Diesel Main Engines (Caterpillar D399TA) ++ 4+
2 - 200 BHP Diesel Generator Engines (Detroit 8V-71) ++ 1
1 - 300 BHP Diesel Thruster Engine (Detroit 8V-71) ++ 4
"Sea Tide"
2 - 1220 BHP Diesel Main Engines (DDEC 12V1497T1) ++ o
2 - 200 BHP Diesel Generator Engines (Detroit §V-71) ++ ++
1 - 200 BHP Diesel Thruster Engine (Detroit 6V-71) ++ bt

Section No. 3 (01494-481,501) Issue Date Page No. 2



TABLE NO. 3

VENTURA COUNTY AIR POLLUTION CONTROL DISTRICT
Part 70 Permit No, 01494
Permitted Throughput/Consumption Limits

Throughput

District (D)

For Use Throughout Platform
30 - Oil Wells
2 - 500 BBL Closed Top Portable Tanks

Notes:

1 - 50 Hours per year is for maintenance purposes. Emergency use is unlimited.
* _Included in Above Limit for All Loads

#¥ . Included in Above Limit for @ < 1000 KW

++ - Included in Limit Above

Permit Federal(F) Calculation
Equipment Limit Enforceable Throughput
"Robin J"
2 - 600 BHP Diesel Main Engines (GM 1692) ++ ++
2 - 21 BHP Diesel Generator Engines (GM 471) ++ ++
"O'Neil Tide"
2 - 1125 BHP Diesel Main Engines (Caterpillar D399T/A) -+ 4
2 - 243 BHP Diesel Generator Engines (Caterpillar 3306 DIT}) ++ ++
1 - 325 BHP Diesel Thruster Engine (Caterpillar 3406 DIT) + ++
1 - 325 BHP Diesel Aux Fire Pump Engine (Caterpillar 3406 DIT) + ++
2 - 243 BHP Diesel Aux Liquid Pump Engines (Caterpillar 3306 DIT) ek ++
"Jackie C"
4 - 510 BHP Diesel Main Engines (Detroit 12V71TI) ++ F -+
2 - 65 BHP Diesel Generator Engines (Detroit 3-71) + E ++
1- 89 BHP Diesel Fire Water Pump Engine (Detroit 4-71) ++ F ++
"Patriot 11"
2 - 626 BHP Diesel Main Engines (Detroit 16V92) = F ++
2 - 103 BHP Diesel Generator Engines (Detroit 4-71) -+ F A=+
1- 103 BHP Diesel Fire Water Pump Engine (Detroit 4-71) ++ F ++
"Kenneth Carl"
2 - 626 BHP Diesel Main Engines (Detroit 16V92) ++ F Hk
2 - 76 BHP Diesel Generator Engines (Detroit 3-71) ++ F ++
1- 103 BHP Diesel Fire Water Pump Engine (Detroit 4-71) ++ F ++
"Glenn C"
4 - 510 BHP Diesel Main Engines (Detroit 12V71TI) ++ ++
2 - 124 BHP Diesel Generator Engines (Detroit 4-71N) ++ ++
"Doug C"
3 - 535 BHP Diesel Main Engines (Detroit 6062) ++ 1
2 - 50.5 BHP Diesel Generator Engines (Lugger L984) ++ o
"Patrick"
3 - 510 BHP Diesel Main Engines (Detroit 12V71TI) -+ ++
2 - 75 BHP Diesel Generator Engines (Detroit 3-71) ++ +
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4. PERMITTED EMISSIONS TABLE

Purpose

The purpose of this table is to document the permitted emissions for this stationary source. Rule
29, “Conditions on Permits”, requires permitted emissions to be included on each Permit to
Operate. Rule 29 is federally enforceable on OCS Platforms, pursuant to 40 CFR Part 55, “Outer
Continental Shelf Air Regulations”.

The permitted emissions table also characterizes the amount and type of criteria air pollutants
emitted by this stationary source.

Rule 29 requires that annual permitted emissions be based on a 12 calendar month rolling period
and be expressed in units of tons per year. Hourly permitted emissions are required to be
expressed in units of pounds per hour. Permitted emissions for a stationary source are required to
be determined by aggregating the permitted emissions for each emissions unit at the stationary
source.

In general, permitted emissions are calculated based on throughput or consumption data for an
emission unit, specific physical characteristics of the emission unit, and emission factors. The
emission factors may be standard published emission factors or they may be derived from source
test data or specific emission limits that apply to the emissions unit. In some cases, permitted
emissions are expressed directly as a set of pollutants and emission limits in tons per year
without reference to any calculation method.

Section No. 3, “Permitted Throughput and Consumption Limit Table”, contains information on
the throughput and consumption limits that are enforceable at this stationary source. In addition,
other sections of this permit contain conditions that act to enforce specific portions of the
permitted emissions table.

Equipment Description

This portion of the table is the same as the equipment description in the "Permitted Equipment
and Applicable Requirements Table".

Tons Per Year

This column of the table represents the permitted emissions in units of tons per year for ROC
(reactive organic compounds), NOx (nitrogen oxides), PM (particulate matter), SOx (sulfur
oxides), and CO (carbon monoxide). In some cases, emissions of non-criteria pollutants of
interest may also be listed. Pursuant to Rule 29, annual permitted emissions shall be the annual
emissions used to determine compliance for issuance of any new or revised permit issued after
October 22, 1991. For emissions units for which no new or revised permit has been issued since



October 22, 1991, annual permitted emissions generally reflect actual historical emissions from
the emissions unit.

The permitted emissions limit may apply to a single emissions unit or to a set of emission units.
When the limit applies to set of emissions units, the set consists of the emissions unit with which
the limit is listed and the emissions units which follow that have an asterisk in the pollutant
columns.

Pounds Per Hour

This column of the table represents the permitted emissions in units of pounds per hour for ROC
(reactive organic compounds), NOx (nitrogen oxides), PM (particulate matter), SOx (sulfur
oxides), and CO (carbon monoxide). Pursuant to Rule 29, hourly permitted emissions shall be
calculated based on the maximum quantity of each air pollutant which may be emitted from the
emissions unit during a one hour period, as limited by any applicable rules or permit conditions.

Hazardous Air Pollutants

This permit does not provide information that characterizes the emissions of hazardous air
pollutants (HAPS) from this facility. This information can be obtained from the reissuance
application or the facility's AB-2588, Air Toxics "Hot Spots", Report referenced at the bottom of
the “Permitted Emissions Table”. For Outer Continental Source (OCS) sources, not subject to
AB-2588, HAP emissions information is included in the permit reissuance application and is
maintained by the stationary source.
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TABLE NO, 4

Permitted Emissions

VENTURA COUNTY AIR POLLUTION CONTROL DISTRICT
Part 70 Permit No, 01494

TONS PER YEAR POUNDS PER HOUR
Equipment ROC | NOx | PM | SOx co NH3 | ROC | NOx | PM S0x co NH3
OCS Platform Gail
1 - 300 BBL Slop Tank (T-1) VR 001 <0.01
1 - 300 BBL Slop Tank (T-2) VR 0.01 <0.01
1 - 256 BBL Qily Water CPI Unit (M-03) VR 0.0 =0.01
1 - 200 BBL PWT (T-06) VR <0.01 <0.01
| - 40 BBL Qil Skim Tank (T-22) VR <0.01 =0.01
| - 50 BBL Hydrocyclone Surge Vessel (V-41) VR <0.01 <0.01
| - 256 BBL Qily Water CPI Separator (M-14) VR 0.01 <0101
1 - 256 BBL OQily Water CPI Separator (M-15) VR 0.01 =0.01
1 - 256 BBL Waste Water CP1 Sump (M-02) VR 0.02 <0.01
1-225 BBL Dry Oil Surge LACT Tank (V-8) VR 0.01 =001
1 - 134 BBL De-sanding Vessel (V-44) VR <0.01 =0.01
1 - 85 BBL Sump Tank (T-3) VR 0.01 =<0.01
| - 51 BBL Production Drain Tank (V-42) VR <0.01 <0.01
| - 51 BBL SulfurOx Degasser Tank (V-81) VR <0.01 <0.01
| - 7 BBL Vapor Recovery Suction Scrubber (V-14) VR =0.01 =001
1 - 7.07 Sgft Deck Drain Pit (T-21) Containment Berm-Exempt
1 - Glycol Dehydrator System consisting of: 810 1.85
1 - 0.5 MMBTU/Hr Glycol Reboiler Vent (H-04)VR
1 - Glycol Surge Tank (V-34) VR
| - Glycol Contactor Pressure Vessel (V-18)
1 - Glycol Flash Tank (V-19) VR
| - 1312.5 MMBTU/Hr High Pressure Flare 0.13 | 0.17 | 0.01 0.81 095 GBO0 | 89.25 | 6,56 | 41344 | 48563
| - 656.3 MMBTU/Hr Low Pressure Flare 0.06 | 008 | 001 | 038 0.45 3400 | 4463 | 328 | 20675 | 24285
I - 4800 BHP (4.0 MW) Allison NG/Diesel Turbine Generator (501-KB5) (G-1) | 147 | 783 | 488 | 1.58 | 191.85 [ 21.23 028 | 344 1.73 1.26 3543 | 392
Equipped with water injection and SCR for NOx control
1 - 4800 BHP (4.0 MW) Allison NG/Diesel Turbine Generator (501-KB5) (G-2) ¥ * * * * * * * * x . ¥
Equipped with water injection and SCR for NOx control
1 - 4800 BHP (4.0 MW) Allison NG/Diesel Turbine Generator (501-KB3) (G-3) L * * L * L * A ’ * ¥ L
Equipped with water injection and SCR for NOx control
1 - 1300 BHP (850 KW) Detroit Diesel Back-up Generator (G-04) A i s A i 2.51 | 3546 | 2.53 0.57 7.71
1 - 140 BHP Detroit Diesel (4-53) Turbine Starter Engine 002 | 023 | 0,02 | <001 0.05 0.33 4.64 | 033 0.07 1.01
1 - 140 BHP Detroit Diesel (4-53) Turbine Starter Engine ¥ ¥ * 2 A 0.33 4.64 | 033 0.07 1.01
1 - 140 BHP Detroit Diesel (4-53) Turbine Starter Engine L * . A ¥ 0.33 464 | 033 0.07 1.01
1 - 545 BHP Diesel Engine (South Crane) 035 | 499 | 036 | 0.08 1.09 1.79 | 25.28 | 1.81 040 5.50
| - 215 BHP Diesel Engine (North Crane) * » 8 ' i ol L] L ¥ L
1 - 481 BHP Caterpillar Diesel Emergency Standby Engine, Model 3408 DITA, 0.03 | 040 [ 003 | 001 0.09 0.28 400 | 029 0.06 0.87
Serial No. 67U10240, 1.D. P-18, used for fire suppression
Boom Boat (Boomer)
2 - 200 BHP Diesel Main Engines (Volvo Penta) 002 | 033 | 0.02 | 0.01 0.07 094 | 1332 | 095 0.21 2.90
Crew Boat Engines
"Glenn C"
4 - 510 BHP Diesel Main Engines (Detroit 12V71TI) 088 |14.89 | 0.89 | 0.20 271 480 | B1.23 | 485 1.09 14.77
2 - 124 BHP Diesel Generator Engines (Detroit 4-71N) * " . i * 0,58 9.87 0.59 0.13 1.80
"]"nug C“
3 - 535 BHP Diesel Main Engines (Detroit 6062) * * * * * * * L] L *
2 - 50.5 BHP Diesel Generator Engines (Lugger L984) 3 * ¥ * - * » ». * *
"Jackie C"
4 - 510 BHP Diesel Main Engines (Detroit 12V71TI) » * * . * * * * * *
2 - 65 BHP Diesel Generator Engines (Detroit 3-71) * * * * * * * * . *
1- 89 BHP Diesel Fire Water Pump Engine (Detroit 4-71) L4 4 L] L) A * * ¥ * *
"Aces Wild"
3 - 510 BHP Diesel Main Engines (Detroit 12VT71TI) » kg i * * * " L * ol
2 - 65 BHP Diesel Generator Engines (Detroit 3-71) 4 3 S ¥ s » ¥ % ¥ *
"Ryan T"
4 - 510 BHP Diesel Main Engines (Detroit, 12V71TI) * i ¥ * ¥ . * * * *
2 - 75 BHP Diesel Generator Engines (Detroit 3-71) * 3 ¥ L3 * . * * * *
"Robbie Tide"
3 - 510 BHP Diesel Main Engines (Detroit 12V71TI) g L % * L * ' ' A ¥
2 - 75 BHP Diesel Generator Engines (Detroit 3-71) ¥ ¥ b ¥ * L * ' ' *
Section No. 4 (01494-481,501) Issue Date Pape No. |




TABLE NO. 4

VENTURA COUNTY AIR POLLUTION CONTROL DISTRICT
Part 70 Permit No. 01494

Permitted Emissions

Section No, 4 (01494-481,501)

Issue Date

Page No. 2

TONS PER YEAR POUNDS PER HOUR
Equipment ROC | NOx | PM | 50x co NH3 | ROC | NOx | PM S0x CO | NH3
"Patrick"
3 - 510 BHP Diesel Main Engines (Detroit 12V717TT) * * L * * * * # * *
2 - 75 BHP Diesel Generator Engines (Detroit 3-71) + " * * * * * * * N
"Danny C"
2 - 365 BHP Diesel Main Engines (Caterpillar 3406 C) ¢ * * * * * * * * »
1 - 40 BHP Diesel Generator Engine (Isuzu 4JB1) * * * * * s * * * *
1 - 32 BHP Diesel Generator Engine (Northern Lights M20) * 4 ¥ * * ’ * * * *
| - 46 BHP Diesel Hydraulic Engine (Detroit 271) * * * * * " * * * *
"Ace High"
2 - 650 BHP Diesel Main Engines (Detroit 12V92TI) ¥ * " * * " * »
1 - 510 BHP Diesel Main Center Engine (Detroit 12V71TI) ' * * + " * * * * *
2 - 65 BHP Diesel Generator Engines (Detroit 3-71) ’ * * * " * . * * *
Work Boat Engines
"San Miguel”
2 - 2000 BHP Diesel Main Engines (Caterpillar 35168 DITA SCAC) 1.89 |3198 | 191 | 043 5.81 171 [13049 | 779 1.74 23.73
2 - 247 BHP Diesel Generator Engines (Caterpillar 3300 DIT) ¥ *: b * 1 116 ] 1964 | 117 0.26 357
1 - 550 BHP Diesel Thruster Engine (Caterpillar 3408 DITA) * # . ¥ 1 129 | 2188 | 131 0.29 398
1 - 315 BHP Diesel Compressor Engine (Caterpillar 3306 DITA) * *: * % 2 074 | 1251 | 075 0.17 227
| - 306 BHP Diesel Aux Pump Engine (Caterpillar 3406 DIT) * » ¥ * ' 072 | 12347 | 673 0.16 2.21
1 - 273 BHP Diesel Winch Engine (Detroit 8V-T1) ¥ ¥ ¥ * ¥ 064 | 1088 | 0.65 0.15 1.98
"Victory Seahorse"
2 - 2500 BHP Diesel Main Engines (EMD 16-645ED3A) 5 * * " * * * * * *
2 - 200 BHP Diesel Generator Engines (Detroit 8V-71) L] * * * [ * " * N *
| - 300 BHP Diesel Thruster Engine (Detroit 8V-71) ’ * * * * * " # N N
"Santa Cruz"
2 - 2000 BHP Diesel Main Engines (Caterpillar 3516B) * * * 4 * . # # " #
2 - 245 BHP Diesel Generator Engines (Caterpillar 3306) * * ¥ ] * . * * " *
1 - 515 BHP Diesel Thruster Engine (Caterpillar 3408) * * * * * * * + » *
"Toby Tide"
2 - 1125 BHP Diesel Main Engines (Caterpillar D399TA) * * ] ' * s * * * *
2 - 200 BHP Diesel Generator Engines (Detroit 8V-71) * * ] . * . * * * *
1 - 300 BHP Diesel Thruster Engine (Detroit 8V-71) * * . ¥ s ¥ * . * +
"Sea Tide"
2 - 1220 BHP Diesel Main Engines (DDEC 12V149T1) * * * * “ * * * * *
2 - 200 BHP Diesel Generator Engines (Detroit 8V-71) ’ * * * ¥ * * * * *
| - 200 BHP Diesel Thruster Engine (Detroit 6V-71) * * * * » * . * * '
"Robin J"
2 - 600 BHP Diesel Main Engines (GM 1692) * * * * * * * + . *
2 - 21 BHP Diesel Generator Engines (GM 471) * * * * * * * * " *
"O'Neil Tide"
2 - 1125 BHP Diesel Main Engines (Caterpillar D399T/A) * * . * * * * * ¥ *
2 - 243 BHP Diesel Generator Engines (Caterpillar 3306 DIT) * * L] ’ * * * * # *
| - 325 BHP Diesel Thruster Engine (Caterpillar 3406 DIT) " L ¢ * . * * * * *
1 - 325 BHP Diesel Aux Fire Pump Engine (Caterpillar 3406 DIT) ¥ * L] * L] # * » * *
2 - 243 BHP Diesel Aux Liguid Pump Engines (Caterpillar 3306 DIT) L * L * . + * * * *
"Jackie C"
4 - 510 BHP Diesel Main Engines (Detroit 12V71TI) * * * * * * * * ¥
2 - 65 BHP Diesel Generator Engines (Detroit 3-71) * * * * * * * * . *
1. 89 BHP Diesel Fire Water Pump Engine (Detroit 4-71) ¢ " * * * * * * " *
"Patriot 11"
2 - 626 BHP Diesel Main Engines (Detroit 16V92) * * * * * * * " * *
2 - 103 BHP Diesel Generator Engines (Detroit 4-71) L L ¥ » * * " W # .
1- 103 BHP Diesel Fire Water Pump Engine (Detroit 4-71) L w * * * » * * # "
"Kenneth Carl"
2 - 626 BHP Diesel Main Engines (Detroit 16V92) * * * # * * * * * *
2 - 76 BHP Diesel Generator Engines (Detroit 3-71) * * * * * # * * * *
1- 103 BHP Diesel Fire Water Pump Engine (Detroit 4-71) L) * * * . # + * * +




TABLE NO. 4

VENTURA COUNTY AIR POLLUTION CONTROL DISTRICT

Part 70 Permit No. 01494

Permitted Emissions

TONS PER YEAR POUNDS PER HOUR
Equipment ROC | NOx | PM | S50« co NH3 | ROC | NOx | PM S0x co NH3
"Glenn C"
4 - 510 BHP Diesel Main Engines (Detroit 12V71TI) . L * * * * . * * *
2 - 124 BHP Diesel Generator Engines (Detroit 4-71N) " . ¥ ¥ * * L ¥ * *
IIDnug (Tll
3 - 535 BHP Diesel Main Engines (Detroit 6062) » 2 L ¥ L L L ¥ * "
2 - 50.5 BHP Diesel Generator Engines (Lugper L984) L * * * * 3. 4 * ¥ L
"Patrick"
3 - 510 BHP Diesel Main Engines (Detroit 12V71TI) % L L . L 3, * . L] L
2 - 75 BHP Diesel Generator Engines (Detroit 3-71) e L L L % » . " A *
For Use Throughout Platform
30 - Oil Wells 10.95 2.50
2 - 500 BBL Closed Top Portable Tanks 019 0.04
* - Included in Emissions Above
## . Allison Turbine Generators are Worst Case
+ - Back-up Generator is Worst Case
Total Permitted Emissions 2418 | 6090 | 813 | 350 [203.07 [21.23 |130.82 |527.97 | 35098 | 632.89 | 838.23 | 3.92

HAP Emissions Ref.;  OCS HAP Emission Estimation Techniques and Calculations are included in Re-issuance Application and Maintained at the Facility.
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Section No. 4 (01494481 501)

Issue Date
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December 20, 2012

Mr. Shawn Hawley
Maverick Oil

P.O. Box 798
Fillmore, CA 93016

Subject: VCAPCD Permit to Operate No. 07500

Dear Mr. Hawley:

The subject VCAPCD Permit to Operate is due for renewal. A renewal fee of $653.79 will be
required to renew the permit for the period from January 1, 2013 to December 31, 2013. Please
remit this amount by check made payable to the Ventura County Air Pollution Control District.
The renewed permit will be issued upon receipt of the fee.

Please note: The renewal fee is now due and payable. If the renewal fee is not paid within 60
days, the permit will be voided (VCAPCD Rule 30). The permit will then be reinstated only
upon payment of the renewal fees and the penalties prescribed in VCAPCD Rule 42.

Please note: Changes were made to the draft per your October 29, 2012, letter to John Harader
as well as the subsequent follow-up phone call of November 13, 2012. If you have any questions
concerning those changes, please call John Harader at 805/645-1481.

A draft copy of the permit is enclosed for your review. Please verify that the permitted
equipment is accurate, and that all permit conditions are acceptable by you. Please notify the
District immediately if any information is incorrect.

If you have any questions on this matter, please call me at 805/645-1404.

Sincerely,

Laura Kranzler
Engineering Division

Enclosures

M:\Renewal Form Letters\BillChanges.docx



Ventura County 669 County Square Drive tel 805/645-1400 Michael Villegas

Air Pollution Ventura, California 93003 fax 805/645-1444 Air Pollution Control Officer
Control District www.veaped.org
December 20, 2012

Mr. Shawn Hawley
Maverick Oil

P.O. Box 798
Fillmore, CA 93016

Subject: VCAPCD Permit to Operate No. 07500

Dear Mr. Hawley:

The subject VCAPCD Permit to Operate is due for renewal. A renewal fee of $653.79 will be
required to renew the permit for the period from January 1, 2013 to December 31, 2013. Please
remit this amount by check made payable to the Ventura County Air Pollution Control District.
The renewed permit will be issued upon receipt of the fee.

Please note: The renewal fee is now due and payable. If the renewal fee is not paid within 60
days, the permit will be voided (VCAPCD Rule 30). The permit will then be reinstated only
upon payment of the renewal fees and the penalties prescribed in VCAPCD Rule 42.

Please note: Changes were made to the draft per your October 29, 2012, letter to John Harader
as well as the subsequent follow-up phone call of November 13, 2012. If you have any questions
concerning those changes, please call John Harader at 805/645-1481.

A draft copy of the permit is enclosed for your review. Please verify that the permitted
equipment is accurate, and that all permit conditions are acceptable by you. Please notify the
District immediately if any information is incorrect.

If you have any questions on this matter, please call me at 805/645-1404.

Sincerely,

Laura Kranzler
Engineering Division

Enclosures

M:\Renewal Form Letters\BillChanges.docx



5. OIL WELL LIST

This permit authorizes the operation of a maximum number of wells for the production of oil or
natural gas. This section of the permit contains a list of the wells currently authorized to be
operated. When changes to the list are desired, the permit holder is required to submit an
application to modify the Part 70 Permit.

An Authority to Construct is also required prior to adding a well that is newly drilled to the oil
well list or prior to increasing the number of wells on the oil well list.

Section No. 8, “Permit Specific Conditions”, includes a condition that limits the maximum
number of producing wells at this stationary source. If applicable, Section No. 8 also includes a
condition that requires best available control technology (BACT) on specific wells that were
subject to Rule 26, “New Source Review”.
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Ventura County Air Pollution Control District

OIL WELL LIST
Part 70 Permit No. 01494

The following oil wells are on permit:

E-1 E-11 E-20 Long E-27 Long
E-3 Short E-12 Short (shut-in) E-21 Short E-28

E-4 E-12 Long E-22 Long

E-5 Long E-13 E-23 Short (shut-in)

E-6 E-14 Short E-23 Long

E-7 Short E-14 Long E-24

E-7 Long E-15 E-25 Short

E-8 E-16 Long E-25 Long

E-9 Short E-17 E-26 Short

E-10 E-19 E-26 Long

Total = 30 Oil Wells (active) & 2 Oil Wells (inactive)

MATITLEVATV Permits\PO1494\Permit IVVWELL._rev481,501.doc

Section No. 5
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6. EXEMPT EQUIPMENT LIST

Rule 33.2.A.3 (Part 70 Permits - Application Contents) requires the applicant to provide a list of
all emissions units located at the stationary source that are exempt pursuant to Rule 23 based on

size or production rate. Pursuant to Rule 33.2.A.3, emissions from insignificant activities do not
need to be included in the permit application.

This section of the permit contains a table entitled "Insignificant Activities (Exempt
Equipment)". This table is a list of insignificant activities (exempt equipment) at the facility that
are exempt from permit based on a size or production rate exemption in Rule 23, "Exemptions
From Permit". Insignificant Activity is defined in Rule 33.1 (Part 70 Permits — Definitions). The
permittee shall provide calculations, usage records, emission records, and/or operational data as
necessary to substantiate an activity as insignificant.

This table is presented for informational purposes only. Any changes to this list are not
considered to be permit modifications, nor is the list considered to be enforceable. As detailed in
Rule 33.2.A.3, this list is required to be submitted with an application for permit reissuance. The
general requirements listed in Section No. 9 of this permit may apply to these insignificant
activities.

MATITLEV\Attachments updated\PERMIT6 oil.doc



Ventura County Air Pollution Control District
INSIGNIFICANT ACTIVITIES (EXEMPT EQUIPMENT)
Part 70 Permit No. 01494

INSIGNIFICANT BASIS FOR EXEMPTION RULE 23 CITATION
ACTIVITIES (EXEMPT (Size/Production Rate)
EMISSION UNITS)
** Onan Diesel Logging Maximum design rating <50 | 23.D.6
Unit (24 BHP) BHP
** Duetz Diesel Slickline Maximum design rating <50 | 23.D.6
Unit (43 BHP) BHP
Wipe Cleaning Operation ROC content <25 g/l 23.F.10.b

** These units do not meet the definition of Insignificant Activity pursuant to Rule 33.1.13.c,
but are exempt from District permitting requirements pursuant to Rule 23.D.6.

MATITLEVATY Permits\PO1494\Permit IV\Insignificant-rev421.docx

Section No. 6
Insignificant Activities Table —rev421



T SPECIFIC APPLICABLE REQUIREMENTS (ATTACHMENTS)

As discussed in Section No. 2, “Permitted Equipment and Applicable Requirements Table”, the
emissions units at this stationary source listed in the table have requirements that are specifically
applicable to them. The applicable requirements are based on the District's prohibitory rules,
federal NSPS (40 CFR Part 60), federal NESHAPS (40 CFR Part 61), and federal
NESHAPS/MACT (40 CFR Part 63).

In this section of the permit, the permit conditions that are associated with each specific
applicable requirement are listed in an individual attachment. The attachment is identified with
the label “Attachment (APCD Rule No. or CFR No.) #” in the lower left corner. Each
attachment has an applicability section that describes how and why this attachment applies to the
specific emissions unit. The attachment may apply to one or more of the emissions units listed in
the Permitted Equipment and Applicable Requirements Table in Section No. 2.
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Ventura County Air Pollution Control District
Rule 71.1.B.1.a Applicable Requirements
Tanks Equipped with Vapor Recovery

Rule 71.1, ""Crude Oil Production and Separation"
Adopted 06/16/92, Federally-Enforceable

Rule 74.10, "Components at Crude Oil and Natural Gas Production and Processing
Facilities"
Adopted 03/10/98, Federally-Enforceable

Applicability:

This attachment applies to tanks at this stationary source equipped with a vapor recovery system
which directs all vapors to a fuel gas system, a sales gas system, or to a flare. Specifically, this
attachment applies to all storage tanks in a tank battery including wash tanks, produced water
tanks, and wastewater separators, that are used in the production, gathering, storage, processing,
and separation of crude oil and natural gas from any petroleum production permit unit prior to
custody transfer. This attachment does not apply to portable tanks or other tanks not equipped
with vapor recovery.

A tank is defined as a container, constructed primarily of nonearthen materials, used for the
purpose of storing or holding petroleum material, or for the purpose of separating water and/or
gas from petroleum material. A tank battery is defined as any tank or aggregation of tanks. An
aggregation of tanks is considered a tank battery only if the tanks are located so that no one tank
is more than 150 feet from any other tank, edge to edge.

The tank's hatches and other inlet and outlet liquid and gas piping connections are considered to
be components subject to the leak requirements of APCD Rule 74.10, "Components at Crude Oil
and Natural Gas Production and Processing Facilities".

Conditions:

L Pursuant to Rule 71.1.B.1.a, all tanks shall be equipped with a properly installed,
maintained and operated vapor recovery system. The vapor disposal portion of the vapor
recovery system shall consist of either a system which directs all vapors to a fuel gas
system, a sales gas system, or to a flare that combusts reactive organic compounds.

2 Pursuant to Rule 71.1.D.2, the vapor recovery provisions of Rule 71.1.B.1.a shall not
apply during maintenance operations on vapor recovery systems or tank batteries,
including wash tanks, produced water tanks and wastewater separators, if the Air
Pollution Control District is notified verbally at least 24 hours prior to the maintenance
operation and if the maintenance operation will take no more than 24 hours to complete.

Attachment 71.1N1 Page: 1



3. The tank's hatches and other inlet and outlet gas and liquid piping connections are
components subject to the leak requirements of Rule 74.10, "Components at Crude Oil
and Natural Gas Production and Processing Facilities".

4, On a quarterly basis, permittee shall monitor the storage tank vapor recovery system to
ensure that compliance with Rule 71.1.B.1.a is being maintained. This shall include an
inspection of the following components, as applicable, for proper operation: gas
compressor, hatches, relief valves, pressure regulators, flare. Permittee shall keep dated
records of the quarterly inspections and tank maintenance activities. These records shall
be maintained at the facility and submitted to the District upon request.

x On an annual basis, permittee shall certify that storage tanks at the facility are complying
with Rule 71.1.B.1.a. This annual compliance certification shall include verifying that
the tanks are equipped with a vapor recovery system.

MATITLEVVAttachments updated\71IN1.doc
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Ventura County Air Pollution Control District
Rule 71.1.B.3 Applicable Requirements
Portable Tank Requirements

Rule 71.1, ""Crude Oil Production and Separation"
Adopted 06/16/92, Federally-Enforceable

Rule 74.10, ""Components at Crude Oil and Natural Gas Production and Processing
Facilities"
Adopted 03/10/98, Federally-Enforceable

Applicability:

This attachment applies to tanks designated on the Permit to Operate as portable, and used in the
production, gathering, storage, processing, and separation of crude oil and natural gas from any
petroleum production permit unit prior to custody transfer. A portable tank is defined as a tank
that can be moved from one location to another by attachment to a motor vehicle without having
to be dismantled. A tank is further defined as a container, constructed primarily of nonearthen
materials, used for the purpose of storing or holding petroleum material, or for the purpose of
separating water and/or gas from petroleum material. A tank battery is defined as any tank or
aggregation of tanks. An aggregation of tanks is considered a tank battery only if the tanks are
located so that no one tank is more than 150 feet from any other tank, edge to edge.

The tank's hatches and other inlet and outlet liquid and gas piping connections are considered to
be components subject to the leak requirements of APCD Rule 74.10, "Components at Crude Oil
and Natural Gas Production and Processing Facilities".

Conditions:

1. Pursuant to Rule 71.1.B.3, portable tanks used to store or hold crude oil shall be equipped
with both a closed cover that is impermeable to ROC vapors and a pressure-vacuum valve
set by the manufacturer or according to the manufacturer's recommendations. A portable
tank shall be defined as a tank that can be moved from one location to another by
attachment to a motor vehicle without having to be dismantled.

2 Pursuant to Rule 71.1.D.1.¢c, the vapor recovery provisions of Rule 71.1.B.1 shall not
apply to portable tanks if all of the following conditions are met:

a. The portable tank is not used to increase the storage capacity of an existing tank
battery.

Attachment 71.1N6 Page: 1



b. The portable tank is not located within 150 feet of a tank battery that is subject to
the vapor recovery provisions of Rule 71.1.B.1.

¢ The portable tank is being used during maintenance activity at a tank battery or
well and has not held or stored crude oil for more than 60 days.

3 The tank's hatches and other inlet and outlet gas and liquid piping connections are
components subject to the leak requirements of Rule 74.10, "Components at Crude Oil
and Natural Gas Production and Processing Facilities".

4. On an annual basis, permittee shall certify that portable tanks at the facility are complying
with Rule 71.1.B.3. This compliance certification shall include verifying the integrity of
the roof and pressure-vacuum relief valve.

For portable tanks that are not permanently located at the facility, permittee shall maintain
records to show that the integrity of the roof and pressure-vacuum relief valve were
verified when the tank was brought to the facility.

3. Pursuant to Rule 71.1.E.3, any person claiming the exemption of Rule 71.1.D.1.c for any
portable tank shall maintain records indicating the number of days the tank has stored or
held crude oil during the maintenance operation. In addition, the location of the portable
tank relative to a tank battery, and whether the tank was connected to vapor recovery shall
be indicated. These records shall be submitted to the District upon request.

WAPCDBULLPEN\DivData\ENG\TITLEV\Attachments updated\71 IN6.doc
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Ventura County Air Pollution Control District
Rule 71.5.B.1.a.1 Applicable Requirements
Glycol Dehydrators
Closed Pipe Control System to Fuel Gas or Sales Gas System

Rule 71, “Crude Oil and Reactive Organic Compound Liquids”
Adopted 12/13/94, Federally-Enforceable

Rule 71.1, "Crude Oil Production and Separation"
Adopted 06/16/92, Federally-Enforceable

Rule 71.5, "Glycol Dehydrators"
Adopted 12/13/94, Federally-Enforceable

Rule 74.10, "Components at Crude Oil and Natural Gas Production and Processing
Facilities"
Adopted 03/10/98, Federally-Enforceable

Applicability:

This attachment applies to all glycol dehydrators, regardless of size, anywhere natural gas is
dehydrated. The glycol contacts and absorbs the water vapor in the gas and becomes rich glycol.
This glycol is then regenerated by distilling the water. The distilled or lean glycol is then
recycled back to the absorber. The glycol regenerator vent exhausts the water vapor, aromatic
hydrocarbons and other reactive organic compounds (ROC) from the rich glycol distillation.

More specifically, this attachment applies to glycol dehydrators with regenerator vents that are
controlled with a condenser/vapor disposal system. This attachment applies to control systems
that use a closed pipe collection system that condenses ROC emissions and directs all vapors to a
fuel gas system or sales gas system.

In addition to being subject to APCD Rule 71.5, “Glycol Dehydrators”, the glycol reboiler
portion of the glycol dehydrator is also subject to APCD Rule 74.15.1, "Boilers, Steam
Generators, and Process Heaters", if it utilizes a natural gas-fired reboiler with a heat input rating
of 1.00 MMBTU per hour, or greater; or to APCD Rule 74.15, "Boilers, Steam Generators, and
Process Heaters", if it utilizes a natural gas-fired reboiler with a heat input rating of 5.00
MMBTU per hour, or greater.

Conditions:
1. Pursuant to Rule 71.5.B.1.a.1, no person shall operate a gas dehydration system unless the

reactive organic compound (ROC) emissions from the glycol regenerator vents are
controlled by a condenser/vapor disposal system that collects and condenses ROC

Attachment 71.5N1 Page: 1



emissions and directs all uncondensed ROC emissions to a vapor recovery/disposal
system. The vapor disposal portion of the system shall consist of a system that directs all
vapors to a fuel gas system or a sales gas system.

2 Pursuant to Rule 71.5.B.2, the condensed hydrocarbon liquid stream from the glycol
dehydration vents shall be stored and handled in a manner that will not cause or allow the
evaporation of ROC into the atmosphere, except as allowed by Section D, "Exemptions”,
of APCD Rule 71.1, "Crude Oil Production and Separation”.

3. Pursuant to Rule 71.5.B.3, the emission control system shall be maintained in a leak-free
condition.

As detailed in Rule 71.B.14, a “gas leak” exists when a reading in excess of 10,000 ppm,
as methane, above background, is obtained using an appropriate portable hydrocarbon
analyzer and when sampling is performed according to the procedures specified in EPA
Method 21 - Appendix A of 40 CFR Section 3.2.1. A “liquid leak” exists when the
dripping of liquid containing reactive organic compounds at a rate of more than three (3)
drops per minute is observed.

4. The glycol dehydrator emission control system’s inlet and outlet gas and liquid piping
connections are components subject to the leak requirements of Rule 74.10, “Components
at Crude Oil and Natural Gas Production and Processing Facilities”. Compliance with
Rule 74.10 at the glycol dehydrator ensures compliance with the leak-free condition
requirement of Rule 71.5.B.3.

5. Pursuant to Rule 71.5.D.1, the operator of any glycol unit subject to Rule 71.5 shall
maintain a current file of the information necessary to assist with rule compliance and
shall submit this information to the District upon request. This information, at a
minimum, shall include the following:

a. Facility name, APCD permit number
b. Location, size of glycol dehydrator reboiler (MMBTU/hr), amount of gas
dehydrated (MMSCFD) and type of glycol used

C. Description of any installed ROC control system
Flow diagram of dehydrator and any ROC controls
& Maintenance records of the ROC control system
6. Permittee shall annually certify the glycol dehydrator emission control system to ensure

that compliance with Rules 71.5.B.1.a.1, 71.5.B.2, and 71.5.B.3 is being maintained.
This annual certification shall include a visual inspection assuring that the glycol
dehydrator emission control system is a closed system, that the tank storing the condensed
hydrocarbon liquid is a closed tank, and that the glycol unit is leak free.
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Ventura County Air Pollution Control District
Rule 74.9.D.3 Applicable Requirements
Emergency Standby Stationary Internal Combustion Engines
Operated During Either an Emergency or Maintenance Operation

Rule 74.9, ""Stationary Internal Combustion Engines"
Adopted 11/08/05, Federally-Enforceable

Applicability:

This attachment applies to emergency standby stationary internal combustion engines rated at 50
or more horsepower, not subject to the provisions of APCD Rule 74.16, "Oilfield Drilling
Operations", and operated during an emergency or maintenance operation. Maintenance
operation is limited to 50 hours per calendar year. Pursuant to Rule 74.9.D.3, emergency standby
stationary internal combustion engines operated during an emergency or during maintenance
operation of no more than 50 hours per calendar year are exempt from Sections B, C, and E of
Rule 74.9.

As detailed in Rule 74.9.1.2 an emergency standby engine is defined as an internal combustion
engine used only when normal power line or natural gas service fails, or for the emergency
pumping of water for either fire protection or flood relief. An emergency standby engine may not
be operated to supplement a primary power source when the load capacity or rating of the
primary power source has been either reached or exceeded.

Conditions:

1. Pursuant to Section D.3 of Rule 74.9, an applicable emergency standby stationary internal
combustion engine shall only be operated during an emergency or during maintenance
operation of not more than 50 hours per calendar year.

Pursuant to Section 1.5 of Rule 74.9, a maintenance operation is defined as the use of an
emergency standby engine and fuel system during testing, repair and routine maintenance
to verify its readiness for emergency standby use.

2. Pursuant to Section D.3 of Rule 74.9, each emergency standby engine shall be equipped
with an operating, non-resettable, elapsed hour meter.

4 Pursuant to Section F.1 of Rule 74.9, the Annual Compliance Certification shall include

the following records for each emergency standby engine: Engine manufacturer, model
number, operator identification number, and location.
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4. Pursuant to Section F.2 of Rule 74.9, the annual engine hours of maintenance operation
shall be reported annually. A report shall be provided to the District after every calendar
year by February 15.
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Ventura County Air Pollution Control District
Rule 74.9.D.8 Applicable Requirements
Stationary Diesel-Fired Internal Combustion Engines
Permitted Capacity Factor of 15 Percent or Less

Rule 74.9, "Stationary Internal Combustion Engines"
Adopted 11/08/05, Federally-Enforceable

Applicability:

This attachment applies to stationary diesel-fired internal combustion engines rated at 50 or more
horsepower, and not subject to the provisions of APCD Rule 74.16, "Oilfield Drilling
Operations". As detailed in Rule 74.9.D.8, stationary diesel-fired internal combustion engines
with a permitted capacity factor of 15 percent or less are exempt from Sections B, C, and E of
Rule 74.9. The "permitted capacity factor" is defined as the annual permitted fuel use divided by
the manufacturer's specified maximum hourly fuel consumption times 8760 hours per year.
Specifically, this attachment applies to diesel engines that qualify for the 15 percent or less
permitted capacity factor exemption.

Conditions:

1 Pursuant to Rule 74.9.D.8, the provisions of Section B (Requirements), Section C
(Engine Operator Inspection Plan), and Section E (Recordkeeping Requirements) of Rule
74.9 shall not apply to stationary internal combustion diesel engines with a permitted
capacity factor of 15 percent or less.

2. Each engine shall have a permitted annual diesel fuel limit stipulated in the Permit to
Operate which equates to no more than 15 percent annual capacity.

B The operator maintain the following records and submit them to the District upon request:
a. Data for each engine verifying the manufacturer's specified maximum hourly fuel
consumption;
b. Data specifying the actual annual usage (e.g., fuel consumption or operating
hours); and
c. Data for each engine including the engine manufacturer, model number, operator

identification number, and location of each engine.
4, The Annual Compliance Certification shall include a report of the engine's hours of

operation or fuel usage.
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Ventura County Air Pollution Control District
Rule 74.9.D.9 Applicable Requirements
Stationary Diesel-Fired Internal Combustion Engines
Used to Power Cranes and Welding Equipment

Rule 74.9, "Stationary Internal Combustion Engines"
Adopted 11/08/05, Federally-Enforceable

Applicability:

This attachment describes the requirements of APCD Rule 74.9, "Stationary Internal Combustion
Engines", and applies to stationary diesel-fired internal combustion engines rated at 50 or more
horsepower, and not subject to the provisions of APCD Rule 74.16, "Oilfield Drilling
Operations".

As detailed in Rule 74.9.D.9, stationary diesel-fired internal combustion engines used to power
cranes and welding equipment are exempt from Sections B, C, and E of Rule 74.9.

Specifically, this attachment applies to diesel engines that are exempt because they are used to
power cranes and welding equipment.

Conditions:

1. Pursuant to Rule 74.9.D.9, the provisions of Section B (Requirements), Section C
(Engine Operator Inspection Plan), and Section E (Recordkeeping Requirements) of Rule
74.9 shall not apply to stationary internal combustion diesel engines used to power cranes
and welding equipment.

2. The engine shall only be used to power a crane or welding equipment.

4 The operator shall maintain data for each engine including the function (usage) of the
engine, manufacturer, model number, operator identification number, and location of

each engine.

4, Permittee shall perform routine surveillance of the diesel-fired engine to ensure that
compliance with Rule 74.9.D.9 is being maintained.
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Ventura County Air Pollution Control District
Rule 26 (BACT) and Rule 74.23.B.1 Applicable Requirements
Stationary Gas Turbines
NOx Emission Limits
Three 4.0 MW Allison S01-KBS Turbines

Rule 26, “New Source Review”
Conditions applied pursuant to Rule 26 are federally enforceable.

Rule 74.23, “Stationary Gas Turbines”
Adopted 01/08/02, Federally-Enforceable

40 CFR Part 64, “Compliance Assurance Monitoring”
Federally-Enforceable

Applicability:

This attachment applies to three 4.0 MW Allison Model 501-KBS5 stationary gas turbines when
operated on natural gas and/or diesel fuel. The turbines are designated as G-1, G-2, and G-3.
The turbines are required to comply with the emission limits and monitoring requirements of
Rule 74.23, “Stationary Gas Turbines”. The turbines are equipped with water injection systems
and SCR for NOx control. The turbines have Best Available Control Technology (BACT) NOx
emission limits that are more stringent than Rule 74.23 as required by Rule 26, “New Source
Review”, pursuant to Authority to Construct No. 01494-370 (issued May 16, 2006).

The emissions of nitrogen oxides (NOx) from these turbines are also subject to the monitoring
requirements of 40 CFR Part 64, “Compliance Assurance Monitoring” (CAM). In addition to
the annual source tests required by Rule 74.23, daily monitoring is required by 40 CFR Part 64.
This attachment requires that an Automatic Data Gathering System (ADGS) be used to monitor
the water to fuel ratio, turbine section inlet temperature (T-5), aqueous ammonia injection rate,
and SCR inlet temperature. These parameters are an indicator of compliance and a reading
outside the compliance range is an excursion as defined in 40 CFR Part 64. This attachment also
requires daily NOx measurements with a portable NOx analyzer at the each turbine exhaust. The
daily NOx measurements are required for CAM compliance.

Conditions:
B Turbine NOX Limits:
Oxides of Nitrogen (NOx expressed as NOy) emissions from Turbines G-1, G-2, and

G-3 shall not exceed 2.5 ppmvd while burning natural gas and shall not exceed 6.5
ppmvd while burning diesel fuel.
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Operation at loads of less than thirty percent (1,000 KW output) are exempt from the
above NOx emission limits based on a 40 CFR Part 55.7 exemption request. Oxides of
Nitrogen (NOx expressed as NO7) emissions from Turbines G-1, G-2, and G-3 while
operating at loads less than thirty percent (1,000 KW output) shall not exceed 5.0
ppmvd while burning natural gas and shall not exceed 13.0 ppmvd while burning
diesel fuel.

These limits shall be referenced at fifteen (15) percent volume stack gas oxygen on a dry
basis. Compliance with this condition shall be verified by annual source testing as
required by Condition No. 4. These NOx emission concentration limits are required for
BACT (Best Available Control Technology) compliance and are more stringent than
Rule 74.23, “Stationary Gas Turbines”, and 40 CFR Part 60 Subpart GG, “Standards of
Performance for Stationary Gas Turbines”.

2. Pursuant to Rule 74.23.B.4, the stack outlet concentration of ammonia (NH3) at Turbines
G-1, G-2, and G-3 shall not exceed 20 ppmvd, referenced at fifteen (15) percent volume
stack gas oxygen on a dry basis. Compliance with this condition shall be verified by
annual source testing as required by Condition No. 4.

3. The NOx and NH; emission limits shall not apply to the turbines when they are operated
during the thermal stabilization period associated with a start-up, planned shutdown, or
unplanned load change. These exemptions shall not exceed one (1) hour. For failed
start-ups, each restart shall begin a new exemption period (Rule 74.23.C.1.¢). A start-up
is the process of bringing an applicable unit and its associated emission control device up
to operating temperature (Rule 74.23.H.10). A planned shutdown is a premeditated
shutdown not caused by automatic sensors or other instrumentation (Rule 74.23.H.7). An
unplanned load change is the automatic release of power from the turbine and the
subsequent restart; loss of power during the release must exceed forty (40) percent of the
turbine rating (Rule 74.23.H.12).

4, Pursuant to Rule 74.23.B.1, each turbine shall be source tested not less than once every
12 months (annually) utilizing the following methods as detailed in Rule 74.23.F:

a. NOx EPA Method 20
b. Oxygen Content ARB Method 100
C. NH; BAAQMD Method ST-1B (Jan. 20, 1982)

The average of three source test runs shall be used to determine compliance. The tests
shall be conducted at 30, 50, 75, and 100 percent loads. Prior to conducting an annual
emissions test, permittee shall notify the APCD Compliance Division. Written
notification shall be received no less than 15 calendar days prior to the test. The
emissions test report shall include the following parameters at all four loads: emissions
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of NOx and NHj in parts per million by volume corrected to 15% oxygen on a dry basis,
pounds per hour and pounds per million BTU; the amount of excess oxygen in percent by
volume; the fuel and exhaust flow rates, in standard cubic feet per minute; the turbine
load in MW; the water injection rate; the water to fuel ratio, turbine section inlet
temperature (T-5), aqueous ammonia flow rate, and SCR inlet temperature. The test
report and results shall be submitted to the APCD Compliance Division within 45 days
after the test.

5, Pursuant to Rule 74.23.B.2 and 40 CFR Part 64, the permittee shall operate, and maintain
in calibration, equipment that continuously measures and records the following
parameters at each turbine:

Water to fuel ratio;

Type and amount of fuel consumed at all loads;

Type and amount of fuel consumed at loads less than 1,000 KW;
Elapsed time of operation;

Turbine section inlet temperature (T-5);

Aqueous ammonia injection rate; and

SCR inlet temperature.

ming R o 8

An Automatic Data Gathering System (ADGS) shall be utilized to measure and record
these turbine parameters. The ADGS shall be installed, calibrated, operated, and
maintained in accordance with the manufacturer’s specifications and recommendations.

The water to fuel ratio, aqueous ammonia injection rate, SCR inlet temperature, and the
turbine section inlet temperature (T-5) shall be maintained at the values specified in
Condition No. 6 below. A water to fuel ratio, aqueous ammonia injection rate, or an SCR
inlet temperature that is less than, or a turbine section inlet temperature (T-5) that is
greater than, the values specified below shall be considered an excursion as defined in 40
CFR Part 64. An excursion is defined as “a departure from an indicator range established
for monitoring”. Once during each eight (8) hour shift, the permittee shall observe the
water to fuel ratios, aqueous ammonia injection rate, SCR inlet temperature, and turbine
section inlet temperature (T-5) to check for any excursions from the values specified
below. Upon detecting such an excursion, the permittee shall inspect the turbine, water
injection system, and SCR system and make repairs or adjustments as necessary, and
restore the water to fuel ratio, turbine section inlet temperature (T-5), aqueous ammonia
injection rate, and SCR inlet temperature to values specified below as expeditiously as
practicable in accordance with good air pollution control practices.

6. Pursuant to Rule 74.23.B.2 and 40 CFR Part 64, the permittee shall operate the turbines
within the following parameters:
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During operation of the turbines on natural gas at loads greater than thirty percent
(1,000 KW), the water to fuel ratio (measured in units of pounds of water per

pound of natural gas burned) shall be greater than or equal to 0.69 Ib water/Ib fuel
averaged over any one hour period.

During operation of the turbines on diesel at loads greater than thirty percent
(1,000 KW), the water to fuel ratio (measured in units of pounds water per pound
diesel burned) shall be greater than 0.69 1b water/Ib fuel averaged over any one

hour period.

The aqueous ammonia injection rate (gallons per hour) at each turbine shall be
greater than or equal to the rates specified below:

Minimum Ammonia Injection Rate (gal/hr)

Natural Gas G-01 G-02 G-03
30% Load 0.7 0.7 0.7
50% Load 0.9 0.9 0.9
75% Load 1.3 1.3 1.3
100% Load 2.0 2.0 2.0
Minimum Ammonia Injection Rate (gal/hr)

Diesel G-01 G-02 G-03
30% Load 1.0 1.0 1.0
50% Load 1.41 1.41 1.41
75% Load 2.0 25 2.0
100% Load 3.0 3.4 3.0

The SCR inlet temperature at each turbine shall be maintained between 500 and
750 degrees Fahrenheit.

The turbine section inlet temperature (T-5) at each turbine shall not exceed 1895

degrees Fahrenheit while burning natural gas or diesel.

These operating parameters are for minimum NOx control; a greater water to fuel ratio or
aqueous ammonia rate may be necessary in order to achieve the NOx emission limits.
Operation outside these parameters are considered to be a CAM “excursions” as defined
in 40 CFR Part 64 (see Condition No. 7.c).

On an annual basis for each turbine, the water to fuel ratio, the aqueous ammonia
injection rate, the SCR inlet temperature, and the turbine section inlet temperature (T-5)
shall be compared to the concentrations of nitrogen oxides as measured by EPA Method
20 as described in Condition No. 4 above. If this annual EPA Method 20 testing

Section No. 7

Attachment 74.23N2/1494-rev471

Page: 4



indicates that the specified parameters need to be revised to comply with the nitrogen
oxide limits of Condition No. 1, the permittee shall submit an application to modify the
permit to reflect the revised values.

% Additional Compliance Assurance Monitoring (CAM) requirements:

The permittee shall comply with the following additional monitoring requirements for
Turbines G-1, G-2, and G-3 for 40 CFR Part 64, “Compliance Assurance Monitoring”, as

follows:

a. The exhaust stack shall be equipped with a sampling port or other sampling
location to allow the placement of a sampling probe downstream of the SCR
system.

b. On a daily basis, the permittee shall measure and record the concentration of

nitrogen oxides and oxygen in the exhaust using a portable emissions analyzer.
The concentration of nitrogen oxides, expressed as nitrogen dioxide, shall be
measured in parts per million by volume on a dry basis (ppmvd) corrected to 15%
oxygen. The portable analyzer may also be installed at a fixed location near the
turbine’s exhausts in order to provide the required daily readings. The
manufacturer and model of the portable emissions analyzer shall be subject to
District approval.

¢ A nitrogen oxides concentration of greater than 2.5 ppmvd at 15% oxygen while
burning natural gas or greater than 6.5 ppmvd at 15% oxygen while burning diesel
as measured by the portable emissions analyzer shall be considered an excursion
as defined in 40 CFR Part 64. An excursion is defined as “a departure from an
indicator range established for monitoring” in 40 CFR Part 64. Upon detecting
such an excursion, the permittee shall inspect the engine and SCR system, make
repairs or adjustments as necessary, and restore the turbine exhaust emissions to
less than 2.5 ppmvd at 15% oxygen while burning natural gas or 6.5 ppmvd at
15% oxygen while burning diesel as expeditiously as practicable in accordance
with good air pollution control practices.

d. The portable emissions analyzer shall be calibrated, operated, and maintained in
accordance with the manufacturer’s specifications and recommendations. On an
annual basis, the measured concentrations of nitrogen oxides of the portable
analyzer shall be compared to the concentrations of nitrogen oxides as measured
by EPA Method 20 as described in Condition No. 4 above. If this annual EPA
Method 20 testing indicates that the turbine is exceeding the nitrogen oxide limits
of Condition No. 1 above when the portable emissions analyzer does not indicate
an excursion, the permittee shall promptly notify the District and report this
situation as a deviation from a Part 70 permit requirement.
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In addition to the records required by Condition No. 9 (Rule 74.23.D) below, the
permittee shall maintain records of portable emissions analyzer readings for the
turbine including the date, time, nitrogen oxides concentration in ppmvd corrected
to 15% oxygen, and for excursions as defined above, a summary of any corrective
actions taken.

In addition to the reports required by Condition No. 8 (Rule 74.23.E) below, the
permittee shall submit a written report to the District Compliance Division that
includes the number and duration of excursions, the cause of the excursion
(including unknown if applicable), and the corrective action taken.

8. Pursuant to Rule 74.23.E and 40 CFR Part 64, the permittee shall submit a report to the
District every six months that contains the following information:

Actual annual fuel consumption for the previous twelve months for each turbine
at all loads and at loads less than 1000 KW;

A copy of the required annual source test report(s);

The number and duration of excursions, the cause of the excursion (including
unknown if applicable), and the corrective action taken.

9, Pursuant to Rule 74.23.D and 40 CFR Part 64, the permittee shall record and/or maintain
the following information:

P B Tthe a0 o

Water to fuel ratio log;

Type and amount of fuel consumed at all loads;

Type and amount of fuel consumed at loads less than 1,000 KW;

Elapsed time of operation;

Aqueous ammonia injection rate;

SCR inlet temperature;

Turbine section inlet temperature (T-5);

The annual source test report;

The number and duration of excursions the cause of the excursion (including
unknown if applicable), and the corrective action taken.
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Ventura County Air Pollution Control District
New Source Performance Standards
40 CFR Part 60 Subpart GG Applicable Requirements
Standards of Performance for Stationary Gas Turbines

40 CFR Part 60, “Standards of Performance for New Stationary Sources”

40 CFR Part 60, Subpart A, “General Provisions”

40 CFR Part 60, Subpart GG, "Standards of Performance for Stationary Gas Turbines"
Federally-Enforceable

Applicability:

This attachment describes the requirements of 40 CFR Part 60 Subpart GG, "Standards of
Performance for Stationary Gas Turbines", and 40 CFR Part 60 Subpart A, "General Provisions",
and applies to stationary gas turbines with heat inputs equal to or greater than 10.7 gigajoules per
hour (approximately 10 MMBTU/Hr) and less than 107.2 gigajoules per hour (approximately
100 MMBTU/Hr) based on the lower heating value of the fuel fired which were constructed,
modified, or reconstructed after October 3, 1977. The Ventura County APCD has been delegated
authority for 40 CFR Part 60 Subpart GG and is considered to be the Administrator.

Conditions:

L Oxides of Nitrogen (NOx expressed as NO,) emissions from an applicable turbine shall
not exceed 150 ppmvd. This limit shall be referenced at fifteen (15) percent volume stack
gas oxygen on a dry basis, and corrected to ISO standard conditions as detailed in
60.335(c)(1). The District is not providing allowances for unit efficiency or fuel bound
nitrogen. (60.332(c) and 60.332(a)(2))

2 Sulfur dioxide (SO,) emissions from an applicable turbine unit shall not exceed 0.015
percent by volume (150 ppmvd). This limit shall be referenced at fifteen (15) percent
volume stack gas oxygen on a dry basis. (60.333(a))

) The emission limits listed above shall not apply to the turbines when they are operated
under the following conditions:

a. The NOx emission limit shall not apply to applicable natural gas fired turbines
when being fired with an emergency fuel. Emergency fuel is defined as a fuel
fired by a gas turbine only during circumstances, such as natural gas supply
curtailment or breakdown of delivery system, that make it impossible to fire
natural gas in the gas turbine. (60.332(k) and 60.331(r))

b. The NOx and SO, emission limits shall not apply during periods of startup,
shutdown, and malfunction. (60.8(c))
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4. The sulfur content of the fuel burned in the applicable turbine shall not exceed 0.8 percent
by weight. (60.333(b))

a5 If the subject turbine is equipped with water injection for NOx control, the permittee shall
operate a continuous monitoring system to monitor and record the fuel consumption and
the ratio of water to fuel being fired in the turbine. This system shall be accurate to
within +5.0% and shall be approved by the District. (60.334(a))

For the purpose of reports required under 60.7(c), periods of excess emissions that shall
be reported are defined as any one-hour period during which the average water-to-fuel
ratio falls below the water-to-fuel ratio determined to demonstrate compliance with the
150 ppmvd NOx limit by the most recent performance test. (60.334(c)(1))

The permittee shall maintain a file of all continuous emission monitoring measurements
and information, and performance tests pursuant to 60.7(f).

6. The permittee shall maintain records of the occurrence and duration of any startup,
shutdown, or malfunction in the operation of an affected facility; any malfunction of the
air pollution control equipment; or any periods during which a continuous monitoring
system or monitoring device is inoperative. (60.7(b))

T The permittee shall monitor and record the sulfur content of the fuel being fired in the
turbine. The following test schedules and methods shall be used:

a. The sulfur content of liquid fuels shall be determined on each occasion that fuel is
transferred to the storage tank from any other source. Test Method ASTM D
2880-71 shall be used. (60.334(b)(1) and 60.335(d))

b. The sulfur content of gaseous fuels shall be determined every six months, as
established by the Administrator. Test Methods ASTM D 1072-80, D 3031-81, D
4084-82, or D 3246-81 shall be used. (60.334(b)(2) and 60.335(d))

8. Pursuant to 40 CFR Part 60.334(c), excess emissions and monitoring systems
performance report, and/or an emissions and monitoring summary report shall be
submitted to the District on a quarterly basis. Reporting format shall follow 40 CFR Part
60 Section 60.7(c) and (d). All reports shall be postmarked by the 30th day following the
end of the calendar quarter as required by 60.7(c). The frequency of the excess emission
reports may be reduced by following the procedure detailed in 60.7(¢). For purpose of
this notice, the following information shall be included in the report:

a. Any one-hour period during which the average water-to-fuel ratio, as measured by

the continuous monitoring system, falls below the water-to-fuel ratio determined
to demonstrate compliance with the 150 ppmvd NOx limit by the most recent
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performance test. Each report shall include the average water-to-fuel ratio,
average fuel consumption, ambient conditions, and gas turbine load. (60.7(c) and

60.334(c)(1))
b Exceedances of the 0.8 percent by weight sulfur content fuel limit. (60.7(c) and
60.334(c)(2))
C: Each period, type, reason and duration of the firing of emergency fuel. (60.7(c)
and 60.334(c)(4))
9 Upon request by the District, the permittee shall perform an emissions test to determine

the NOx and SOx emissions from the turbine. EPA Method 20 shall be used to
determine the nitrogen oxides, sulfur dioxide, and oxygen concentrations. The span
values shall be 300 ppm of nitrogen oxide and 21 percent oxygen. The NOx emissions
shall be determined at 30, 50, 75, and 100 percent loads or at four points in the normal
operating range of the gas turbine, including the minimum point in the range and peak
load. (60.8 and 60.335(c)(3))
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Ventura County Air Pollution Control District
California Airborne Toxic Control Measure For
Stationary Compression Ignition Engines
Engines Used Solely on OCS Platforms

Section 93115, Title 17, California Code of Regulations, Airborne Toxic Control Measure
For Stationary Compression Ignition (CI) Engines
Effective 05/19/11

The District is required to implement and enforce the state ATCM. The ATCM is not federally-
enforceable.

Applicability:

This attachment describes the requirements of California Airborne Toxic Control Measure
(ATCM) For Stationary Compression Ignition (CI) Engines that apply to in-use stationary diesel-
fueled CI engines that are operated solely on OCS Platforms. Section 93115.3(h) of the ATCM
exempts such engines from the operating requirements and emission standards for new and in-
use engines as listed in Sections 93115.6 and 93115.7 of the ATCM. Pursuant to Section
93115.4(a)(8) CARB Diesel Fuel means any diesel fuel that meets the specifications of vehicular
diesel fuel, as defined in title 13, CCR, sections 2281 and 2282. The Verification Procedure is
defined in Section 93115.4(a)(78).

Conditions:

1. Pursuant to subsection 93115.5(a), as of January 1, 2006, the permittee shall not fuel the
engine with any fuel unless the fuel is one of the following:

a. CARB Diesel Fuel, or
b. An alternative diesel fuel that is:
1) biodiesel;
2) a biodiesel blend that does not meet the definition of CARB diesel Fuel

3) a Fischer-Tropsch fuel; or
4) an emulsion of water in diesel fuel; or

c. any alternative diesel fuel that is not identified in section 93115.5(a)(2) and meets
the requirements of the Verification Procedure; or

d. an alternative fuel; or

e. CARB Diesel Fuel used with fuel additives that meets the requirements of the
Verification Procedure; or

; any combination of the above.

2. Pursuant to subsection 93115.10(f)(1), the permittee shall keep records and prepare a

monthly summary that shall list and document the nature of use for each of the following:
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a. Emergency use hours of operation;

b. Maintenance and testing hours of operation;

& Type of fuel use in the engines. For engines operated exclusively on CARB
Diesel Fuel, the owner or operator shall document the use of CARB Diesel Fuel
through the retention of fuel purchase records indicating that the only fuel
purchased for supply to an emergency standby engine was CARB Diesel Fuel; or
for engines operated on any fuel other than CARB Diesel Fuel, the fuel records
demonstrating that the only fuel purchased and added to an emergency standby
engine or engines, or to any fuel tank directly attached to an emergency standby
engine or engines, meets the requirements of section 93115.5(b).
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Ventura County Air Pollution Control District
National Emission Standards for Hazardous Air Pollutants
For Stationary Reciprocating Internal Combustion Engines

Existing Emergency Diesel Engines at an Area Source of HAPs

40 CFR Part 63, Subpart ZZZZ, “National Emission Standards for Hazardous Air
Pollutants for Stationary Reciprocating Internal Combustion Engines” (RICE MACT)

Applicability:

The NESHAP for Stationary Reciprocating Internal Combustion Engines is applicable to all
stationary reciprocating internal combustion engines (RICE) at both major and area sources of
hazardous air pollutants. The NESHAP is applicable to both compression ignition (CI — diesel)
engines and spark ignition (SI — natural gas, landfill gas, gasoline, propane, etc.) engines. The
specific conditions below are for existing emergency diesel engines at an area source. An engine
is defined as “existing” if it was constructed before June 12, 2006. A stationary source is defined
as an “area source” if it is not a major source of HAP (Hazardous Air Pollutants) emissions;
meaning the stationary source does not emit or have the potential to emit any single HAP at a
rate of 10 tons or more per year or any combination of HAP at a rate of 25 tons or more per year.

Pursuant to Section 63.6675, an “emergency engine” is any engine whose operation is limited to
emergency situations and required testing and maintenance. An emergency can be the loss of
grid power or the stationary source’s own power production. Stationary RICE used for peak
shaving or as part of a financial arrangement to supply power into the grid, or as a part of a
demand response program are not considered emergency stationary RICE.

Pursuant to Section 63.6595(a)(1), the permittee must comply with the applicable operating
requirements no later than May 3, 2013.

Conditions:

1. Pursuant to Section 63.6603(a), Table 2d, the permittee shall comply with the following
operating requirements:

a. Change oil and filter every 500 hours of operation or annually, whichever comes
first. An oil analysis program as described in Section 63.6625(i) can be utilized in

order to extend the specified oil change requirement.

b. Inspect air cleaner every 1,000 hours of operation or annually, whichever comes
first, and replace as necessary.

c. Inspect all hoses and belts every 500 hours of operation or annually, whichever
comes first, and replace as necessary.
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Pursuant to Table 2d, if an emergency RICE is operating during an emergency and it is not
possible to perform the above maintenance or if performing the maintenance would
otherwise pose an unacceptable risk under federal, state, or local law, the maintenance can
be delayed and should be performed as soon as practicable after the emergency has ended or
the unacceptable risk has abated. All such maintenance delays shall be reported to the
APCD Compliance Division.

2 Pursuant to Section 63.6625(¢) and 63.6640(a), Table 6, the permittee shall operate and
maintain the stationary RICE according to the manufacturer’s emission-related written
instructions or develop your own plan which must provide to the extent practicable for the
maintenance and operation of the engine in a manner consistent with good air pollution
control practice for minimizing emissions.

3. Pursuant to Section 63.6625(f), the RICE shall be equipped with a non-resettable hour
meter.

4, Pursuant to Section 63.6625(h), the permittee shall minimize the engine’s time spent at idle
during startup and minimize the engine’s startup time to a period needed for appropriate and
safe loading of the engine, not to exceed 30 minutes.

¥ Pursuant to Sections 63.6640(f) and 63.6675, the permittee shall operate the emergency
RICE in compliance with the following requirements:

a. There is no time limit on the use of emergency stationary RICE in emergency
situations.
b. The emergency stationary RICE may not be operated for peak shaving as part of a

financial agreement to supply power into the grid, or as part of a demand response
program, unless specifically allowed by this permit.

6. Pursuant to Sections 63.6655(¢e) and 63.655(f), the permittee shall maintain the following
records:

a. Records of maintenance conducted on the stationary emergency RICE.

b. Records of the hours of operation of the engine that is recorded through the non-
resettable hour meter. The permittee must document how many hours are spent for
emergency operation, including what classified the operation as emergency, and how
many hours are spent for non-emergency operation.

7. On an annual basis, the permittee shall certify that all engines at this stationary source are
operating in compliance with 40 CFR Part 63, Subpart ZZZZ, “National Emission Standards
for Hazardous Air Pollutants for Stationary Reciprocating Engines” (RICE MACT).
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Standards for Hazardous Air Pollutants for Stationary Reciprocating Engines” (RICE
MACT).
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Ventura County Air Pollution Control District
National Emission Standards for Hazardous Air Pollutants
for Stationary Reciprocating Internal Combustion Engines
Existing Non-Emergency Diesel Engines < 300 HP at an Area Source of HAPs

40 CFR Part 63, Subpart ZZZZ, “National Emission Standards for Hazardous Air
Pollutants for Stationary Reciprocating Internal Combustion Engines” (RICE MACT)

Applicability:

The NESHAP for Stationary Reciprocating Internal Combustion Engines is applicable to all
stationary reciprocating internal combustion engines (RICE) at both major and area sources of
hazardous air pollutants. The NESHAP is applicable to both compression ignition (CI — diesel)
engines and spark ignition (SI — natural gas, landfill gas, gasoline, propane, etc.) engines. The
specific conditions below are for existing non-emergency diesel engines rated at less than or
equal to 300 HP (horsepower) at an area source. An engine is defined as “existing” if it was
constructed before June 12, 2006. A stationary source is defined as an “‘area source” if it is not a
major source of HAP (Hazardous Air Pollutants) emissions; meaning the stationary source does
not emit or have the potential to emit any single HAP at a rate of 10 tons or more per year or any
combination of HAP at a rate of 25 tons or more per year.

A non-emergency engine is any engine whose operation does not meet the definition of an
“emergency engine” as defined in Section 63.6675. Pursuant to Section 63.6675, an “emergency
engine” is any engine whose operation is limited to emergency situations and required testing
and maintenance. An emergency can be the loss of grid power or the stationary source’s own
power production. Stationary RICE used for peak shaving or as part of a financial arrangement
to supply power into the grid, or as a part of a demand response program are not considered
emergency stationary RICE.

Pursuant to Section 63.6595(a)(1), the permittee must comply with the applicable operating
requirements no later than May 3, 2013.

Conditions:

1. Pursuant to Section 63.6603(a), Table 2d, the permittee shall comply with the following
operating requirements:

a. Change oil and filter every 1,000 hours of operation or annually, whichever
comes first. An oil analysis program as described in Section 63.6625(i) can be

utilized in order to extend the specified oil change requirement.

b. Inspect air cleaner every 1,000 hours of operation or annually, whichever comes
first, and replace as necessary.
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c. Inspect all hoses and belts every 500 hours of operation or annually, whichever
comes first, and replace as necessary.

2 Pursuant to Section 63.6604, the permittee shall use diesel fuel that meets the
requirements in 40 CFR 80.510(b) for nonroad diesel.

3. Pursuant to Section 63.6625(¢e) and 63.6640(a), Table 6, the permittee shall operate and
maintain the stationary RICE according to the manufacturer’s emission-related written
instructions or develop your own plan which must provide to the extent practicable for
the maintenance and operation of the engine in a manner consistent with good air
pollution control practice for minimizing emissions.

4. Pursuant to Section 63.6625(h), the permittee shall minimize the engine’s time spent at
idle during startup and minimize the engine’s startup time to a period needed for
appropriate and safe loading of the engine, not to exceed 30 minutes.

5 Pursuant to Section 63.6655(¢), the permittee shall maintain records of the maintenance
conducted on the stationary RICE.

6. On an annual basis, the permittee shall certify that all engines at this stationary source are
operating in compliance with 40 CFR Part 63, Subpart ZZZ7Z, “National Emission

Standards for Hazardous Air Pollutants for Stationary Reciprocating Engines” (RICE
MACT).
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Ventura County Air Pollution Control District
National Emission Standards for Hazardous Air Pollutants
for Stationary Reciprocating Internal Combustion Engines
Existing Non-Emergency Diesel Engines > 500 HP at an Area Source of HAPs

40 CFR Part 63, Subpart ZZZZ, “National Emission Standards for Hazardous Air
Pollutants for Stationary Reciprocating Internal Combustion Engines” (RICE MACT)

Applicability:

The NESHAP for Stationary Reciprocating Internal Combustion Engines is applicable to all
stationary reciprocating internal combustion engines (RICE) at both major and area sources of
hazardous air pollutants. The NESHAP is applicable to both compression ignition (CI — diesel)
engines and spark ignition (SI — natural gas, landfill gas, gasoline, propane, etc.) engines. The
specific conditions below are for existing non-emergency diesel engines rated at greater than 500
HP (horsepower) at an area source. An engine is defined as “existing” if it was constructed
before June 12, 2006. A stationary source is defined as an “arca source” if it is not a major
source of HAP (Hazardous Air Pollutants) emissions; meaning the stationary source does not
emit or have the potential to emit any single HAP at a rate of 10 tons or more per year or any
combination of HAP at a rate of 25 tons or more per year.

A non-emergency engine is any engine whose operation does not meet the definition of an
“emergency engine” as defined in Section 63.6675. Pursuant to Section 63.6675, an “emergency
engine” is any engine whose operation is limited to emergency situations and required testing
and maintenance. An emergency can be the loss of grid power or the stationary source’s own
power production. Stationary RICE used for peak shaving or as part of a financial arrangement
to supply power into the grid, or as a part of a demand response program are not considered
emergency stationary RICE.

Pursuant to Section 63.6595(a)(1), the permittee must comply with the applicable operating
requirements no later than May 3, 2013.

Conditions:

1. Pursuant to Section 63.6603(a), Table 2d, and Section 63.6625(h), during periods of
startup, the permittee shall minimize the engine’s time spent at idle and minimize the
engine’s startup time at startup to a period needed for appropriate and safe loading of the
engine, not to exceed 30 minutes, after which time the non-startup emission limitations
listed in the conditions below apply.

2. Pursuant to Section 63.6603(a), Table 2d, the permittee shall comply with the following
operating requirements for non-emergency, non-black start (i.e., black start means to only
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start up a combustion turbine) CI stationary RICE > 500 HP, except during periods of
startup:

a. Limit concentration of CO in the stationary RICE exhaust to 23 ppmvd at 15
percent O2; or

b. Reduce CO emissions by 70 perccnt' or more.

Pursuant to Section 63.6603(a), Table 2b, if an oxidation catalyst is installed to meet the
above requirements, the permittee shall maintain the catalyst so that the pressure drop
across the catalyst stays within the required range and the engine exhaust temperature at
the catalyst inlet stays within the required range. If the engine is not equipped with an
oxidation catalyst, then the permittee shall comply with operating limitations approved
after the unit has achieved compliance with the emissions limits. Prior to installing an
oxidation catalyst, the permittee shall apply for, and obtain, an APCD Authority to
Construct.

Pursuant to Section 63.6604, the permittee shall use diesel fuel that meets the
requirements in 40 CFR 80.510(b) for nonroad diesel.

Pursuant to Sections 63.6612 and 63.6630, the permittee shall conduct initial
performance tests according to Tables 4 and 5. This may include testing pursuant to EPA
Method 10 for meeting the CO ppmvd limit or testing with a portable CO and oxygen
analyzer for meeting the CO percent reduction limit. The testing is required within 180
days after the compliance date (May 3, 2013).

Pursuant to Section 63.6620 and Section 63.6640, Table 6, the permittee shall conduct
subsequent performance tests every 8,760 hours of operation or every three years,

whichever comes first. Testing shall be conducted as stipulated in Section 63.6620 and
Table 4.

Pursuant to Section 63.6625, if the unit is equipped with a CEMS (Continuous Emission
Monitoring System) or CPMS (Continuous Parameter Monitoring System), the permittee
shall comply with the monitoring requirements of Section 63.6625(a) or 63.6625(b).

Pursuant to Section 63.6625(g), if the unit is not equipped with a closed crankcase
ventilation system, the permittee shall install such a system or install an open crankcase
filtration emission control system.

Pursuant to Section 63.6650 and Table 7, the permittee shall submit semiannual
compliance reports. The compliance report shall contain the information specified in
Sections 63.6650(c)(1) through (6).
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10.  Pursuant to Section 63.6655, the permittee shall maintain all applicable records described
in Sections 63.6655(a)(1) through (a)(5) and (b)(1) through (b)(3).

11. On an annual basis, the permittee shall certify that all engines at this stationary source are
operating in compliance with 40 CFR Part 63, Subpart ZZZZ, “National Emission

Standards for Hazardous Air Pollutants for Stationary Reciprocating Engines” (RICE
MACT).
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8. PERMIT SPECIFIC CONDITIONS (ATTACHMENTS)

As discussed in Section No. 2, “Permitted Equipment and Applicable Requirements Table”, the
emissions units at this stationary source listed in the table have requirements that are specifically
applicable to them. The applicable requirements are primarily based on Rule 26, “New Source
Review” requirements (e.g., BACT and offset requirements), or Rule 29, “Conditions on
Permits” requirements (e.g., throughput recordkeeping requirements, specific requirements that
limit emissions, etc.). These requirements are in addition to the specific applicable requirements
listed in Section No. 7.

In this section of the permit, the permit conditions that are associated with each specific
applicable requirement are listed in an individual attachment. The attachment is identified with
the label “Attachment PO (Title V Permit No.) PC#” in the lower left corner. Each attachment
has an applicability section that describes how and why this attachment applies to the specific
emissions unit. The attachment may apply to one or more of the emissions units listed in the
Permitted Equipment and Applicable Requirements Table in Section No. 2.
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Ventura County Air Pollution Control District
Additional Permit Requirements
Platform Gail Additional Requirements

Rule 26, “New Source Review”
Rule 29, “Conditions on Permits”

For OCS sources, conditions applied pursuant to Rule 26 or Rule 29 are federally enforceable.

Applicability:

This attachment applies to Platform Gail. These requirements are in addition to any other
specific or general requirements referenced in this permit.

Conditions:

i In order to comply with the throughput and consumption limits of this permit, the
permittee shall maintain monthly records of throughput and consumption as detailed in
Section No. 3, “Permitted Throughput and Consumption Limit Table”, of this permit.
The monthly records shall be summed for the previous 12 months. Throughput or
consumption totals for any of these 12 calendar month rolling periods in excess of the
specified limit shall be considered a violation of this permit. This is a general throughput
and consumption recordkeeping condition and applies unless another throughput and
consumption recordkeeping condition appears in this section of the permit. (Rule 29)

2, The permitted emissions authorized by this permit are based in part on the fugitive
emissions from 30 oil wells. Wells with dual completions are considered separate oil
wells. This platform currently has 30 oil well completions. An Authority to Construct is
required to be obtained from the District prior to drilling any wells, unless that activity is
a redrill. Emission offsets must also be provided with the submittal of any application to
increase the number of wells beyond 30 wells. (Rule 29)

3. The following wells shall be free flowing or operated with electric motor driven artificial
lift equipment:

E-7 Short E-12 Short  E-21 Short  E-24 Short  E-27 Long
E-7 Long E-12 Long E-22 Long E-24Long E-28

E-9 Short E-14 Short  E-23 Short  E-25 Short

E-11 E-14 Long E-23 Long  E-25 Long

This condition is applied as Best Available Control Technology. (Rule 26)

Section No. 8
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4, All diesel fuel consumed in the crane engines, turbines, turbine starter engines, backup
generator engine, and in the boats shall contain 0.05% sulfur by weight, or less. In order
to comply with this condition, permittee shall maintain fuel records, or certification from
the fuel supplier, documenting the sulfur content of each diesel fuel delivery. (Rule 29)

a The permitted emissions for crew boats, work boats, and specialty vessels (as defined
below) servicing this OCS Platform shall not exceed the following limits:

ROC NOx PM SOx CO
Tons/Year  2.77 46.87 2.80 0.63 8.52

In order to comply with this condition, the permittee shall maintain monthly records of
diesel fuel consumption for all crew boats, work boats, and specialty vessels servicing
Venoco OCS Platforms Grace and Gail. Boats not owned by Venoco that are providing
emergency oil spill response or training shall not be included in these records. The fuel
usage, in gallons, shall be allocated 35% to Platform Grace and 65% to Platform Gail for
the work boat and 40% to Platform Grace and 60% to Platform Gail for the crewboat.
Specialty vessel fuel usage shall be allocated to the platform at which the service is being
provided. The fuel usage figures, in gallons per month, shall be multiplied by the
following District approved emission factors, in units of pounds per thousand gallons
(Ibs/Mgal), and multiplied by the appropriate conversion factors to obtain emissions in
units of tons per month:

ROC NOx PM SOx CO
Lbs/Mgal 3303 561.00 33.50 7.50 102.00

Using these emission factors, the annual permitted emissions for the crew and work boats
at this platform are equivalent to an annual diesel fuel limitation of 167.100 gallons per
year.

The monthly boat emissions shall be summed for the previous 12 months. The emission
totals for the previous 12 months in excess of the above limits shall be considered to be a
violation of this condition.

This boat emission calculation method is for the purposes of demonstrating compliance
with the above permitted emission limits only. If permittee wishes to submit an
application to create an ERC (emission reduction credit) from reducing permitted
emissions from boats servicing this platform, an analysis shall be submitted with the
application, as required by APCD Rule 26.4.E.2, to demonstrate that the emission
reduction is real, quantifiable, permanent, enforceable, and surplus. This analysis shall
include, but is not limited to, source test data and actual fuel use data on individual boat
engines that may be subject to an application for ERCs.

Section No. 8 Page: 2
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Specialty vessels are any vessels that are used for temporary projects at the platforms
other than the crew and work boats listed in Condition Nos. 6 and 7 below and the
permitted equipment tables, emergency oil spill response vessels, or training vessels.
These vessels include, but are not limited to, derrick and/or crane barges and acidizing
and/or cementing vessels. When such services are required, the permittee shall provide
the APCD Compliance Division with a description of the vessel and its intended use,
including the service to be performed and approximate days on site, at least 24 hours
prior to such use. The vessel description shall include the name of the vessel and a
description of all engines with a maximum rating of greater than or equal to 50 BHP,
including make, model, and rated capacity (BHP). The permittee shall maintain a log
showing the days and hours that each specialty vessel is in service at the platform. (Rules
26 and 29)

6. There are forty-nine permitted engines which are used on nine Crew Boats:

“Glenn C”

4 - 510 BHP Diesel Main Engines, Detroit 12V71TI
2 - 124 BHP Diesel Generator Engines, Detroit 4-7IN
“Doug C”

3 - 535 BHP Diesel Main Engines, Detroit 6062

2 - 50.5 BHP Diesel Generator Engines, Lugger L984
“Ryan T”

4 - 510 BHP Diesel Main Engines, Detroit 12V71TI

2 - 75 BHP Diesel Generator Engines, Detroit 3-71
“Robbie Tide”

3 - 510 BHP Diesel Main Engines, Detroit 12V71TI
2 - 75 BHP Diesel Generator Engines, Detroit 3-71
“Patrick”

3 - 510 BHP Diesel Main Engines, Detroit 12V71TI

2 - 75 BHP Diesel Generator Engines, Detroit 3-71
"Jackie C"

4 - 510 BHP Diesel Main Engines, Detroit 12V71TI
2 - 65 BHP Diesel Generator Engines, Detroit 3-71

1 - 89 BHP Diesel Fire Water Pump Engine, Detroit 4-71
"Aces Wild"

3 - 510 BHP Diesel Main Engines, Detroit 12V71TI
2 - 65 BHP Diesel Generator Engines, Detroit 3-71
“Danny C”

2 - 365 BHP Diesel Main Engines, Caterpillar 3406 C
1 - 40 BHP Diesel Generator Engine, Isuzu 4JB1

1 - 32 BHP Diesel Generator Engine, Northern Lights M20
1 - 46 BHP Diesel Hydraulic Engine, Detroit 271

“Ace High ‘
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2 - 650 BHP Diesel Main Engines, Detroit 12V92TI
1 - 510 BHP Diesel Main Center Engine, Detroit 12V71TI
2 - 65 BHP Diesel Generator Engines, Detroit 3-71

These nine sets of crew boat engines shall not be used simultaneously for servicing
Platform Gail. Only a single Crew Boat may be used at any given time at Platform Gail.
The permittee shall maintain a log showing the days and hours that each crew boat is in
service to Platform Gail. (Rule 29)

T There are seventy three permitted engines which are used on thirteen Work Boats:

“Victory Seahorse”

2 - 2500 BHP Diesel Main Engines, EMD 16-645-ED3A

2 - 200 BHP Diesel Generator Engines, Detroit 8V-71

1 - 300 BHP Diesel Thruster Engine, Detroit 8V-71

“Santa Cruz”

2 - 2000 BHP Diesel Main Engines, Caterpillar 3516B

2 - 245 BHP Diesel Generator Engines, Caterpillar 3306

1 - 515 BHP Diesel Thruster Engine, Caterpillar 3408

“Toby Tide”

2 - 1125 BHP Diesel Main Engines, Caterpillar 35168

2 - 200 BHP Diesel Generator Engines, Detroit 8V-71

1 - 300 BHP Diesel Thruster Engine, Detroit 8V-71

“Sea Tide”

2 - 1220 BHP Diesel Main Engines, DDEC 12V149T1I

2 - 200 BHP Diesel Generator Engines, Detroit 8V-71

1 - 200 BHP Diesel Thruster Engine, Detroit 6V-71

“Robin J”

2 - 600 BHP Diesel Main Engines, GM 1692

2 - 21 BHP Diesel Generator Engines, GM 471

“O’Neil Tide”

1125 BHP Diesel Main Engines, Caterpillar D399T/A

243 BHP Diesel Generator Engines, Caterpillar 3306 DIT

325 BHP Diesel Thruster Engine, Caterpillar 3406 DIT

325 BHP Diesel Aux Fire Pump Engine, Caterpillar 3406 DIT
- 243 BHP Diesel Aux Liquid Pump Engine, Caterpillar 3306 DIT
“San Miguel”

2 - 2000 BHP Diesel Main Engines, Caterpillar 3516B DITA SCAC
2 - 247 BHP Diesel Generator Engines, Caterpillar 3306 DIT

i

D o= = NN
1

1 - 550 BHP Diesel Thruster Engine, Caterpillar 3408 DITA
1 - 315 BHP Diesel Compressor Engine, Caterpillar 3306 DITA
1 - 306 BHP Diesel Aux Pump Engine, Caterpillar 3406 DIT
1 - 273 BHP Diesel Winch Engine, Detroit 8V-71
Section No. 8 Page: 4
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"Jackie C"

4 - 510 BHP Diesel Main Engines, Detroit 12V71TI

2 - 65 BHP Diesel Generator Engines, Detroit 3-71

1 - 89 BHP Diesel Fire Water Pump Engine, Detroit 4-71
"Patriot 11"

2 - 626 BHP Diesel Main Engines, Detroit 12V92

2 - 103 BHP Diesel Generator Engines, Detroit 4-71

1 - 103 BHP Diesel Fire Water Pump Engine, Detroit 4-71
"Kenneth Carl"

2 - 626 BHP Diesel Main Engines, Detroit 12V92

2 - 76 BHP Diesel Generator Engines, Detroit 3-71

1 - 103 BHP Diesel Fire Water Pump Engine, Detroit 4-71
“Clenn CF

4 - 510 BHP Diesel Main Engines, Detroit 12V71TI

2 - 124 BHP Diesel Generator Engines, Detroit 4-71N
“Doug C”

3 - 535 BHP Diesel Main Engines, Detroit 6062

2 - 50.5 BHP Diesel Generator Engines, Lugger L984
“Patrick”

3 - 510 BHP Diesel Main Engines, Detroit 12V71TI

2 - 75 BHP Diesel Generator Engines, Detroit 3-71

These thirteen sets of work boat engines shall not be used simultaneously for servicing
Platform Gail. Only a single Work Boat may be used at any given time at Platform Gail.
The permittee shall maintain a log showing the days and hours that each work boat is in
service to Platform Gail. (Rule 29)

8. For solvent cleaning activities, including wipe cleaning, permittee shall maintain monthly
records of solvent purchase and usage along with records of solvent that is recycled or
disposed of properly.

Pursuant to Rule 23.F.7, the use of solvents, in addition to the use of coatings, adhesives,
lubricants, and sealants; for facility and building maintenance and repair is exempt from
permit. However, the use of such materials by contractors for the maintenance and repair
of process and industrial equipment is not exempt from permit pursuant to Rule 23.F.7,
unless the material is exempted under another specific section of Rule 23. Pursuant to
Rule 23.F.10, the use of cleaning agents that contain two percent or less organic solvent,
by weight, as used or applied (Rule 23.F.10.a) and the use of nonrefillable aerosol
cleaning products (Rule 23.F.10.b), is also exempt from permit. Materials exempted
from permit pursuant to Rule 23.F.7, Rule 23.F.10.a, and Rule 23.F.10.b do not need to
be included in the monthly records.

Section No. 8 Page: 5
Attachment PO1494PC1-rev481,501



The monthly records shall be summed for the previous 12 months. Net solvent usage
totals for any of these 12 calendar month rolling periods in excess of the Rule 23.F.10.d
exemption shall be considered a violation of this permit.

This permit does not limit the usage of acetone. Acetone is exempt from permit and

record keeping requirements, as it is not defined as a reactive organic compound. (Rule
29)

MATITLEVATY Permits\PO1494\Permit IVAPC1-rev481,501 .docx

Section No. 8 Page: 6
Attachment PO1494PC1-rev481,501



Ventura County Air Pollution Control District
Additional Permit Requirements
656.3 MMBTU/Hr Low Pressure Flare
1,312.5 MMBTU/Hr High Pressure Flare

Rule 29, “Conditions on Permits”

Rule 71.1, “Crude Oil Production and Separation”
Adopted 6/16/92, Federally-Enforceable

For OCS sources, conditions applied pursuant to Rule 29 are federally enforceable.

Applicability:

This attachment applies to the 656.3 MMBTU/Hr low pressure flare and the 1,312.5
MMBTU/Hr high pressure flare located on Platform Gail. These requirements are in addition to
any other specific or general requirements referenced in this permit.

Conditions:

i Gas consumption at the flares shall not exceed the following limits for any planned
flaring events:

1312.5 MMBTU/Hr high pressure flare: 4.9 MMCF/Yr
656.3 MMBTU/Hr low pressure flare: 2.31 MMCF/Yr

These are the same limits listed in Table 3 of this permit.

There is no limit for emergency use. Emergency use is defined as disposal of process
gases in the event of unavoidable process upsets. A planned flaring event includes, but is
not limited to, routine flaring to comply with Rule 71.1; or flaring due to planned
maintenance performed on wells, equipment, or pipeline by the operator or performed by
another operator accepting the produced gas. If a process upset (emergency use) cannot
be rectified in a reasonable amount of time, the use of the flare may be determined to be a
planned flaring event.

In order to demonstrate compliance with this condition, the permittee shall maintain
records of flare gas consumption. The permittee shall maintain monthly records which
differentiate between emergency usage and planned flaring events. The monthly records
shall be summed for the previous 12 months. Flare gas combustion totals for planned
flaring events for any of these 12 month rolling periods in excess of the specified limit
shall be considered a violation of this permit.
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2. Each flare shall have an individual fuel meter installed to record the amount of natural
gas consumed. The natural gas consumption recorded at the low pressure flare shall
include the amount measured at the meter plus 1.71 mmcf/yr to account for the pilot and
purge gas that is not measured by the low pressure flare meter. The natural gas
consumption recorded at the high pressure flare shall include the amount measured at the
meter plus 1.08 mmcf/yr to account for the pilot and purge gas that is not measured by
the high pressure flare meter. (Rule 29)

¢ Each flare shall be equipped and maintained with a continuous pilot or autoignition
system to ensure combustion disposal of all excess produced or recovered gases. (Rule
711

4, Permittee shall test the flare's ignition system monthly and shall maintain a monthly

record of the flare's ignition system tests and maintenance activities, including the test
date and operator's initials. (Rule 71.1)

5. The permittee shall maintain monthly and rolling twelve month records of the total
volume (MMCF or MCF) of gas combusted in each flare. The rolling twelve month
records for the low pressure flare shall consist of a rolling twelve month record of the
volume recorded in the flare meter plus 1.71 mmcef/yr to account for the pilot and purge
gas that is not measured by the low pressure flare meter. The rolling twelve month
records for the high pressure flare shall consist of a rolling twelve month record of the
volume recorded in the flare meter plus 1.08 mmcf/yr to account for the pilot and purge
gas that is not measured by the high pressure flare meter. Monthly and twelve month
rolling records shall be maintained for total flare usage and for planned flaring events
(non-emergency use). Emergency usage and planned flaring are defined above. The
permittee shall maintain records which differentiate between emergency use and planned
flaring events. (Rule 29)
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Ventura County Air Pollution Control District
Additional Permit Requirements
7.07 Sqft Deck Drain Pit (T-21)

Rule 29, “Conditions on Permits”

Rule 71.4, "Petroleum Sumps, Pits, Ponds, and Well Cellars"
Adopted 06/08/93, Federally-Enforceable

For OCS sources, conditions applied pursuant to Rule 29 are federally enforceable.

Applicability:

This attachment serves to address the additional requirement that applies to the 7.07 square foot
Deck Drain Pit (T-21) located on Platform Gail. This requirement is in addition to any other
specific or general requirements referenced in this permit.

Conditions:

Y The 7.07 sqft Deck Drain Pit (T-21) is exempt from permit and APCD Rule 71.4,
"Petroleum Sumps, Pits, Ponds, and Well Cellars", because the function of the pit is to
act as a containment berm. Pursuant to the definitions in APCD Rule 71, "Crude Oil and
Reactive Organic Compound Liquids", a containment berm shall not be considered a pit.
(Rules 29 and 71.4)
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Ventura County Air Pollution Control District
Additional Permit Requirements
Detroit Diesel Backup Generator

Rule 29, “Conditions on Permits”

For OCS sources, conditions applied pursuant to Rule 29 are federally enforceable.

Applicability:

This attachment serves to address an additional requirement that applies to the 1300 BHP Detroit
Diesel Backup Electrical Generator (G-04) located on Platform Gail. This requirement is in
addition to any other specific or general requirements referenced in this permit and serves to
enforce this source’s permitted emissions.

Conditions:

1. The 1300 BHP Detroit Diesel Model 16V-1491T1 diesel fired backup electricity
generating engine shall only be operated when the three 4.0 MW Allison turbines cannot
operate due to mechanical failure. However, the Detroit Diesel backup engine may be
fired simultaneously with the turbines during following situations:

a. Startup or shutdown transition periods which shall not exceed one (1) hour.
b. Routine maintenance on the 1300 BHP Detroit Diesel Model 16V-1491TI backup
engine.
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9, GENERAL APPLICABLE REQUIREMENTS (ATTACHMENTS)

The general applicable requirements are broadly applicable requirements that apply and are
enforced in the same manner for all subject emissions units or activities. These requirements can
normally be adequately addressed in the permit application with minimal or no reference to any
specific emissions unit or activity, provided that the scope of the requirement and the manner of
its enforcement are clear. Examples of such requirements include those that apply identically to
all emissions units at a facility (e.g., source-wide opacity limits), general housekeeping
requirements, and requirements that apply identical emissions limits to small units (e.g., process
weight requirements).

As detailed in the Title V Permit Reissuance Application, general applicable requirements that
apply to this facility were determined. The permit conditions associated with each generally
applicable requirement are listed in an individual attachment. The attachment is identified with
the label “Attachment (APCD Rule No.) _” in the lower left corner of each attachment. Each
attachment has an applicability section that describes the emissions units to which the attachment
applies. Each attachment may apply to one or more of the emissions units listed in the
Applicable Requirements Table of Section No. 2. Note that these general applicable
requirements may also apply to emissions units not required to be listed in the permit, such as
those that are short-term.

WAPCDBULLPEN\DivData\ENG\TITLE V\Attachments updated\PERMIT9reissue.doc



Ventura County Air Pollution Control District
Rule 50 Applicable Requirements
Opacity

Rule 50, "Opacity"
Adopted 04/13/04, Federally-Enforceable

Applicability:

This attachment applies to all emissions units at this stationary source.

Conditions:

Pursuant to Rule 50.A, permittee shall not discharge into the atmosphere from any single
source whatsoever any air contaminants for a period or periods aggregating more than
three (3) minutes in any one (1) hour which are as dark or darker in shade as that
designated as No. 1 on the Ringelmann Chart, or equivalent to 20% opacity and greater,
unless specifically exempted by Rule 50.

Permittee shall perform routine surveillance and visual inspections to ensure that
compliance with Rule 50 is being maintained. A record shall be kept of any occurrence
of visible emissions other than uncombined water greater than zero percent for a period or
periods aggregating more than three (3) minutes in any one (1) hour. These records shall
include the date, time, and identity of emissions unit. If the visible emissions problem
cannot be corrected within 24 hours, permittee shall provide verbal notification to the
District within the subsequent 24 hours. These visible emissions records shall be
maintained at the facility and submitted to the District upon request.

On an annual basis, permittee shall certify that all emissions units at the facility are
complying with Rule 50. This annual compliance certification shall include a formal
survey identifying the date, time, emissions unit, and verification that there are no visible
emissions other than uncombined water greater than zero percent for a period or periods
aggregating more than three (3) minutes in any one (1) hour. As an alternative, the
annual compliance certification shall include a formal survey identifying the date, time,
emissions unit, and verification that there are no visible emissions for a period or periods
aggregating more than three (3) minutes in any one (1) hour which are as dark or darker
in shade as that designated as No. 1 on the Ringelmann Chart, or equivalent to 20%
opacity and greater, as determined by a person certified in reading smoke using EPA
Method 9, or any other appropriate test method as approved in writing by the District, the
California Air Resources Board, and the U.S. Environmental Protection Agency.
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4, Upon District request, opacity shall be determined during routine surveillance and during
the annual compliance certification by a person certified in reading smoke using EPA
Method 9 or a certified, calibrated monitoring system.
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Ventura County Air Pollution Control District
Rule 54.B.1 Applicable Requirements
Sulfur Compounds - Sulfur Emissions at Point of Discharge - OCS

Rule 54, "Sulfur Compounds"
Adopted 06/14/94, Federally-Enforceable

Applicability:

This attachment applies to all emissions units at this OCS (Outer Continental Shelf) stationary
source that emit sulfur compounds. This attachment addresses the requirements of Rule 54.B.1
for sulfur emissions at the point of discharge and includes the exemptions of Rule 54 for the
unplanned burning of gas for emergency or safety concerns and for the planned burning of gas.

Conditions:

1. Pursuant to Rule 54.B.1.a, no person shall discharge sulfur compounds, which would
exist as a liquid or gas at standard conditions, in excess of 300 ppm by volume from any
combustion operation, calculated as sulfur dioxide (SO7) by volume at the point of
discharge.

2, Pursuant to Rule 54.B.1.b, no person shall discharge sulfur compounds, which would
exist as a liquid or gas at standard conditions, in excess of 500 ppm by volume from any
other operation, calculated as sulfur dioxide (SO7) by volume at the point of discharge.

3. Pursuant to Rule 54.C.1 and 54.C.2, the sulfur dioxide emission limitations of Rule
54.B.1 do not apply to the unplanned burning of gas for emergency or safety concerns, or
to the planned burning of gas, provided that all the conditions and requirements of Rule
54.C.1 for unplanned flaring, and Rule 54.C.2 for planned flaring events, have been met.
For unplanned flaring, Rule 54.C.1 requires notification, recordkeeping, and reporting as
detailed below. For planned flaring events, Rule 54.C.2 requires notification, a planned
flaring management plan, recordkeeping, excess emissions fees, and reporting as detailed
below.

4. Pursuant to Rule 54.C.1, the sulfur dioxide emission limitations of Rule 54.B.1 do not
apply to the unplanned burning of gas for emergency or safety concerns provided all of
the conditions of Rule 54.C.1 have been met. These include, but are not limited to, the
following conditions:

a. Permittee shall maintain records or logs of each flaring event as required by Rule
54.C.1.d.
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b Pursuant to Rule 54.C.1.f, the unplanned flaring event shall not exceed 24 hours
in duration. If the flaring event exceeds one hour in duration, the operator shall:

L. Notify the District Enforcement Section as soon as reasonably possible,
but no later than four hours after its detection by the operator.

2. Within one week after the flaring event, submit a written report to the
District Enforcement Section which contains the records required by Rule
54.C.1.d, an estimate of the sulfur emissions, and pictures or descriptions
of the equipment or controls that failed.

5, Pursuant to Rule 54.C.2, the sulfur dioxide emission limitations of Rule 54.B.1 do not
apply to the planned burning of gas provided all of the conditions of Rule 54.C.2 have
been met. These include, but are not limited to, the following conditions:

a. Permittee shall provide a 72 hour written notification to the District Enforcement
Section as required by Rule 54.C.2.a.

b. Permittee shall have a planned flare management plan in place and approved by
the District Enforcement Section as required by Rule 54.C.2.b.

C. Permittee shall maintain records of the date, time, duration, flare volume and
estimated sulfur emissions (as pounds of SO7) during the entire flaring event as
required by Rule 54.C.2.c.

d. Pursuant to Rule 54.C.2.d, permittee shall notify the District Enforcement Section

in writing when work is completed. The notice shall include all updated
information from the 72 hour notification as detailed in Rule 54.C.2.a.

& Pursuant to Rule 54.C.2.f, permittee shall provide a written report of excess
emissions to the District Enforcement Section no later than 15 days after the end
of each calendar year. Permittee shall pay a fee pursuant to APCD Rule 42.N for
any excess emissions of SO7.

6. Permittee shall maintain a representative fuel analysis or exhaust analysis to ensure that
“compliance with Rule 54.B.1 is being maintained. This analysis shall be provided to the
District upon request.

i Upon District request, sulfur compounds at the point of discharge shall be determined by
source testing using EPA Test Method 6, 6A, 6C, 8, 15, 16A, 16B, or South Coast
AQMD Test Method 307-94 (Determination of Sulfur in a Gaseous Matrix), as
appropriate.
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Ventura County Air Pollution Control District
Rule 54.B.2 Applicable Requirements
Sulfur Compounds - Sulfur Dioxide Concentration at Ground Level - OCS

Rule 54, "Sulfur Compounds"
Adopted 06/14/94, Federally-Enforceable

Applicability:

This attachment applies to all emissions units at this OCS (Outer Continental Shelf) stationary
source that emit sulfur compounds. This attachment addresses the requirements of Rule 54.B.2
for sulfur emissions at ground or sea level at or beyond the property line of the stationary source
and includes the exemptions of Rule 54 for the unplanned burning of gas for emergency or safety
concerns and for the planned burning of gas.

Conditions:

1. Pursuant to Rule 54.B.2, no person shall discharge sulfur compounds, which would exist
as a liquid or gas at standard conditions, as sulfur dioxide which results in average ground
or sea level concentrations at any point at or beyond the property line in excess of 0.25
ppmv averaged over any one hour period, or 0.04 ppmv averaged over any 24 hour
period.

2 Pursuant to Rule 54.C.1 and 54.C.2, the sulfur dioxide emission limitations of Rule
54.B.2 do not apply to the unplanned burning of gas for emergency or safety concerns, or
to the planned burning of gas, provided that all the conditions and requirements of Rule
54.C.1 for unplanned flaring, and Rule 54.C.2 for planned flaring events, have been met.
For unplanned flaring, Rule 54.C.1 requires notification, recordkeeping, and reporting as
detailed below. For planned flaring events, Rule 54.C.2 requires notification, a planned
flaring management plan, recordkeeping, excess emissions fees, and reporting as detailed
below.

5 Pursuant to Rule 54.C.1, the sulfur dioxide emission limitations of Rule 54.B.2 do not
apply to the unplanned burning of gas for emergency or safety concerns provided all of
the conditions of Rule 54.C.1 have been met. These include, but are not limited to, the
following conditions:

a. Permittee shall maintain records or logs of each flaring event as required by Rule
54.C.1.d.
b. Pursuant to Rule 54.C.1.f, the unplanned flaring event shall not exceed 24 hours

in duration. If the flaring event exceeds one hour in duration, the operator shall:
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1. Notify the District Enforcement Section as soon as reasonably possible,
but no later than four hours after its detection by the operator.

2 Within one week after the flaring event, submit a written report to the
District Enforcement Section which contains the records required by Rule
54.C.1.d, an estimate of the sulfur emissions, and pictures or descriptions
of the equipment or controls that failed.

4, Pursuant to Rule 54.C.2, the sulfur dioxide emission limitations of Rule 54.B.2 do not
apply to the planned burning of gas provided all of the conditions of Rule 54.C.2 have
been met. These include, but are not limited to, the following conditions:

a. Permittee shall provide a 72 hour written notification to the District Enforcement
Section as required by Rule 54.C.2.a.

b. Permittee shall have a planned flare management plan in place and approved by
the District Enforcement Section as required by Rule 54.C.2.b.

B Permittee shall maintain records of the date, time, duration, flare volume and
estimated sulfur emissions (as pounds of SO7) during the entire flaring event as
required by Rule 54.C.2.c.

d. Pursuant to Rule 54.C.2.d, permittee shall notify the District Enforcement Section
in writing when work is completed. The notice shall include all updated
information from the 72 hour notification as detailed in Rule 54.C.2.a.

e Pursuant to Rule 54.C.2.f, permittee shall provide a written report of excess
emissions to the District Enforcement Section no later than 15 days after the end
of each calendar year. Permittee shall pay a fee pursuant to APCD Rule 42.N for
any excess emissions of SO7.

3 Permittee shall maintain a representative fuel analysis or exhaust analysis, along with
modeling data or other demonstration to ensure that compliance with Rule 54.B.2 is being
maintained. This analysis and compliance demonstration shall be provided to the District
upon request.

6. Upon District request, pursuant to Rule 54.D.2, ground or sea level concentrations of SO
shall be determined by Bay Area Air Quality Management District Manual of Procedures,
Volume VI, Section 1, Ground Level Monitoring for Hydrogen Sulfide and Sulfur
Dioxide with the following amendments:

a. The wind direction shall be continuously measured and recorded to within 5
degrees of arc, and wind speed shall be continuously measured and recorded to
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within 0.25 miles per hour (mph) at wind speeds less than 25 mph and with a
threshold no greater than 0.2 mph.

b. The meteorological instruments and siting requirements shall comply with the
guidelines in "Quality Assurance Handbook for Air Pollution Measurements
Systems, Volume IV, Meteorological Measurements," EPA/600/4-90/003.

& The gas standards shall be restandardized against the reference wet chemical

method at a minimum of once every 12 months, or be standardized using National
Institute of Standards and Technology (NIST) standard gases.
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Ventura County Air Pollution Control District
Rule 57.1 Applicable Requirements
Particulate Matter Emissions From Fuel Burning Equipment

Rule 57.1, "Particulate Matter Emissions From Fuel Burning Equipment”
Adopted 01/11/05, Federally-Enforceable

Applicability:

This attachment applies to fuel burning equipment such as boilers, steam generators, process
heaters, water heaters, space heaters, flares, and gas turbines. This attachment does not apply to
internal combustion engines, jet engine test stands and rocket engine test stands, and rocket
propellant testing devices and rocket fuel testing devices. This attachment also does not apply to
exhaust gas streams containing particulate matter that was not generated by the combustion of
fuel; such exhaust gas streams are subject to Rule 52 and Rule 53.

Conditions:

Pursuant to Section B of Rule 57.1, emissions of particulate matter shall not exceed 0.12
pounds per million BTU of fuel input.

Particulate matter is defined as any material, except uncombined water, that exists in a
finely divided form as a liquid or solid at standard conditions. Standard conditions are: a
gas temperature of 68 degrees Fahrenheit (20 degrees Celsius) and a gas pressure of 14.7
pounds per square inch (760 mm. Hg) absolute.

Upon request of the District Compliance Division, compliance shall be determined by
independent source test using CARB Method 5. The total particulate catch shall include
the filter catch, probe catch, impinger catch, and the solvent extract, as specified in
CARB Method 5. Any other appropriate test method may be used with prior written
approval by the District, the California Air Resources Board, and the U.S. Environmental
Protection Agency.

Periodic monitoring is not necessary to certify compliance with Rule 57.1. To certify
compliance, a reference to the Rule 57.B District analysis dated December 3, 1997 is
sufficient.
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Ventura County Air Pollution Control District
Rule 64 Applicable Requirements
Sulfur Content of Fuels - Gaseous Fuel Requirements

Rule 64, "Sulfur Content of Fuels"
Adopted 04/13/99, Federally-Enforceable

Applicability:

This attachment applies to all combustion emissions units at this stationary source while the
emissions units are combusting gaseous fuels. Rule 64 shall not apply to any flare gas
combustion, where no useful energy is produced and which is subject to Rule 54, “Sulfur
Compounds”.

Conditions:

1. Pursuant to Rule 64, no person shall burn at any time gaseous fuel containing sulfur
compounds in excess of 50 grains per 100 cubic feet of gaseous fuel (788 ppmv),
calculated as hydrogen sulfide at standard conditions, unless specifically exempted by
Rule 64.

2. If only Public Utilities Commission-regulated natural gas, propane, or butane is
combusted at this facility, it will be assumed that the permittee is complying with Rule 64
without additional periodic monitoring requirements. Any person claiming this
exemption shall maintain records sufficient to substantiate the use of these fuels.

4 If other than Public Utilities Commission-regulated natural gas, propane, or butane is
being combusted, the permittee shall analyze the sulfur content of the fuel on an annual
basis using South Coast AQMD Method 307-94 - Determination of Sulfur in a Gaseous
Matrix or by ASTM D1072-90 (1994), Standard Test Method for Total Sulfur in Fuel
Gases.

Alternatively, when measuring the sulfur content of landfill or oilfield gaseous fuel,
permittee may use the colormetric method ASTM D 4810-88 (Reapproved 1994) or the
ASTM D4084-94 (Lead Acetate Reaction Rate Method) and may assume that the
hydrogen sulfide content of the fuel gas adequately represents the total sulfur content.
However, if the sulfur content as measured by ASTM D4810-88 or ASTM D4084-94
equals or exceeds 200 ppmv, then only South Coast AQMD Method 307-94 or ASTM
D1072-90 (1994) shall be used to determine compliance.

The applicable ranges of some ASTM methods mentioned above are not adequate to

measure the levels of sulfur in some fuel gases. Dilution of samples before analysis may
be used subject to the verification of the dilution ratio.
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Permittee may use the colormetric method ASTM D 4810-88 (Reapproved 1994) for the
measurement of the sulfur content of gaseous fuels other than landfill or oilfield gas only
if written approval has been granted by the District and by US EPA.

4. Monitoring of the sulfur content of landfill or oilfield gaseous fuel by the permittee shall
be at least quarterly if any of the following conditions apply:

a. Any sulfur measurement exceeds 394 ppmv, calculated as hydrogen sulfide at
standard conditions.

b. A stationary source is new.

G The permittee has not reported historical measurements of hydrogen sulfide of the
landfill or oilfield gaseous fuel performed within the previous three years in
writing to the District for a stationary source.

An operator may have the sulfur content of landfill or oilfield gaseous fuel monitored
annually only, instead of quarterly, by satisfying the following provisions:

a. During four consecutive calendar quarters, each sulfur content measurement shall
not exceed 394 ppmv, calculated as hydrogen sulfide at standard conditions, and

b. Submit a written request to the District for a reduction in monitoring frequency.
This request shall contain backup documentation including monitoring reports
that document the above provision. Requests for a reduction in monitoring
frequency are not effective until written approval by the District is received by the
operator.

This annual fuel analysis, and the quarterly analyses if applicable, shall be maintained at
the facility and a copy of the annual analysis shall be provided to the District with the

annual compliance certification.
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Ventura County Air Pollution Control District
Rule 64 Applicable Requirements
Sulfur Content of Fuels - Liquid Fuel Requirements

Rule 64, "'Sulfur Content of Fuels"
Adopted 04/13/99, Federally-Enforceable

Applicability:

This attachment applies to all combustion emissions units at this stationary source while the
emissions units are combusting liquid fuels. This attachment does not apply to any combustion
emission unit with sulfur emission controls.

Conditions:

1. Pursuant to Rule 64, no person shall burn any liquid fuels with a sulfur content in excess
of 0.5 percent, by weight, unless specifically exempted by Rule 64.

2 If only ARB-quality reformulated gasoline or ARB-certified diesel fuel is combusted at
this facility, it will be assumed that the permittee is complying with Rule 64 without
additional periodic monitoring requirements. Any person claiming this exemption shall
maintain records sufficient to substantiate the use of these fuels.

3 If other than ARB-quality reformulated gasoline or ARB-certified diesel fuel is being
combusted, for each liquid fuel delivery permittee shall either obtain the fuel supplier’s
certification, or shall test the sulfur content of the fuel using ASTM Method D4294-98 or
D2622-98, to ensure that compliance with Rule 64 is being maintained. For liquid fuels,
operators of electric power generation units may use the sampling and analysis methods
prescribed in Code of Federal Regulations 40CFR Part 75 Appendix D.2.2. The fuel
supplier’s certification may be provided once for each purchase lot, if records are kept of
the purchase lot number of each delivery.

The fuel sulfur content by weight data shall be maintained at the facility and shall be
provided with the annual compliance certification.
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Ventura County Air Pollution Control District
Rule 71.1.C Applicable Requirements
Crude Oil Production and Separation - Produced Gas

Rule 71.1, "Crude Oil Production and Separation"
Adopted 06/16/92, Federally-Enforceable

Rule 74.10, "Components at Crude Oil and Natural Gas Production and Processing
Facilities"
Adopted 03/10/98, Federally-Enforceable

Applicability:

This attachment applies to the emissions of produced gas from equipment used in the production,
gathering, storage, processing, and separation of crude oil and natural gas from any petroleum
production unit prior to custody transfer. Specifically, this attachment applies to gas collection
systems that are hard-piped and closed systems that direct all produced gas to a fuel or sales gas
system or to a flare.

Conditions:

& Pursuant to Rule 71.1.C.1, the emissions of produced gas shall be controlled at all times
using a properly maintained and operated closed system that directs all gas, except gas
used in a tank battery vapor recovery system, to one of the following:

a. A fuel or sales gas system
b. A flare that combusts reactive organic compounds

2 Pursuant to Rule 71.1.C.2, the provisions of Rule 71.1.C.1 shall not apply to wells which
are undergoing routine maintenance, or to exploratory wells (during the first two weeks of
production) if the composition of the produced gas is unknown (i.e., new reservoir) and
there are no existing gas handling systems within 150 feet of the well.

3 Permittee shall annually certify the produced gas collection system to ensure that
compliance with Rules 71.1.C.1 is being maintained. This annual certification shall
include a visual inspection assuring that the produced gas collection system is a closed
system.

4. If a flare is used to control the produced gas, permittee shall inspect the flare on a

quarterly basis to ensure that it is operating properly. A record of these inspections shall
be maintained at the facility and shall be submitted to the District upon request.
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5. The gas collection system’s gas and liquid piping connections are components subject to
the leak requirements of Rule 74.10, “Components at Crude Oil and Natural Gas
Production and Processing Facilities”, Compliance with Rule 74.10 at the gas collection
system ensures compliance with the maintenance requirements of Rule 71.1.C.1.
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Ventura County Air Pollution Control District
Rule 71.4.B.1 Applicable Requirements
First Stage Sump Prohibition

Rule 71.4, "Petroleum Sumps, Pits, Ponds, and Well Cellars"
Adopted 06/08/93, Federally-Enforceable

Applicability:

This attachment applies to any first stage production sump at this stationary source. A first stage
production sump is a sump that receives a stream of petroleum material directly from wells or a
field gathering system. A sump is a receptacle, formed primarily of earthen materials, although it
may be lined with artificial materials. A sump is further defined as "in continuous use for
separating oil, water, sand, or other material in petroleum production operations".

Conditions:
1. Pursuant to Rule 71.4.B.1, no person shall install, maintain, or operate a first stage
production sump. A first stage production sump is a sump that receives a stream of

petroleum material directly from wells or a field gathering system.

2, In order to ensure that compliance with Rule 71.4.B.1 is being maintained, permittee shall
annually certify that there are no first stage production sumps at the facility.
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Ventura County Air Pollution Control District
Rule 71.4.B.3 Applicable Requirements
Well Cellar Storage Prohibition

Rule 71.4, "Petroleum Sumps, Pits, Ponds and Well Cellars'
Adopted 06/08/93, Federally Enforceable

Applicability:

This attachment applies to any well cellar at this stationary source. This attachment addresses the
requirements of Rule 71.4.B.3 which prohibits the storage of crude oil or petroleum material in a

well cellar. Rule 71.4 applies to well cellars at facilities where crude oil or petroleum material is

produced, gathered, separated, processed, or stored.

A well cellar is a lined or unlined area around one or more oil wells, allowing access to the
wellhead components for servicing and/or installation of blowout prevention equipment.

Conditions:

1. Pursuant to Rule 71.4.B.3, no person shall store crude oil or petroleum material in a well
cellar except during periods of equipment maintenance or well workover. In no case shall
storage occur for more than five (5) calendar days.

2. Pursuant to Rule 71.4.C, the provisions of Rule 71.4 shall not apply to well cellars used
in an emergency, if clean-up procedures are implemented within 24 hours after each
emergency occurrence and if clean-up procedures are completed within fifteen (15)
calendar days.

;3 Permittee shall perform routine surveillance and visual inspections of well cellars to
ensure that compliance with Rule 71.4.B.3 is being maintained.

4, Pursuant to Rule 71.4.D.2, any person storing crude oil in a well cellar during periods of
equipment maintenance or well workover shall maintain records, which may include but
are not limited to, workover invoice documents, indicating the date(s) the material was
stored in the well cellar or the date(s) of workover activity. These records shall be
submitted to the District upon request.
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Ventura County Air Pollution Control District
Rule 74.6 Applicable Requirements
Surface Cleaning and Degreasing

Rule 74.6, ""Surface Cleaning and Degreasing"
Adopted 11/11/03, Federally-Enforceable

Applicability:

This attachment applies to all solvent cleaning activities at this stationary source, except those
activities listed in Condition No. 11 that are exempt pursuant to Section E of Rule 74.6. This
attachment does not apply to substrate surface preparation regulated by other APCD surface
coating, adhesive, ink, resin, and solvent rules. “Solvent” is defined as any ROC-containing
liquid used to perform solvent cleaning. “Solvent cleaning” is defined as the use of organic
solvent to remove loosely held uncured adhesives, uncured inks, uncured coatings, uncured
resins, and other contaminants which include, but are not limited to, dirt, soil, lubricants, coolant,
moisture, grease, and fingerprints, from parts, tools, machinery, equipment, and general work
areas.

This attachment also contains requirements, pursuant to Rule 74.6, for cold cleaners. A cold
cleaner is defined in Rule 74.6 as any batch operated equipment designed to contain liquid
solvent that is operated below the solvent’s boiling point to carry out solvent cleaning operations.
A specific type of cold cleaner is a “remote reservoir cold cleaner” which is a device in which
solvent is moved through a sink-like work area for cleaning parts and drains immediately,
without forming a pool, through a single drain hole less than 100 square centimeters (15.5 square
inches) in area into an enclosed container that is not accessible for soaking parts. The freeboard
height for remote reservoir cold cleaners is the distance from the top of the solvent drain to the
top of the tank.

This attachment does not apply to solvent cleaning where an emission control system is used
pursuant to Rule 74.6.B.5 or where an alternative cleaning system is used pursuant to Rule
74.6.B.6. Pursuant to APCD Rule 23.F.7, solvents used by the permittee for facility, ground, and
building maintenance and repair are exempt from the requirement to have a permit. However,
unless exempted by Rule 74.6.E, such solvents are required to comply with Rule 74.6.

Conditions:

L Pursuant to Rule 74.6.B.1, no person shall perform solvent cleaning using solvent that
exceeds the following limits:

a. Solvents used for application equipment cleanup, and all other cleanup of uncured

coatings, adhesives, inks, or resins, shall not exceed an ROC content of 900 grams
per liter and an ROC composite partial pressure of 33 mmHg at 20°C, as applied.
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b. Solvents used for cleaning of electronic components, electrical apparatus
components, medical devices, or aerospace components shall not exceed an ROC
content of 900 grams per liter and an ROC composite partial pressure of 33
mmHg at 200C, as applied.

c. Solvents used for cleaning for purposes other than those listed in (a) and (b) above
shall not exceed an ROC content of 25 grams per liter, as applied.

2 Pursuant to Rule 74.6.B.2, no person shall perform solvent cleaning using a solvent with
an ROC content greater than 25 grams per liter unless one of the following cleaning
devices or methods is used:

a. Wipe cleaning where solvent is dispensed to wipe cleaning materials from
containers that are kept closed to prevent evaporation, except while dispensing
solvent or replenishing the solvent supply;

b. Non-atomized solvent flow, dip, or flush method where pooling on surfaces being
cleaned is prevented or drained, and all solvent runoff is collected in a manner
that enables solvent recovery or disposal. The collection system shall be kept
closed to prevent evaporation except while collecting solvent runoff or emptying
the collection system;

If the cleaning method has a solvent capacity more than one gallon, a cold cleaner
or remote reservoir cold cleaner meeting the equipment and operating
requirements of Condition Nos. 8, 9, and 10 of this attachment (Sections C and D
of Rule 74.6) shall be used to comply with this requirement.

B Application of solvent from a hand held spray bottle, squirt bottle or other closed
container with a capacity of one liter or less;

d. A properly used enclosed gun washer or low emission spray gun cleaner.

3. Pursuant to Rule 74.6.B.3.a, no person shall allow liquid cleaning solvent to leak from
any equipment or container.

4. Pursuant to Rule 74.6.B.3.b, no person shall specify, solicit, supply, or require any
cleaning solvent or solvent cleaning equipment intended for uses governed by Rule 74.6
if such use would violate Rule 74.6. This prohibition applies to all written and oral
contracts under which solvent cleaning operations subject to Rule 74.6 are to be
conducted at any location in Ventura County.

5. Pursuant to Rule 74.6.B.3.c, no person shall use more than one gallon per week of
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solvents containing methylene chloride, perchloroethylene, trichloroethylene, 1,1,1-
trichloroethane, carbon tetrachloride, or chloroform, or any combination of these
solvents, in a total concentration greater than 5 percent by weight, for cold cleaning
except in a cold cleaner operated in accordance with National Emission Standards for
Halogenated Solvent Cleaning, 40 CFR Parts 9 and 63, Subpart T, Sections 63.460
through 63.469 (Degreasing MACT Standards). Any person that uses the above solvent
in quantities less than one gallon per week shall maintain records of the volume and
formulation of such solvent on an as-used basis (recording use each day such material is
used). Records shall be saved for at least five (5) years from the date of each record and
shall be made available to District personnel upon request.

6. Pursuant to Rule 74.6.B.4.a, all ROC-containing solvents shall be stored in
non-absorbent, non-leaking containers that shall be kept closed at all times except when
filling or emptying.

7. Pursuant to Rule 74.6.B.4.b, waste solvent and waste solvent residues shall be disposed
of in a manner conforming with Division 20, Chapter 6.5 of the California Health and
Safety Code.

8. Pursuant to Rule 74.6.C.1, all cold cleaners, except remote reservoir cold cleaners, shall

be equipped with the following devices:

a. A drying rack suspended above the solvent, or other facility for draining cleaned
parts such that the drained solvent is returned to the cleaner.

b. A cover that prevents the solvent from evaporating when not processing work in
the cleaner. If high volatility solvent is used, the cover must be a sliding, rolling,
or guillotine (bi-parting) type that is designed to easily open and close, or it must
be designed to be easily operated with one hand. A high volatility solvent is an
unheated solvent with an ROC composite partial pressure of greater than 2 mmHg
@ 20°C.

c. A freeboard height of at least 6 inches (15.2 centimeters), if low volatility solvent
is used. A low volatility solvent is an unheated solvent with an ROC composite
partial pressure of 2 mmHg or less @ 20°C.

d. At least one of the following control devices, if high volatility solvent is used:

1. A freeboard height such that the freeboard ratio is at least 0.75.
2. A water cover if the solvent is insoluble in and heavier than water.

6. A permanent conspicuous mark locating the maximum allowable solvent level

that conforms with the applicable freeboard height requirement in Condition No.
8.cor8.d.1.
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f. A permanent conspicuous label or sign summarizing the applicable operating
requirements appropriate for cold cleaning operations.
9. Pursuant to Rule 74.6.C.2, remote reservoir cold cleaners shall be equipped with the

following devices:

a. A permanent conspicuous label or sign summarizing the applicable operating
requirements appropriate for cold cleaning operations.

b. A sink-like work area that is sloped sufficiently towards the drain to preclude
pooling of solvent.

g A single drain hole, less than 100 square centimeters (15.5 square inches) in area,
for the solvent to flow from the sink into the enclosed reservoir.

d. A freeboard height of at least 6 inches (15.2 centimeters).

B A cover for the drain when no work is being processed in the cleaner and high
volatility solvent is used. If low volatility solvent is used, a cover is not required.

10. Pursuant to Rule 74.6.D, any person who operates a cold cleaner shall conform to the

following operating requirements:

a.

The operator shall drain cleaned parts of all solvent until dripping ceases to ensure
that the drained solvent is returned to the cleaner.

Solvent agitation, where necessary, shall be achieved using pump recirculation, a
mixer, or ultrasonics. Air agitation shall not be used.

If a solvent flow is utilized, only a solid fluid stream (not a fine, atomized, or
shower type spray) shall be used.

The pressure of the solvent flow system shall be such that liquid solvent does not
splash outside the container.

No person shall remove or open any required device designed to cover the solvent
unless work is being processed in the cleaner or maintenance is being performed
on the cleaner.

The cleaning equipment and emission control equipment shall be operated and
maintained in proper working order.

The cleaning of porous or absorbent materials such as cloth, leather, wood, or
rope is prohibited. This provision shall not apply to paper gaskets or paper filters.
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11. Pursuant to Rule 74.6.E.1, Rule 74.6 (all requirements of this permit attachment) shall not
apply to:

a.

h.

Cleaning activities using Clean Air Solvent, or a solvent with an ROC-content no
more than 25 grams per liter as applied. A “Clean Air Solvent” is a solvent
certified by the South Coast Air Quality Management District as a Clean Air
Solvent.

The use of up to 160 fluid ounces of non-refillable aerosol cleaning products per
day, per facility.

Janitorial cleaning including graffiti removal.

Cleaning carried out in vapor degreasers or motion picture film cleaning
equipment.

Any cleaning device or mechanism regulated by National Emission Standards for
Halogenated Solvent Cleaning, 40 CFR Parts 9 and 63, Subpart T, Sections
63.460 through 63.469 (Degreasing MACT Standards).

Cleaning operations subject to any of the following rules:

Rule 74.3, Paper, Fabric and Film Coating Operations
Rule 74.5.1, Petroleum Solvent Dry Cleaning

Rule 74.5.2, Synthetic Solvent Dry Cleaning

Rule 74.19, Graphic Arts Operations

Rule 74.19.1, Screen Printing Operations

Rule 74.21, Semiconductor Manufacturing

Stripping of cured coating (e.g.; stripping), cured adhesive (e.g.; debonding,
unglueing), cured ink, or cured resin.

The use of solvent for purposes other than solvent cleaning activities.

12.  Pursuant to Rule 74.6.E.2, Rule 74.6.B.1 (Condition No. 1 of this attachment) shall not
apply to:

a.

Cleaning operations required to comply with any ROC content and/or composite
vapor pressure limit in any of the following rules:

Rule 74.12, Surface Coating of Metal Parts and Products

Rule 74.13, Aerospace Assembly and Component Manufacturing Operations
Rule 74.14, Polyester Resin Material Operations

Rule 74.18, Motor Vehicle and Mobile Equipment Coating Operations

Rule 74.20, Adhesives and Sealants
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Rule 74.24, Marine Coating Operations
Rule 74.24.1, Pleasure Craft Coating Operations
Rule 74.30, Wood Products Coatings

b. Cleaning of ultraviolet lamps used to cure ultraviolet inks coatings, adhesives or
resins.

C. Cleaning of solar cells, laser hardware, scientific instruments, or high-precision
optics.

d. Cleaning conducted in laboratory tests and analyses including quality

assurance/quality control applications, or bench scale or short-term (less than 2
years) research and development programs.

¢ Removal of elemental sodium from the inside of pipes and lines.

f. Cleaning of mold release compounds from molds.

g. Cleaning of tools used to cut or abrade cured magnetic oxide coatings.

h. Cleaning of aerospace assembly and subassembly surfaces that are exposed to
strong oxidizers or reducers such as nitrogen tetroxide, liquid oxygen or
hydrazine.

1. Cleaning of paper gaskets.

Is Cleaning of clutch assemblies where rubber is bonded to metal by means of an
adhesive.

k. Cleaning of hydraulic actuating fluid from filters and filter housings.

L. Removal of explosive materials and constituents from equipment associated with

manufacturing, testing or developing explosives.

m. Manufacturing cleaning of nuts and bolts designed for automotive racing
applications, in a cold cleaner complying with Sections C and D of Rule 74.6
using solvent with an ROC content no more than 900 grams per liter and a ROC
composite partial pressure no more than 5 mm Hg @ 20C.

n. Cleaning of precision—lapped mechanical seals in pumps that handle liquefied
gasses, in a cold cleaner complying with Sections C and D of Rule 74.6 using
solvent with an ROC content no more than 900 grams per liter and a ROC
composite partial pressure no more than 5 mm Hg @ 20C.
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0. Facilitywide use of less than 1 gallon per week of non-compliant solvent where
compliant solvents are not available. Any person claiming this exemption shall
maintain records of the volume and formulation of non-compliant solvent used on
an as-used basis (recording use each day such material is used). Records shall be
saved for at least five (5) years from the date of each record and shall be made
available to District personnel upon request.

13. Pursuant to Rule 74.6.E.3, Rule 74.6 Sections B.1 and B.2 (Condition Nos. 1 and 2 of this
attachment) shall not apply to aircraft engine gas path cleaning or stationary gas turbine
gas path cleaning using solvent with an ROC content of 200 g/l or less, as applied.

14. Pursuant to Rule 74.6.F, the permittee shall maintain a current material list showing each
ROC containing material used in solvent cleaning activities. The list shall summarize the
following information:

a. Solvent name and manufacturer's description.
b. All intended uses of the solvent at the facility, classified as follows:
L Cleanup, including application equipment cleaning, or
2. Cleaning of electronic components, electrical apparatus components,
medical devices, or acrospace components, or
& Solvent used pursuant to an exemption in Rule 74.6.E (specify the

exemption claimed).

c. The ROC content in units of grams per liter of material (and ROC composite
partial pressure in units of mm Hg @ 20C, if applicable) of the solvent.

d. If the solvent is a mix of materials blended by the operator, a record of the mix
ratio.

This information shall be made available to District personnel upon request.

15. Permittee shall maintain the above records and perform routine surveillance of the
applicable solvent cleaning activities to ensure that compliance with Rule 74.6 is being
maintained. Upon request of the District, compliance with Rule 74.6 shall be determined

using the following methods:

a. Pursuant to Rule 74.6.G.1, the ROC content of materials shall be determined by
EPA Test Method 24 (40 CFR Part 60, Appendix A).
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b. Pursuant to Rule 74.6.G.4, the identity of components in solvents shall be
determined using manufacturer's formulation data or by using ASTM E168-67,
ASTM E169-87, or ASTM E260-85.

c. Pursuant to Rule 74.6.G.5, ROC composite partial pressure of a solvent shall be
calculated using a widely accepted published source such as: Boublik, T., V.
Fried and E. Hala, "The Vapor Pressure of Pure Substances," Elsevier Scientific
Publishing Co., New York (1973), Perry's Chemical Engineers Handbook,
McGraw-Hill Book Company, CRC Handbook of Chemistry and Physics,
Chemical Rubber Publishing Company (1986-1987), and Lange's Handbook of
Chemistry, John A. Dean, editor, McGraw-Hill Book Company (1985). The true
vapor pressure of a component in a solvent mix may be determined by ASTM
Method D2879-86. The ROC composite partial pressure of a solvent mix
consisting entirely of ROC may be determined by ASTM Method D2879-86.

d. Pursuant to Rule 74.6.G.6, the active and passive solvent losses from spray gun
cleaning systems shall be determined using South Coast Air Quality Management
District's "General Test Method for Determining Solvent Losses from Spray Gun
Cleaning Systems" dated October 3, 1989. The test solvent for this determination
shall be any lacquer thinner with a minimum vapor pressure of 105 mm Hg at
20°C. The minimum test temperature shall be 15°C.

&, Pursuant to Rule 74.6.G.7, initial boiling point of solvent shall be determined by
ASTM 1078-78 or by using a published source such as listed in Rule 74.6.G.5.
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Ventura County Air Pollution Control District
Rule 74.10 Applicable Requirements
Components at Crude Oil and Natural Gas Production and Processing Facilities

Rule 74.10, "Components at Crude Oil and Natural Gas Production and Processing
Facilities"
Adopted 03/10/98, Federally Enforceable

Applicability:

This attachment applies to the crude oil and gas production facilities, pipeline transfer stations,
and to natural gas processing facilities, at this stationary source. This attachment summarizes the
fugitive leak and leak inspection requirements of Rule 74.10.

A crude oil and gas production facility is defined as an onshore or offshore facility at which
crude petroleum and natural gas production and handling are conducted, as defined in the SIC
Code as Industry No. 1311, Crude Petroleum and Natural Gas. A pipeline transfer station is
defined as a facility that handles the transfer or storage of crude oil in pipelines. A natural gas
processing facility is defined as a facility engaged in the separation of natural gas liquids from
field gas and/or fractionation of the liquids into natural gas products, such as ethane, propane,
butane, and natural gasoline. Excluded from the definition are compressor stations, dehydration
units, sweetening units, field treatment, underground storage facilities, liquefied natural gas units,
and field gas gathering systems unless these facilities are located at a natural gas processing
plant. This attachment does not apply to petroleum refineries.

Conditions:

1. Pursuant to Rule 74.10.B, the operator shall identify all leaking components that cannot
be immediately repaired. This identification shall consist of readily visible labels, tags, or
other such system approved by the APCO, in writing, that enables the District and the
operator to locate and identify each leaking component. Identification tags and labels
shall remain visible for at least one year from the date attached.

As detailed in Rule 74.10.K.14, a leak is defined as any major gas leak, minor gas leak,
major liquid leak or minor liquid leak. A leak is not a gaseous emission from a
pneumatic control valve if it occurs when the valve is in the act of opening or closing. As
detailed in Rule 74.10.K.3, a component is defined as any valve, stuffing box, dump lever
arm, open ended line, fitting, pump seal, compressor seal, pressure relief valve,
diaphragm, hatch, sight glass or meter. As detailed in Rule 74.10.K.16, a leak repair is
any corrective action taken for the purposes of reducing a component leak to the lowest
achievable level or at least below 1,000 ppmv for gas leaks and three drops per minute for
liquid leaks using the best modern practices.
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2 Pursuant to Rule 74.10.C.1, hatches shall be closed at all times except during sampling,
adding of process material through the hatch, or attended maintenance operations.

B Pursuant to Rule 74.10.C.2, no person shall use a component that emits a major gas leak,
major liquid leak or minor liquid leak and the applicable maximum leak threshold for that
component category, as listed in Attachment 1 of Rule 74.10, has been exceeded at the
facility in any calendar quarter. The provisions of Rule 74.10.C.2 shall not apply to
components that are tagged and repaired in accordance with Rules 74.10.D and 74.10.F.

For the purpose of complying with the operating requirements in Rule 74.10.C.2, any
fugitive emissions leak originating at a tank seam, broken pipe or any other nondesigned
opening in a process unit shall be considered an "other component" leak for the purpose
of Attachment 1 of Rule 74.10.

A major gas leak, major liquid leak, and minor liquid leak are defined in Subsections
K.17, K.18, and K.20 of Rule 74.10, respectively.

4, Pursuant to Rule 74.10.D.1, at natural gas processing plants, operators shall inspect with
or without instrumentation all accessible operating pump seals, compressor seals, and
pressure relief valves in service for leaks or indications of leaks once during every
operating shift or every eight-hour period, whichever is greater.

5 Pursuant to Rule 74.10.D.2, at oil and gas production facilities and pipeline transfer
stations, operators shall inspect with or without instrumentation all operating pump seals,
compressor seals, pressure relief valves in service, and polished rod stuffing boxes for
leaks or indications of leaks as follows:

a. Inspection frequency at manned facilities shall be at least once per day except
when operators do not report to work at a facility at any time during that day.

b. Inspection frequency at unmanned facilities shall be at least once per week.

6. Pursuant to Rule 74.10.D.3, any gaseous leaks or indications of gaseous leaks discovered
by inspection, that cannot be immediately repaired, shall be measured using EPA Method
21. The operator shall perform this leak measurement as follows:

a. For leaks detected during normal business hours, the leak measurement shall be
performed as soon as feasible but no later than 24 hours after detection. If this 24
hour deadline occurs on a weekend or holiday, then the deadline is shifted to the
end of the next normal business day.

b. For leaks detected during holidays, weekends or after business hours, the leak
measurement shall be performed as soon as feasible but no later than the end of
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the next normal business day.

7 Pursuant to Rule 74.10.D.4, immediately after being placed into service, an operator shall
inspect all new, replaced or repaired fittings, including flanges and threaded connections,
for leaks using EPA Method 21.

8. Pursuant to Rule 74.10.D.5, operators shall inspect all components, except for the
following, at least every calendar quarter for gaseous leaks using EPA Method 21.

a. Inaccessible components or unsafe to monitor components shall be inspected for
leaks by the operator at least annually using EPA Method 21.

b. Threaded connections and flanges shall be inspected for leaks by the operator
using EPA Method 21 annually, unless the operator has designated them in the
Operator Management Plan as exempt from all inspection requirements and
subject to a zero leak threshold.

9. Pursuant to Rule 74.10.D.6, a pressure relief valve shall be inspected using EPA Method
21 within 3 calendar days after every known pressure release.

10.  Pursuant to Rule 74.10.D.7, upon detection, operators shall affix a visible, weatherproof
tag to all leaking components awaiting repair. The tag shall remain affixed until the
component is repaired free of leaks as shown by re-inspection.

If the leak is gaseous, the operator shall include the following on the tag: date and time of
leak detection, date and time of leak measurement; and the concentration (ppmv)
measured using EPA Method 21.

If the leak is liquid, the operator shall include the following on the tag: date and time of
leak detection; and whether leak is minor or major.

A tag may also be some other system approved in writing by the APCO that demonstrates
to District personnel that the operator has detected a component leak awaiting repair and
contains all of the information required to be on tags by Rule 74.10.D.7.

11.  Pursuant to Rule 74.10.D.8, notwithstanding the requirements of Rule 74.10.D.5,
operators may inspect components annually instead of quarterly at a facility by satisfying
all the following provisions, except that compressor seals, pressure relief valves, polished
rod stuffing boxes, and pump seals shall not be eligible for this reduction in inspection
frequency:

a. During 4 consecutive calendar quarters, successfully operate and maintain all
components at the facility so that no more than 0.5 percent of the total

Attachment 74.10 (03/10/98) Page: 3



components inspected, excluding polished rod stuffing boxes, have liquid leaks or
major gas leaks that have not been immediately repaired.

b. A Notice of Violation from the District for a violation of Rule 74.10.C.2 was not
received by the operator for the facility during the previous twelve months.

é. Submit a written request to the District for a reduction in inspection frequency.
This request shall contain backup documentation including inspection reports that
demonstrates that the above performance level in Rule 74.10.D.8.a has been
achieved. Requests for a reduction in inspection frequency are not effective until
written approval by the APCO is received by the operator.

12 Pursuant to Rule 74.10.D.9, an annual inspection frequency approved in Rule 74.10.D.8
shall revert to the inspection frequency specified in Rule 74.10.D.5 should the sum of
liquid leaks and major gas leaks, not including leaks from polished rod stuffing boxes,
exceed 0.5 percent of the total components inspected per inspection period or should the
operator receive a Notice of Violation from the District for violation of Rule 74.10.C.2
for that facility.

13, Pursuant to Rule 74.10.E.1, each operator shall submit an Operator Management Plan to
the APCO for approval. If the APCO fails to respond to the Plan in writing within 90
days after it has been received, then it shall be deemed approved. No provision in the
Plan, approved or not, shall conflict with or take precedence over any provision of this
rule. The Plan shall identify any component exempt from this rule or part of this rule, and
describe the procedures which the operator intends to use to comply with the
requirements of this rule. The Plan shall include:

a. Establishment of a data base of every leaking component that cannot be
immediately repaired. The following parameters shall be included:

1) Identification number, name or code.
2) Component type, process unit and location.
3) Dates found leaking and repair description for each leak found.

This identification provision is for inspection, repair, replacement and recordkeeping

purposes.
b. Identification of critical process units.
4 Identification of components for which exemption from Rule 74.10 is being

claimed under Rule 74.10.G.1. Gaseous streams and liquid streams, exempted by
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14.

13.

16.

17

h.

Rule 74.10, Subsections G.1.a, G.1.b, G.1.c, or G.1.e shall be verified by analysis
of the ROC concentrations, and the results of such analyses shall be included.

Identification of liquid streams or components for which exemption is being
claimed from the operator inspection requirements under Rule 74.10.G.3. The
results of any testing used to qualify a stream for exemption shall be included.

Whether flanges or threaded fittings are exempt from all inspection requirements
and subject to a zero leak threshold or whether flanges or threaded fittings are
subject to annual inspection requirements and a one percent leak threshold as
specified in Attachment 1 of Rule 74.10.

The inspection schedule to be followed.

Identification and description of any known hazard which may affect the safety of
APCD personnel.

Identification of unmanned production facilities, if applicable.

Pursuant to Rule 74.10.E.2, the operator shall be required, upon written request by the
APCO, to re-qualify, by analysis, the exemption(s) from the rule or part of the rule (Rule
74.10.G.1 and 74.10.G.3) if the exemption(s) may no longer be valid based on the
changed composition of the process stream. The results of that analysis and any
modification to the Plan shall be submitted to the District within 90 calendar days after
receipt of the District request.

Pursuant to Rule 74.10.E.3, if the exempt status of a component is affected by a revision
to Rule 74.10, then the Plan shall be modified accordingly by June 10, 1998.

Pursuant to Rule 74.10.E.4, existing operator management plans shall be updated no later
than September 10, 1998, to include any provision that is needed to show compliance
with Rule 74.10.

Pursuant to Rule 74.10.E.5, beginning September 10, 1998, each operator shall submit to
the APCO, for approval in writing, an annual report to update the Operator Management
Plan by no later than January 30 of each year. This report shall include any changes to
exemptions, inspection schedule, or any other changes to the inspection and maintenance
program. If no changes to the Plan have occurred over the past 12 months, then the
operator shall indicate this in the annual report.

If the APCO fails to respond to the Plan update in writing within 90 days after it has been
received, then it shall be deemed approved. No provision in the Plan, approved or not,
shall conflict with or take precedence over any provision of Rule 74.10.
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18.

19.

20.

21.

22,

23.

Pursuant to Rule 74.10.F.1, the operator shall minimize all component leaks immediately
if feasible but no later than 1 hour following detection during normal business hours.
Component leaks detected during holidays, weekends and after business hours shall be
immediately minimized if feasible but not later than the next normal business day.

Pursuant to Rule 74.10.F.2, any noncritical component found leaking shall be replaced or
repaired to a leak free condition, within the time periods in Table 1 of Rule 74.10. For
gaseous leaks, the repair period shall start at the time of leak measurement. For liquid
leaks, the repair period shall start at the time of leak detection. If the Table 1 deadline for
repairing any major gas leak or any liquid leak falls on a Saturday, Sunday or holiday,
then the deadline shall be shifted to the next normal business day.

Pursuant to Rule 74.10.F.3, the operator shall re-inspect repaired or replaced components
for leaks as soon as practicable using EPA Method 21, but not later than one calendar
month after the date on which the component is repaired.

Pursuant to Rule 74.10.F.4, any component leak identified by District personnel shall be
repaired and inspected as required by Rule 74.10.F.

Pursuant to Rule 74.10.F.5, any open-ended line found to be leaking shall be sealed with
a blind flange, cap, plug, or a second closed valve at all times except during operations
requiring process fluid flow through the open-ended line or valve. If a second closed
valve is used, the process side valve shall be closed first, after the completion of any
operations requiring flow through the open-ended valve.

Pursuant to Rule 74.10.F.6, for major gas leaks (>50,000 ppm) or major liquid leaks from
any critical compressor seal, pump seal, pressure relief valve or valve that cannot be
repaired within the repair periods set forth in Table 1 of Rule 74.10, the operator shall
replace or retrofit the leaking component with Best Available Control Technology
(BACT) equipment, as approved by the APCO in writing, within one year from the date
of leak detection, or during the next critical process unit shutdown, whichever occurs
first.

For gas leaks less than or equal to 50,000 ppm or minor liquid leaks from critical
components, or for leaks from critical components other than compressor seals, pump
seals, pressure relief valves or valves, the owner or operator shall successfully repair or
replace all leaking components within one year from leak detection or during the next
critical process unit shutdown, whichever occurs first.

The operator shall notify the District in writing within 3 months after detecting a major
gas leak (> 50,000 ppm) or major liquid leak from a critical compressor seal, pump seal,
pressure relief valve, or valve if such leak cannot be repaired within the repair periods set
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24,

23,

26.

forth in Table 1 of Rule 74.10.

Pursuant to Rule 74.10.F.7, for a compressor seal, pump seal, pressure relief valve or
valve that emits a total of 5 major leaks within a continuous 12 month period, the
operator shall replace or retrofit the leaking component with BACT equipment, as
approved by the APCO in writing, within one year from date of leak detection. The
operator shall notify the District in writing within 3 months after a compressor, pump,
pressure relief valve, or valve has had 5 major leaks in the previous 12 months.

Pursuant to Rule 74.10.G. 1, the requirements of Rule 74.10 shall not apply to the
following components that are verified in the Operator Management Plan:

a. Components, not at natural gas processing plants, with gaseous streams with ROC
concentrations of 10 percent, by weight or less.

b. Components at natural gas processing plants with gaseous streams with ROC
concentrations of one percent, by weight or less.

.2 Components, not at natural gas processing plants, in liquid service, with ROC
concentrations of 10 percent, by weight or less.

d. Underground components.

e, Components exclusively handling fluids if the fluid weight evaporated is 10
percent or less at 150 degrees Celsius.

Pursuant to Rule 74.10.G.2, the operator inspection requirements of Rule 74.10.D shall
not apply to the following components. All other requirements of this rule shall still

apply.

a. Pump seals, compressor seals, and pressure relief valves that are equipped with a
closed-vent system to a vapor recovery system. The vapor disposal portion of the
vapor recovery system shall consist of one of the following:

1) A system which directs all vapors to a fuel gas system, a sales gas system,
or a flare that combusts ROC.

2) Any other system that processes all vapors and has a ROC vapor
destruction or removal efficiency of at least 90 percent, by weight.

b. One-half inch and smaller stainless steel tube fittings that have been determined to
be leak-free.
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(8 Components in vacuum service.

d. Flanges or threaded connections that are designated in the Operator Management
Plan as subject to the zero leak threshold specified in Attachment 1 of Rule 74.10.

27.  Pursuant to Rule 74.10.G.3, the operator inspection requirements of Rule 74.10,
Subsections D.1, D.2, D.4 and D.5 shall not apply to components that are inspected with
or without instrumentation on a quarterly basis and are at oil and gas production facilities
or pipeline transfer stations that handle liquids with the following properties and specified
vapor recovery systems:

a. Liquid having an API gravity of 20 degrees or less after the point of primary
separation;

b. Liquid having an API gravity between 20 and 30 degrees which are located either:

1) Downstream of a wellhead equipped with a casing vapor recovery system,
provided that the vapor recovery system is operated at a pressure of less
than 10 psig; or

2) After the point of primary separation of oil and gas, provided the
separation vessel is equipped with a vapor recovery system and is operated
at a pressure of less than 25 psig.

28.  Pursuant to Rule 74.10.G.4, an owner or operator may petition the APCO for exemption
from the replacement or retrofit requirements in Rules 74.10.F.6 and 74.10.F.7 by
submitting a cost evaluation for retrofitting or replacing a compressor, pump, pressure
relief valve, or valve. Each petition shall include:

a. A cost-effectiveness evaluation conducted in accordance with "BACT Cost-
Effectiveness Procedures and Screening Levels for Costs," adopted by the Air
Pollution Control Board on December 20, 1988. The cost analysis shall be based
on the retrofit cost of the component if a retrofit is feasible. If the component
cannot be retrofitted, then the following control option with the lower cost shall
be used in the cost analysis:

1) Component replacement with the lowest feasible cost BACT option.
2) Enclosing the component seal and venting to a vapor recovery system.
b. Evidence of costs with written bids from vendors, published price lists, or other

verifiable cost information. The potential emission reduction from the component
retrofit/replacement shall be based on the ROC emissions over the previous 12
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29,

30.

31

32,

months. ROC emissions from a critical process unit shutdown shall be included if
those emissions are associated with a critical leaking component. APCO-
approved emission factors or source tests shall be used to quantify emissions.

Pursuant to Rule 74.10.H.1, any person subject to Rule 74.10 shall maintain an inspection
log. The inspection log shall contain at least the following:

a. Location, type, description, and name or code of each leaking component
inspected that cannot be immediately repaired, and name of associated operating
unit.

b. For liquid leaks that cannot be immediately repaired: Date and time of leak

detection and whether leak is major or minor.

c. For gaseous leaks that cannot be immediately repaired: Date and time of leak
detection, date and time of leak measurement, analyzer reading (ppmv) of the
leak, and whether the leak is major or minor.

d. Date that leak referenced in Rule 74.10.H.1.b or Rule 74.10.H.1.c is repaired to a
leak-free condition, description of repair action, and date and emission level of re-

check.
e. Identification of leak as critical if the component is critical.
Maintenance and calibration records of appropriate analyzer used in the EPA

Method 21 measurements.

Pursuant to Rule 74.10.H.2, where a functional pressure relief has been detected, the
operator shall record:

a. Location, operating unit identification, and date of detection.

b. Date of inspection of the pressure relief device after it was detected, and analyzer
reading from EPA Method 21.

Pursuant to Rules 74.10.H.3 and 74.10.H.4, the inspection log shall be retained by the
operator and shall be made available upon request to District personnel.

Pursuant to Rule 74.10.1.1, gaseous leaks from components shall be inspected or
determined by EPA Method 21 by using an appropriate analyzer calibrated with methane.
The calibration, maintenance, and operation of the appropriate analyzer shall follow the
manufacturer's recommendations.
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33.

34.

33

36.

Pursuant to Rule 74.10.1.2, the ROC concentration, by weight, of process streams shall be
measured by ASTM E168-88 (General Techniques of Infrared Qualitative Analysis),
ASTM E169-87 (General Techniques of Ultraviolet Quantitative Analysis), or ASTM
E260-85 (Gas Chromatography), or updated versions of these methods approved by EPA
and published in the 40 CFR Part 60.

Pursuant to Rule 74.10.1.3, weight percentage of evaporated compounds of liquids shall
be determined using ASTM Method D 86-82.

Pursuant to Rule 74.10.1.4, the API gravity of crude oil shall be determined using ASTM
Method D287.

Pursuant to Rule 74.10.J, the failure of a person to meet any requirements of Rule 74.10
shall constitute a violation of Rule 74.10. Each leak exceeding the applicable maximum
leak threshold in Attachment 1 of Rule 74.10 discovered by District personnel will be
considered to be a violation.
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Ventura County Air Pollution Control District
Rule 74.11.1 Applicable Requirements
Rule 74.11.1, Large Water Heaters and Small Boilers

Rule 74.11.1, "Large Water Heaters and Small Boilers"
Federally Enforceable Version Adopted 09/14/99
District Enforceable Version Adopted 09/11/12

This permit attachment lists the requirements of the September 11, 2012 version of the rule.
Compliance with this attachment will ensure compliance with both versions of Rule 74.11.1.
The permit conditions below, therefore, are federally enforceable. The District-enforceable
version of this rule will become federally enforceable when approved by the EPA as part of the
SIP.

Applicability:

This attachment applies to all natural gas-fired water heaters, boilers, steam generators or process
heaters (units) with a rated heat input capacity greater than or equal to 75,000 BTU/hr and less
than 1,000,000 BTU/hr at this stationary source installed after January 1, 2013 and to the future
installation of any such unit at this stationary source.

Conditions:

1. Pursuant to Rule 74.11.1.B.1, until January 1, 2014, no person shall sell, offer for sale, or
install in Ventura County any new unit with a rated heat input capacity of greater than or
equal to 75,000 BTU/hr and less than or equal to 400,000 BTU/hr that does not meet the

following criteria:

a. Oxides of nitrogen emissions shall not exceed 40 nanograms per joule of heat output
(93 pounds per billion BTU), or 55 parts per million, and

b. The unit is certified in accordance with Rule 74.11.1.C.

7.8 Pursuant to Rule 74.11.1.B.2, after January 1, 2014, no person shall sell, offer for sale, or
install in Ventura County any new unit with a rated heat input capacity of greater than or
equal to 75,000 BTU/hr and less than or equal to 400,000 BTU/hr that does not meet the

following criteria:

a. Oxides of nitrogen emissions shall not exceed 14 nanograms per joule of heat output
(32.5 pounds per billion BTU), or 20 parts per million, and

b. The unit is certified in accordance with Rule 74.11.1.C.
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The oxides of nitrogen emission standard required above (Condition No. 2.a) does not
apply to units specifically designed to heat swimming pools, hot tubs, or spas. For such
units, oxides of nitrogen emissions shall not exceed 40 nanograms per joule of heat
output (93 pounds per billion BTU), or 55 parts per million.

3. Pursuant to Rule 74.11.1.B.3, no person shall sell, offer for sale, or install in Ventura
County any new unit with a rated heat input capacity of greater than 400,000 BTU/hr and
less than or equal to 1,000,000 BTU/hr that does not meet the following criteria:

a. Oxides of nitrogen emissions shall not exceed 20 parts per million and carbon
monoxide emissions shall not exceed 400 parts per million, and

b. The unit is certified in accordance with Rule 74.11.1.C.

4, The permittee shall maintain a listing of manufacturer, brand name, model number, heat
input rating, and installation date for each water heater, boiler, steam generator and
process heater, with a rated heat input capacity greater than or equal to 75,000 BTU/hr
and less than 1,000,000 BTU/hr, at this stationary source. Permittee shall submit these
identification records for all of these units to the District upon request.

5 On an annual basis, the permittee shall certify that all water heaters, boilers, steam
generators and process heaters, with a rated heat input capacity greater than or equal to
75,000 BTU/hr and less than 1,000,000 BTU/hr, at this stationary source are complying
with Rule 74.11.1. This annual certification shall include a formal survey identifying
each unit and documentation of certification status (pursuant to Rule 74.11.1.C), as
required.
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Ventura County Air Pollution Control District
Rule 74.22 Applicable Requirements
Rule 74.22, Natural Gas-Fired Fan-Type Central Furnaces

Rule 74.22, "Natural Gas-Fired Fan-Type Central Furnaces'
Adopted 11/09/93, Federally-Enforceable

Applicability:

This attachment applies to all natural gas-fired, fan-type central furnaces at this stationary source
installed after May 31, 1994 and to the future installation of any natural gas-fired, fan-type
central furnaces at this stationary source. A fan-type central furnace is a self contained space
heater providing for circulation of heated air at pressures other than atmospheric through ducts of
more than 10 inches in length that has a rated heat input capacity of less than 175,000 BTU per
hour and, for combination heating and cooling units, a rated cooling capacity of less than 65,000
BTU per hour. Natural gas-fired, fan-type central furnaces installed in manufactured housing
(mobile homes) are exempt from Rule 74.22,

Conditions:

1. Pursuant to Rule 74.22.B, no person shall install, after May 31, 1994, any natural gas-
fired fan-type central furnace:

a. with NOx (oxides of nitrogen) emissions in excess of 40 nanograms per joule of
heat output. (74.22.B.1)

b. unless it is certified and identified in accordance with Section C of Rule 74.22.
(74.22.B.2)
2. Permittee shall maintain a listing of manufacturer, brand name, model number, and heat

input rating for each natural gas-fired fan-type central furnace at this stationary source.
Permittee shall submit these identification records for all of these furnaces to the District
upon request.

3. On an annual basis, permittee shall certify that all natural gas-fired fan-type central
furnaces at this stationary source are complying with Rule 74.22. This annual
certification shall include a formal survey identifying each natural gas-fired fan-type
central furnace; whether it was installed before or after May 31, 1994; and for those
furnaces installed after May 31, 1994, information indicating that the certification is
contained on the furnace nameplate, or that the furnace is included on a District-provided
list of certified furnaces.
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10.  GENERAL REQUIREMENTS FOR SHORT-TERM ACTIVITIES (ATTACHMENTS)

The general requirements for short-term activities are broadly applicable requirements that apply
to temporary activities at the facility (e.g., abrasive blasting, architectural coatings, degassing
operations, etc.). These are activities occurring infrequently and for a short duration.
Requirements for short-term activities can normally be adequately addressed in the permit
application with minimal or no reference to any specific emissions unit, provided that the scope
of the requirement and the manner of its enforcement are clear.

As detailed in the Title V Permit Reissuance Application, general applicable requirements for
short-term activities that apply to this facility were determined. The permit conditions associated
with each requirement for a short-term activity are listed in an individual attachment. The
attachment is identified with the label “Attachment (APCD Rule No.) " or “Attachment
40CFR61.M” in the lower left corner of each attachment.

WAPCDBULLPEN\DivData\ENG\TITLE ViAttachments updated\PERMIT 1 Oreissue.doc



Ventura County Air Pollution Control District
Rule 74.1 Applicable Requirements
Abrasive Blasting

Rule 74.1, ""Abrasive Blasting"
Adopted 11/12/91, Federally-Enforceable

Applicability:

This attachment applies to short term activities involving any abrasive blasting operation
conducted at this facility. Abrasive blasting is the operation of cleaning or preparing a surface by
forcibly propelling a stream of abrasive material against that surface. Abrasive materials subject
to Rule 74.1 include, but are not limited to, sand, slag, steel shot, garnet or walnut shells.

Conditions:

1. Pursuant to Rule 74.1.B.1.a, all abrasive blasting operations shall be conducted within a
permanent building, except for abrasive blasting operations conducted under one or more
of the following conditions as detailed in Rule 74.1.B.1.b:

a. Steel or iron shot/grit is used exclusively
b. The item to be blasted exceeds eight feet in any dimension
c: The surface being blasted is situated at its permanent location or no further away

from its permanent location than is necessary to allow the surface to be blasted
2. Pursuant to Rule 74.1.B.1.c, any abrasive blasting that is allowed to be conducted outside
of a permanent building, and is not exclusively using steel or iron shot/grit, must use one
of the following:
a. Wet abrasive blasting
b. Hydroblasting
C. Vacuum blasting

d. Dry blasting with California ARB certified abrasives

3. Abrasive blasting for pavement marking shall comply with the requirements of Rule
74.1.B.2
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4. Abrasive blasting of stucco and concrete shall comply with the requirements of Rule
74.1.B.3.

5. Packages or containers for abrasives certified in accordance with Section 92530 of the
California Code of Regulations used for permissible outdoor blasting shall comply with
the labeling requirements of Rule 74.1.B.4.

6. Abrasive blasting operations shall comply with the visible emission standards of Rule
74.1.C.1 and the nuisance prohibition of Rule 74.1.C.2. The visible emission evaluation
of abrasive blasting operations shall be conducted in accordance with Section 92400 of
the California Code of Regulations.

7. Permittee shall perform routine surveillance and visual inspections of the abrasive
blasting operation to ensure that compliance with Rule 74.1 is being maintained. This
routine surveillance shall include assuring that operation and equipment requirements are
being met, and that there are no opacity violations.

In addition, for each abrasive blasting operation conducted at the facility, permittee shall
maintain records of the following information:

a. Date of operation

b. Type of abrasive blasting media used

c Identity, size, and location of item blasted

d. Whether operation was conducted inside or outside a permanent building
e. California ARB certifications for abrasives used

These records shall be maintained at the facility and submitted to the District upon
request.
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Ventura County Air Pollution Control District
Rule 74.2 Applicable Requirements
Architectural Coatings

Rule 74.2, " Architectural Coatings"
Adopted 01/12/10, Federally-Enforceable

Applicability:

This attachment applies to short term activities involving any person who supplies, sells, offers
for sale, applies or solicits the application of any architectural coating at this stationary source.
An architectural coating is a coating to be applied to stationary structures or their appurtenances
at the site of installation, to portable buildings at the site of installation, to pavements, or to
curbs. Coatings applied in shop applications or to nonstationary structures, such as airplanes,
ships, boats, railcars and automobiles, are not considered to be architectural coatings for the
purposes of this rule, nor are adhesives.

This attachment and Rule 74.2 do not apply to architectural coatings that are sold in a container
with a volume of one liter (1.057 quart) or less and do not apply to any aerosol coating product.

Conditions:
1; Pursuant to Rule 74.2.B.1, the volatile organic compound (VOC) content of architectural
coatings shall not exceed the following standards, as found in Table 2 of Rule 74.2.B.1,

unless specifically exempted by Rule 74.2:

a. The VOC content of flat coatings shall not exceed 100 grams per liter of coating.
Effective January 1, 2012, this limit is reduced to 50 grams per liter of coating.

b. The VOC content of nonflat coatings shall not exceed 100 grams per liter of
coating.
& The VOC content of nonflat-high gloss coatings shall not exceed 150 grams per

liter of coating.

Limits are expressed as VOC Regulatory (unless otherwise specified in Rule 74.2)
thinned to the manufacturer’s maximum recommendation, excluding colorant added to
the tint bases. VOC Regulatory is defined in Rule 74.2.

2. Pursuant to Rule 74.2.B.1, the VOC content of specialty architectural coatings shall not
exceed the VOC limits in the Table of Standards in Rule 74.2, unless specifically
exempted by Rule 74.2.

Specifically, the VOC content of industrial maintenance coatings shall not exceed 250
grams per liter of coating,.
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Limits are expressed as VOC Regulatory (unless otherwise specified in Rule 74.2)
thinned to the manufacturer’s maximum recommendation, excluding colorant added to
the tint bases. VOC Regulatory is defined in Rule 74.2.

Pursuant to Rule 74.2.B.4, all architectural coating containers used to apply the contents
therein to a surface directly from the container by pouring, siphoning, brushing, rolling,
padding, ragging or other means, shall be closed when not in use. These architectural
coating containers include, but are not limited to, drums, buckets, cans, pails, trays or
other application containers. Containers of any VOC-containing materials used for
thinning and cleanup shall also be closed when not in use.

Pursuant to Rule 74.2.B.5, no person who applies or solicits the application of any
architectural coating shall apply or solicit the application of any coating that is thinned to
exceed the applicable VOC limit specified in the Tables in Subsection B.1.

Permittee shall perform routine surveillance of the architectural coating operation to
ensure that compliance with Rule 74.2 is being maintained. Permittee shall specify the
usage of compliant coatings and shall maintain VOC records of coatings used at the
stationary source. This information shall be submitted to the District upon request.

The VOC content of architectural coatings, along with other specified physical and
chemical properties, shall be measured using the testing procedures in Rule 74.2.G.
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Ventura County Air Pollution Control District
Rule 74.16 Applicable Requirements
Oilfield Drilling Operations on Platform Gail

Rule 74.16, "Oilfield Drilling Operations"
Adopted 01/08/91, Federally-Enforceable

Applicability:

This attachment applies to short term activities involving oilfield drilling operations on Platform
Gail. Oilfield drilling operations are defined as activities powered by nonvehicular internal
combustion engines for the purpose of drilling or redrilling oil wells, injection wells, or gas
wells. For the purpose of Rule 74.16, drilling operations do not include any operations at any
existing well where the derrick is a part of an oilwell production service unit, as defined in the
California Vehicle Code. Rule 74.16 applies to drill rig engines over 50 HP including, but not
limited to, engines supplying power to drawworks, rotary tables, mud pumps, mud mixers and
auxiliary generators.

This attachment applies to an oil company, which Rule 74.16 defines as the person contracting
the drilling rig and/or the person who applies for an Authority to Construct for the well. The
APCD issues portable Permits to Operate to the owners of drilling rigs. The California Air
Resources Board Portable Equipment Registration (PERP) is not valid on an OCS platform;
therefore, an APCD Permit to Operate is required for drilling rig engines.

This permit does not authorize the operation of any non-vehicular engine of 50 BHP, or greater,
for well drilling or workover operations. Prior to using such an engine, the engine owner shall
obtain a Permit to Operate for the engine, unless the engine qualifies for an exemption from the
requirement to obtain a Permit to Operate under District regulations. A portable engine used to
power an emergency drilling generator that is used only when electrical power line fails is
exempt from permit pursuant to Rule 23.D.7.

Conditions:

S Pursuant to Rule 74.16.B.1, all drilling operations shall be powered by grid power, unless
exempted by Rule 74.16.C.1. Grid power is defined as electricity conveyed by power
lines connected physically and contractually to the Southern California Edison System, or
any electricity generated by equipment permitted by the District and having permitted
emissions commensurate with an emissions rate of not more than 1.0 pound of NOx per
megawatt-hour of electricity produced.

2. The District has concluded that it would not be cost effective to run grid power to
Platform Gail and the permitted emissions of NOx from the Allison turbines are less than
515 ppmv corrected to 15% oxygen. Therefore, pursuant to Rule 74.16.C.1, the Allison
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turbines may be used to supply electrical power during drilling operations in order to
comply with Rule 74.16.B.2.a.

3. If the permittee elects to use drilling engines in place of the Allison turbines, then the
following conditions apply:

Pursuant to Rule 74.16.B.2.a, NOx emissions from these drilling engines, or any
exhaust stack of multiple engines permanently manifolded together, shall not
exceed 515 ppmv corrected to 15% oxygen. As an alternate, pursuant to Rule
74.16.B.2.c, drilling engines certified by the manufacturer to emit 6.9 grams of
NOXx per brake horsepower-hour or less based on a California ARB approved
heavy duty offroad engine testing procedure shall be deemed in compliance with
Rule 74.16.B.2.a, and shall not be subject to the annual source test requirements
in Rule 74.16.B.2.b.

In order to comply with this condition, permittee shall ensure that the drilling
engine utilized has a valid APCD Permit to Operate and that the drilling engine
has demonstrated compliance with Rule 74.16.B.2.a in accordance with CARB
Method 100 as detailed in Rule 74.16.E (Test Methods), or has demonstrated
compliance with Rule 74.16.B.2.c.

In order to demonstrate compliance with Rule 74.16.B.2.a, the drilling rig
company shall perform source testing on the drilling engine exhaust annually.
Permittee shall obtain from the drilling rig company the most recent source test
results for the engines subject to Rule 74.16.B.2.a, or the engine manufacturer
certification for engines subject to Rule 74.16.B.2.c. This information shall be
made available on site and submitted to the District upon request.

Upon District request, the NOx emissions from the drilling engine exhaust shall
be measured using CARB Method 100, in accordance with Rule 74.16.E (Test
Methods).
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Ventura County Air Pollution Control District
40 CFR Part 61, Subpart M Applicable Requirements
National Emission Standard for Asbestos

40 CFR Part 61, Subpart M, "National Emission Standard for Asbestos"
Federally-Enforceable

Applicability:

This attachment applies to short term activities conducted at this facility pertaining to procedures
for asbestos demolition or renovation activities as detailed in 40 CFR Part 61.145.

As defined in 40 CFR Part 61.141, asbestos means the asbestiform varieties of serpentinite
(chrysotile), riebeckite (crocidolite), cummingtonite-grunerite, anthophyllite, and actinolite-
tremolite. Renovation means altering a facility or one or more facility components in any way,
including the stripping or removal of regulated asbestos containing material (RACM) from a
facility component. Operations in which load-supporting structural members are wrecked or
taken out are demolitions.

Conditions:

i Permittee shall insure compliance with 40 CFR Part 61 Subpart M, "National Emission
Standard for Asbestos". The owner or operator of a demolition or renovation activity, as
defined in 40 CFR Part 61.141, shall comply with the applicable inspection, notification,
removal, and disposal procedures for asbestos containing materials as specified in 40

CFR Part 61.145, "Standards for Demolition and Renovation".

2 During times when asbestos renovation or demolition are underway at the facility,
permittee shall ensure that all applicable requirements of 40 CFR Part 61.145 are met.
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11.  GENERAL PERMIT CONDITIONS

This section contains general Part 70 permit conditions and general APCD permit to operate
conditions. The general Part 70 permit conditions are associated with general federal
requirements that apply to all Title V facilities. These conditions are based on APCD Rules 8,
30, 32, and 33, and 40 CFR Part 70.

The general permit to operate conditions are associated with general District requirements that
apply to all operating Title V facilities. These conditions are based on APCD Rules 19, 20, 22,
and 27.
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Ventura County Air Pollution Control District
General Part 70 Permit Conditions

I The permittee shall comply with all federally-enforceable conditions of the Part 70
permit. Any permit noncompliance constitutes a violation of the federal Clean Air Act
and is grounds for enforcement action; for permit termination, revocation and reissuance,
or modification; or for denial of an application for reissuance of the permit. (40 CFR
70.6(a)(6)(i), APCD Rule 33.3.B.1)

2 The permittee shall continue to comply with all the applicable requirements with which
the company has certified that it is already in compliance. The permittee shall comply in
a timely manner with applicable requirements that become effective during the permit
term of this permit.

3 The permittee shall promptly report deviations from Part 70 permit requirements,
including those attributable to upset conditions as defined in the Part 70 permit, the
probable cause of the deviations, and any corrective actions or preventive measures taken.
Promptly is defined as no later than four (4) hours after its detection by such owner or
operator, or his agents or employees. (40 CFR 70.6(a)(3)(iii)(B), APCD Rule 33.3.A.3,
APCD Rule 32.B.1)

4, The need to halt or reduce activity is not a defense. It shall not be a defense for a
permittee in an enforcement action that it would be necessary to halt or reduce the
permitted activity in order to maintain compliance with the conditions of this Part 70
permit. (40 CFR 70.6(a)(6)(ii), APCD Rule 33.3.B.2)

2 All required records, monitoring data, and support information shall be maintained for a
period of at least 5 years from the date of the monitoring sample, measurement, report, or
application. Support information includes all calibration and maintenance records and all
original strip chart recordings for continuous monitoring instrumentation, and copies of
all reports required by the Part 70 permit. All applicable reports shall be submitted to the
District every 6 months and shall be certified by a responsible official. Such reports shall
identify any deviations from Part 70 permit conditions. (40 CFR 70.6(a)(3)(ii)(B), 40
CFR 70.6(a)(3)(iii)(A), APCD Rule 33.3.A.3)

6. The permittee shall furnish to the District, within a reasonable time, any information that
the District may request in writing to determine whether cause exists for modifying,
revoking and reissuing, or terminating the Part 70 permit or to determine compliance with
the Part 70 permit. Upon request, the permittee shall also furnish to the District copies of
records required to be kept by the Part 70 permit or, for information claimed to be
confidential, the permittee may furnish such records directly to the Administrator of the
EPA along with a claim of confidentiality. (40 CFR 70.6(a)(6)(v), APCD Rule 33.3.B.5)
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A Upon presentation of credentials and other documents as may be required by law, the
permittee shall allow the District or an authorized representative to perform the
following:

a. Enter upon the permittee's premises where a Part 70 source is located or
emissions-related activity is conducted, or where records must be kept under the
conditions of the Part 70 permit;

b. Have access to and copy, at reasonable times, any records that must be kept under
the conditions of the Part 70 permit;

c. Inspect at reasonable times any facilities, equipment (including monitoring and
air pollution control equipment), practices, or operations regulated or required
under the Part 70 permit; and

d. As authorized by the federal Clean Air Act, sample or monitor at reasonable times
substances or parameters for the purpose of assuring compliance with the Part 70
permit or applicable requirements.

(40 CFR 70.6(c)(2), APCD Rule 8, APCD Rule 33.3.B.7)

8. The Part 70 permit may be modified, revoked, reopened, reissued, or terminated for
cause. The filing of a request by the permittee for a permit modification, revocation and
reissuance, or termination, or of a notification of planned changes or anticipated
noncompliance does not stay any permit condition. (40 CFR 70.6(a)(6)(iii), APCD Rule
133.B.3)

9. A Part 70 permit shall be reopened under the following conditions:

a. Additional applicable requirements under the federal Clean Air Act become
applicable to the facility with a remaining Part 70 permit term of 3 or more years.
Such a reopening shall be completed not later than 18 months after promulgation
of the applicable requirement. No such reopening is required if the effective date
of the requirement is later than the date on which the Part 70 permit is due to
expire, unless the original Part 70 permit or any of its terms and conditions has
been extended pursuant to APCD Rule 33.6.D;

b. Additional requirements (including excess emissions requirements) become
applicable to an affected source under the acid rain program. Upon approval by
the Administrator of the EPA, excess emissions offset plans shall be deemed to be
incorporated into the Part 70 permit;
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10.

Ll

12

13;

14,

15

& The District or EPA determines that the Part 70 permit contains a material mistake
or that inaccurate statements were made in establishing the emissions standards or
other terms or conditions of the Part 70 permit; or

d. The Administrator of the EPA or the District determines that the Part 70 permit
must be revised or revoked to assure compliance with the applicable requirements.

(40 CFR 70.7(f), APCD Rule 33.8.A)

All fees required by District Regulation III, Fees, shall be paid on a timely basis as
requested by the District. Notwithstanding the term of the Part 70 permit, if the permittee
fails to pay the annual renewal fees required pursuant to APCD Rule 42.H within the time
period specified in APCD Rule 30, the Part 70 permit will be void. (40 CFR 70.6(a)(7),
APCD Rule 30, APCD Rule 33.3.B.6)

The Part 70 permit does not convey any property rights of any sort, or any exclusive
privilege. (40 CFR 70.6(a)(6)(iv), APCD Rule 33.3.B.4)

The provisions of this Part 70 permit shall be severable, and in the event of any challenge
to any portion of the permit, or if any portion is held invalid, the remaining permit
conditions shall remain valid and in force. (40 CFR 70.6(a)(5), APCD Rule 33.3.B.8)

An application for reissuance of this Part 70 Permit shall be submitted no more than 18
months prior to the expiration date and no less than 6 months prior to the expiration date
as stated on this permit. The application shall be subject to the same procedural
requirements, including those for public participation and EPA review, that apply to
initial Part 70 permit issuance. (40 CFR 70.5(a)(1)(iii), 40 CFR 70.7(c)(1)(i), APCD Rule
33.6.B)

Any Part 70 application and any document, including reports, schedule of compliance
progress reports, and compliance certification, required by this Part 70 permit shall be
certified by a responsible official. The certification shall state that, based on information
and belief formed after a reasonable inquiry, the statements and information in the
document are true, accurate, and complete (40 CFR 70.5(d), APCD Rule 33.9.C)

Permittee shall submit a certification of compliance with all applicable requirements and
all Part 70 permit conditions. A compliance certification shall be submitted with any Part
70 permit application and annually, on the anniversary date of the Part 70 permit, or on a
more frequent schedule if required by an applicable requirement or permit condition.

This compliance certification shall identify each applicable requirement or condition of
the Part 70 permit, the compliance status of the stationary source, whether the compliance
was continuous or intermittent since the last certification, and the method(s) used to
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determine compliance. In addition, the certification shall indicate the stationary source's
compliance status with any applicable enhanced monitoring and compliance certification
requirement of the federal Clean Air Act. A copy of each compliance certification shall
be submitted to EPA Region IX. (40 CFR 70.5(c)(9), 40 CFR 70.6(c)(5), APCD Rule
33.3.A.9, APCD Rule 33.9.B)
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Ventura County Air Pollution Control District
General Permit to Operate Conditions

Within 30 days after receipt of a permit to operate, the permittee may petition the Hearing
Board, in writing, to review any new or modified condition on the permit. (APCD Rule
22y

This permit to operate, or a copy, shall be posted reasonably close to the subject
equipment and shall be readily accessible to inspection personnel from the District.
Posting a copy of the “Permitted Equipment and Applicable Requirements Table”
contained in Section No. 2 will fulfill this requirement if the entire permit to operate is
readily available at another location at the stationary source. (APCD Rule 19)

This permit to operate is not transferable from one location to another unless the
equipment is specifically listed as being portable. (APCD Rule 20)

If, within a reasonable amount of time, any permittee refuses to furnish information
requested by the District, the District may suspend this permit to operate The permittee
will be informed, in writing, of the permit suspension and the reasons for the suspension.
(APCD Rule 27)
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Ventura County Air Pollution Control District
Permit Shield — Standards of Performance for Stationary Combustion Turbines
40 CFR Part 60, Subpart KKKK

40 CFR Part 60, Subpart KKKK, “Standards of Performance for Stationary Combustion
Turbines”

Permit Shield:

The requirements of 40 CFR Part 60, Subpart KKKK, “Standards of Performance for Stationary
Combustion Turbines” have been reviewed; and it has been determined that this federal
regulation is not applicable to this stationary source. The following discussion details the
determination of this permit shield for the three 4800 BHP Allison Turbines. The units are fired
on natural gas or diesel fuel.

Discussion:

40 CFR Part 60, Subpart KKKXK, is applicable to stationary combustion turbines with a heat
input at peak load equal to or greater than 10 MMBTU/hr which commenced construction,
modification, or reconstruction after February 18, 2005. The three Allison turbines are rated at
approximately 50 MMBTU/hr; however, they were constructed prior to February 18, 2005.
They have been permitted with the District since 1996. Authority to Construct No. 01494-370
was issued on May 16, 2006 for the installation of Selective Catalytic Reduction (SCR) systems
at the turbines. The SCR installation does not meet the definition of “modification” as stated in
40 CFR Part 60 Subpart A; the SCR installation is also not a “reconstruction”.
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Attachment SHIELD-60KKKK Page: 1



Ventura County Air Pollution Control District
Permit Shield — National Emission Standards for Hazardous Air Pollutants
40 CFR Part 63, Subpart YYYY

40 CFR Part 63, Subpart YYYY, “National Emission Standards for Hazardous Air
Pollutants for Stationary Combustion Turbines”

Permit Shield:

The requirements of 40 CFR Part 63, Subpart YY Y'Y, “National Emission Standards for
Hazardous Air Pollutants for Stationary Combustion Turbines” have been reviewed; and it has
been determined that this federal regulation is not applicable to this stationary source. The
following discussion details the determination of this permit shield for the three 4800 BHP
Allison Turbines. The units are fired on natural gas or diesel fuel.

Discussion:

40 CFR Part 63, Subpart YYY'Y, is applicable to stationary combustion turbines that operate at a
major source of HAP (Hazardous Air Pollutant) emissions. A stationary source is a major source
of HAP emissions when the HAP emissions exceed thresholds of 10 tons per year of a single
HAP or 25 tons per year of combined HAPs. Emissions at Platform Gail do not exceed these
HAP thresholds; therefore, Platform Gail is not a major source of HAP emissions. The HAP
emissions for the stationary source are shown in the Reissuance Application.
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12.  MISCELLANEOUS FEDERAL PROGRAM CONDITIONS

This section contains miscellaneous federal program conditions that are not emission unit-
specific or short-term. These federal requirements are broadly applicable requirements that apply
and are enforced in the same manner for all subject emissions units or short-term activities.
Permit conditions associated with these miscellaneous federal program requirements are listed in
an individual attachments. The attachment is identified with the label “Attachment 40CFR(Part
No.) " in the lower left corner of each attachment.
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Ventura County Air Pollution Control District
40 CFR Part 55 Applicable Requirements
Outer Continental Shelf Air Regulations

40 CFR Part 55, “Outer Continental Shelf Air Regulations”
Federally-Enforceable

Applicability:

This attachment applies to the stationary source since it is an existing outer continental shelf
(OCS) source. 40 CFR Part 55 and related consistency updates detail the District rules that apply
to OCS sources. Attachments contained in this permit use the term “Federally-Enforceable OCS
Version” to designate those rules that are federally-enforceable at OCS sources via 40 CFR Part
58,

Conditions:

1. Permittee shall comply with 40 CFR Part 55, "Outer Continental Shelf Air Regulations".
Permittee shall also comply with Rule 72.1, "Outer Continental Shelf Air Regulations".
Rule 72.1 incorporates the following provisions of 40 CFR Part 55:

Section 55.1 Statutory authority and scope

Section 55.2 Definitions

Section 55.3 Applicability

Section 55.4 Requirement to submit a notice of intent
Section 55.5 Corresponding onshore area designation
Section 55.6 Permit requirements

Section 55.7 Exemptions

Section 55.8 Monitoring, reporting, inspections, and compliance
Section 55.9 Enforcement

Section 55.10 Fees

Section 55.13 Federal requirements that apply to OCS sources

Section 55.14 a,b,c  Requirements that apply to OCS sources located within
25 miles of states' seaward boundaries, by state
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Ventura County Air Pollution Control District
40 CFR Part 68 Applicable Requirements
Accidental Release Prevention and Risk Management Plans

40 CFR Part 68, ""List of Regulated Substances and Thresholds for Accidental Release
Prevention"
Federally-Enforceable

Applicability:

This attachment applies to regulated substances that are contained in a process at this facility and
that exceed the threshold quantity, as presented in 40 CFR Part 68.130. This regulation
addresses the requirements of section 112(r) of the federal Clean Air Act as amended.
Specifically, this attachment applies to a facility that has stated that a federal Risk Management
Plan pursuant to section 112(r) is currently not required, but where flexibility is desired to
preclude a permit reopening should 40 CFR Part 68 become an applicable requirement.

Conditions:

1. Should the stationary source, as defined in 40 CFR Part 68.3, become subject to Part 68,
then the owner or operator shall submit a risk management plan (RMP) by the date
specified in Part 68.10 and shall certify compliance with the requirements of Part 68 as
part of the annual compliance certification as required by 40 CFR Part 70.
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Ventura County Air Pollution Control District
40 CFR Part 82 Applicable Requirements
Protection of Stratospheric Ozone

40 CFR Part 82, "Protection of Stratospheric Ozone"

40 CFR Part 82, Subpart B, ""Servicing of Motor Vehicle Air Conditioners"
40 CFR Part 82, Subpart F, "Recycling and Emissions Reduction"
Federally-Enforceable

Applicability:

This attachment applies to activities conducted at this facility that involve producing, importing,
exporting, or consuming of the specified controlled substances described under 40 CFR Part
82.4. Specifically, this attachment includes the requirements of 40 CFR Part 82, Subpart B,
"Servicing of Motor Vehicle Air Conditioners", and 40 CFR Part 82, Subpart F, "Recycling and
Emissions Reduction".

As defined in 40 CFR Part 82.30, 40 CFR Part 82, Subpart B applies to any person performing
service on a motor vehicle for consideration when this service involves the refrigerant in the
motor vehicle air conditioner.

As defined in 40 CFR Part 82.150, 40 CFR Part 82, Subpart F applies to any person servicing,
maintaining or repairing appliances, except for motor vehicle air conditioners. This subpart also
applies to persons disposing of appliances, including motor vehicle air conditioners An
appliance is any device which uses a class I or class II substance as a refrigerant and which is
used for household or commercial purposes, including any air conditioner, refrigerator, chiller, or
freezer.

Conditions:

L If the permittee performs a service on motor (fleet) vehicles when this service involves
ozone-depleting substance refrigerant (or regulated substitute substance) in the motor
vehicle air conditioner (MVAC), the permittee is subject to all the applicable
requirements as specified in 40 CFR Part 82, Subpart B, "Servicing of Motor Vehicle Air
Conditioners".

The term "motor vehicle" as used in Subpart B does not include a vehicle in which final
assembly of the vehicle has not been completed. The term "MVAC" as used in Subpart B
does not include the air-tight sealed refrigeration system used as refrigerated cargo, or
system used on passenger buses using HCFC-22 refrigerant.
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2 If the permittee performs maintenance on, or services, repairs, or disposes of appliances,
the permittee is subject to all of the applicable requirements as specified in 40 CFR Part
82, Subpart F, "Recycling and Emissions Reduction".
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13. PART 70 PERMIT APPLICATION PACKAGE

The Part 70 permit application, which was submitted by this facility, is included in this section
for reference only and is not a part of the Part 70 permit.

During the processing of the permit application, additional information was submitted by the
facility in response to District requests. This additional information is included with the
application. If the applicant was asked to replace a page or a portion of the application, the
original submittal is stamped “REPLACED” and the replacement page or section is placed in
front of the original. The applicant and District correspondence for the Part 70 permit
application is located in the District permit file for this stationary source.
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